ges 


Robert Bosch Power Tool Corporation 


Robert Bosch Power Tool Corporation 


Our company history began in 1886, when the founder, 
Robert Bosch (1861-1942), established a “three-man 
workshop for precision mechanics and electrical 
engineering.” Robert Bosch was one of the foremost 
pioneers in the automotive industry. His name is very 
closely linked to the dramatic and historical developments 
of the first motor cars. He influenced the rapid sophis- 
tication of the industrialized world. 


We have been in the business of manufacturing power 
tools since 1929. Robert Bosch could not buy power tools 
that met his exacting standards—so he built them. 


Today we produce precision electric, air and high 
frequency tools and accessories in New Bern, North 
Carolina; Leinfelden, West Germany; and Solothurn, 
iy oa wea Switzerland. 
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NEW BERN-—Corporate Headquarters and Manufacturing 


From the very beginning, we have been innovators. 
And we are still pioneering new concepts. New to 
others, but basic to us. 


For example, Double Insulation. No one else—anywhere, 
here or abroad—can match our line of double insulated 
heavy duty tools. What is new to others today, was new to 
Bosch in 1935: the Double Insulated Electric Power Tool. 
We have not waited for progress. We brought it about, for 
your benefit. 


SAN FRANCISCO -— Distribution Facility 


Here is the team that gets the results for you: 
Bosch, your Distributor and your Bosch Authorized 
Service Center. 

On the left you will see where we are located. In the 
Yellow Pages you'll find your Bosch Power Tool 
Distributor under “Tools-Electric.” On pages 96 and 97 
of this catalog, we have listed the Bosch Authorized 
Service Centers. Your Distributor can guide you easily to 
the service facility closest to you—anywhere, from coast 
to coast. 


ATLANTA — Distribution Facility 


We are proud to be members of the following associations... 


v % 


american association 


SERVING 
IMOUSTRY 


encan Supply & Machinery 


Manufacturers Association Inc 


Pd national welding 
“ioenn ge supply association 


Copyright Robert Bosch Power Tool Corporation, 1982 
All specifications are subject to change without notice 
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[o) Double Insulated Tools 


Prior to the introduction of Double Insulation [J], the only safety system available against shock 
hazards was the three-wire grounding with a three-prong plug. The idea here was to avoid injuries to 
the operator in the case of failure, by carrying away leakage currents safely through the ground wire; 
with a blown fuse as a net result instead of personal harm to the user. 
The following reasons will convince you of some drastic shortcomings of this approach. 


® Most electrical outlets available to power tool users are for two-prong plugs only, which require 
three-wire adapters: besides being inconvenient, these adapters sometimes are not installed 
properly, in which case they are useless. 


® The tool user seldom has the knowledge and the equipment to check three-prong outlets for 
proper wiring and grounding—which brings a lot of uncertainty into this system. There is always a 
question as to whether or not the outlet is properly ground wired. 


The Double Insulation [G] system, introduced by Bosch as early as 1935, replaces the three-wire 
system and eliminates uncertainty. It is a recognized and approved system, acceptable to Underwriters’ 
Laboratories and federal OSHA authorities. 


The tool can be used with equal confidence in two or three-prong outlets, whether the outlet is 
grounded or not. The genuine Double Insulated [G] tool—and only such a tool—can be equipped with 
a two-prong plug and still protect the user from shock hazards. 


There are two separate systems of electrical insulation that provide Double Insulation [B): if one 
system fails, the second system prevents dangerous electrical leakage from leaving the inside of the 
tool. This second system consists of high strength, non-conductive housing materials, which keep the | 
user from touching a metal surface that might be electrically charged from the inside of the tool. | 
Internally, two layers of insulation permanently isolate electrical components. 


Wherever possible, non-conductive materials are also used for gear housings. This is our Fully 
Insulated [m] construction. This precaution is taken, because it is possible, for example with a drill, to 
strike a hot conductor while working with the tool, which will cause a hazard. Bosch has reduced this 
risk more extensively than any one else in the tool business. 


In short: Bosch Double Insulated [6] and Fully Insulated [i] tools provide the highest degree of electrical 
safety, actually far beyond present safety code requirements. 


Underwriters Laboratories Inc. Listing 
Canadian Standards Association Certification 
Bosch Power Tools are pledged to a continuing program for achieving and maintaining recognition 


from safety certification authorities throughout the world. As part of our conformance to these rigid 
standards, we are proud to display these symbols of recognition. 


Power Tool Institute —P.T.I. 


The Bosch Power Tool Division is an active member in the P.T.I. We subscribe to the procedures that 
allow us to display the “P.T.I. Seal.” 


U.S. Department Of Labor Occupational Safety And Health Act — | 
(OSHA) Safety And Health Regulations For Construction 


Bosch Power Tools are constructed in accordance with applicable, published federal standards and 
the latest amendments to these standards. If specific questions concerning the conformance of our 
product should arise, informed and qualified personnel are available to provide prompt clarification. 
Contact Bosch Research & Development—(919) 633-4133. 


@ 4” 


power tool institute, inc. 


CERTIFIED TO MEET ALL SAFETY 


DSHA 


REQUIREMENTS FOR POWER TOOLS 


Product Improvement Liability Disclaimer 

The Robert Bosch Power Tool Corporation reserves the right to make any changes in or improvements 
on its products without incurring any liability or obligation whatever and without being required to 
make any corresponding changes or improvements in products previously manufactured or sold. 


Rotary Hammers 


Light & Powerful Size for size Bosch offers the 
highest power-to-weight ratio of any hammers 
available. 


Sealed Lubrication—Eliminates uncertainty of 
job-site lubrication. 


Service-Minder* Brushes—Shut hammers off 
when brush replacement and lubrication is needed. 


Safety-Lock—Bit retainer cannot come loose 
under load. 


Safety-Clutch—Protects operator and equipment 
if bit binds. 


Spline-Drive & SDS—Bit systems deliver 10% more 
energy to the cutting tips. Eliminates the wear and 
sloppy fit found on hex-drive systems. You will 

never have to throw away a Bosch carbide bit 
because the drive end wore out. 


Interchangeable Bits—A\|| Bosch spline drive 
rotary hammers use the same shank size—no 
duplication of carbide bits or insert tools is required 
for different capacity hammers. 


(Model 11207 is shown.) 


Rotary Hammers 


2" ROTARY HAMMER, MODEL 11209 

®@ Our largest capacity rotary hammer; 2" solid—5" core bit. 
Spline-drive bit system for maximum power transmission. 

@ Shock-mounted handle isolates fatiguing vibration from 
operator. Comfortable operation for long period of time. 

@ Air-cooled front barrel is comfortable to hold even after 

extended running. 


Specifications Model 11209 


Capacities 
No Load RPM 


[G)] Double Insulated, UL Listed, complies to OSHA 


Standard Equipment: 


Metal Case.............. #1 615 438 034 
Auxiliary Handle......... #1 602 025 022 
Auxiliary Handle Bracket. . #1 617 000 080 
5 Dust Shields........... #1 610508001 
Allen Wrench............ #1 907 950 006 
Allen Wrench............ #1 907 950 007 


11203 


1-1/2" ROTARY HAMMER MODEL 11203 


®@ |deal hammer for setting self-drilling anchors—Convenient 
stop-rotation selector lever allows hammering with or without 
rotation. Perfect for chipping and chiseling. 

®@ Versatile drilling options—Spline-drive solid bits, core bits and 
cross-core bits or Bosch “SDS” Super Drill System with 
Adapter #1 618 598 087. 


Specifications Model 11203 


1%" solid bits—3" core bits— 
2%" cross core— %" self-drill anchors 


f Double Insulated, UL Listed, complies to OSHA 


Standard Equipment: 

Metal Case...... #1 615 438 033 
Depth Stop Rod. .#1 613001 003 
5 Dust Shields. . . #1 610508001 
6mm Wrench... . #1907 950 006 
Side Handle..... #1 612025021 


Rotary Hammers 


1-1/2" ROTARY HAMMER, MODEL 11202 
@ Well balanced fast drilling hammer perfect for overhead drilling. 


®@ Hard hitting for fast penetration in hardest materials, or 
chipping, chiseling and scaling. 


Specifications Model 11202 


[BO] Double Insulated, UL Listed, complies to OSHA 


Standard Equipment: Metal Case #1 615 438 033, 
Depth Stop Rod #1 613 001 003, 5 Dust Shields #1 610 508 001, 
6mm Wrench #1 907 950 006, Side Handle #1 612025021 


1" ROTARY HAMMER, MODEL 11205 


@ We call it the ‘SUPER HAMMER" because of its size, power 
and versatility. 

@ Check these operations: 2-SPEED ROTARY HAMMERING— 
for drilling in brick, stone or concrete. HAMMERING ONLY — 
all rotary action stopped—for starting and setting self-drill 
anchors up to %'—also for light chipping and chiseling. 2-SPEED 
DRILLING —add Adapter Shank #T1835 and 3-Jaw Chuck 
#1 608 571 045 for drilling in metal or wood. 

® Sealed, synthetic oil-bath lubrication—works in all drilling 
positions—overhead as well as downward. 


Specifications Model 11205 


Watts In 
Capacities Concrete 1" solid bit, 24" cross core bit, 
Steel %", Aluminum %", Wood 1%" 
650/1,300 


[@] Fully Insulated, UL Listed, complies to OSHA 


Standard Equipment: Metal Case #1 605 438 039, 
Depth Stop Rod #1 613 001 003, 5 Dust Shields #1 610 508 001, 
5%" Hex Wrench #1 689 005 002, Side Handle #1 612 025 020 


7/8" ROTARY HAMMER, MODEL 11207 “TRIM N’ TOUGH” 

@ The Bosch TNT is designed for industrial and construction 
fastening and assembly work. Its light-weight and compact size 
allow easy access to confined work areas. 

®@ The Bosch TNT drills faster with less operator fatigue when 
compared to large hammer drills. Its electro-pneumatic impact 
system minimizes vibration and assures constant impact force. 

@ Hammer stop—shuts off impact mechanism to allow drilling in 
wood, metal or plastic. Use Adapter Shank #1 613 523 007 and 
3-Jaw Chuck #1 608 571 045. 


Specifications Model 11207 


Capacities 
No Load RPM 


[] Fully insulated, UL Listed, complies to OSHA 


Standard Equipment: Metal Case #1 615 438 039, 

Depth Gauge #1 613 001 003, Side Handle #1 612 025 020 
Optional Equipment: 

Carbide tipped SDS bits 4" thru %" diameter. See chart page 6. 


Rotary Hammer Accessories 
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SDS Bosch Super Drill System 


EFFICIENT 


Unlike A & B taper systems, SDS bits do not lose 
torque due to energy reduction from heat loss. 
Positive drive slots deliver maximum drilling torque 
and maximum energy per hammer blow. 


CONVENIENT 


Change bits instantly with no slipping or sticking. 
Tools are not required to change an SDS bit. The 
rugged hammer adapters have a sliding collar which 
locks the bit in place. Install and remove bit easily 
with a simple pull back/push forward action. 


VERSATILE 


All SDS bits and 3-jaw chuck shank fit directly into 
Bosch TNT and Hilti TE-17 and TE-12. SDS adapters 
fit a variety of Bosch and competitive rotary 
hammers. 


SDS CARBIDE TIPPED BITS 
USA 


11205 with Adapter #1618 598 08 


1 


ed 6" T3812 
i" 8" 13837 
1° | 16" T3838 


1 618 598 087 fits; 


BOSCH AEG B&D 
11205 PH350 5041 
11204 PH350D 5042 
11203 5043 
11202 


T1827 adapter fits; 
Identical applications as 1 618 598 087 listed above plus designed 
to accept Hilti bits direct. 


_—— 


T1806 fits; INGERSOLL-  MILLERS- 
B&D SKIL ROCKWELL _— MILWAUKEE RAND FALLS 
5048 628 602 5325 8067 SP499K 

728 616 5326 HS625U 

731 1602 HS650U 

732 


T1807 fits; 

SKIL MILWAUKEE 

726 5300 
5305 
5310 
5315 


T1808 fits; 
B&D SKIL ROCKWELL 
5040 706 600 
5040-09 707 601 
708 
1706 


T1826 
SDS “A” Taper adapter 


1 601 030 009 
Ejector key 


Chuck and shank for wood and metal drilling only. 


1 608 571 045 1 613 523 007 


All SDS bits & 3-jaw chuck shank fit; Bosch 11207, Hilti 
TE-12, TE-17. 


Rotary Hammer Accessories 


) Models— 11202, 11203, 11204, 11205, 11209 


SPLINE SHANK CARBIDE TIPPED BITS 


, _ . 
nl Standard Flute 


A & B TAPER SHANK, CARBIDE TIPPED 
BITS, STANDARD FLUTING 


Spiral Flute 


“A” TAPER BITS “B” TAPER BITS 


USABLE 
LENGTH | PART | 


6%" | 11880 
6%" | 11882 
6%" T 1883 
1 618 596 074 6%" T 1884 | 
1 618 596 075 6%" | 11885 | 
T 1878 6%" | 11886 
1 618 596 044 _ BY" T 1887 + 
1 618 596 046 
11" 1 618 596 047 


18" 


T 1879 


11" 


1 618 596 051 


%" 16%" 1 618 596 052 
%" 18" T 1888 
Th" 1 1 618 596 055 ae, RNR 
i" 16%" 1 618 596 056 
Ki" 18" T 1889 
-_ DESCRIPT : PART NO. 
1" | "1" 1 618 596 057 T 2811 a ast er 
1" 16%" 1 618 596 058 T 2812 A oer ate 
11” | 1618596 060 T 2813 “B" Taper Adapter 11831 
16%" 1 618 596 061 T 2814 Ejector Key T1853 _ 
i" 1 618 596 062 T 2815 
16%" 1 618 596 063 T 2816 
1" 1 618 596 064 T 2817 
16%" 1 618 596 065 T 2818 
16%" 1 618 596 067 T 2819 
16%" 3-JAW CHUCK ADAPTER SHANK 
PART NO. 1 608 571 045 PART NO. T 1835 
(INCLUDES KEY) (¥%'"-20NF THREAD) 


PART NO. 
1 610 508 001 
1610109 012 


elicit CHUGH won F sisanléa ssi ek BITS 


PART NO. 
1 618 571 009 


adapter ohaack with renee for petouesion carbide 
bits with any shank configuration up to %" width 


(extra tightening wrench for above) 


1 617 950 006 | 


DUST RETAINER CUP—PART NO. 1 615 439 003 


For dust-free overhead drilling—slip on any type of drill bit, from %6e" to %" dia., press 
against ceiling and drill. The cup remains stationary and collects dust and chips which 
are then shaken out when the drilling is finished. 


Rotary Hammer Accessories 


Models — 11202, 11203, 11204, 11205, 11209 


SCREW ASSEMBLY CORE BITS 


with all hammer speeds. 


CARBIDE TIPPED CORE BITS (SCREW ASSEMBLY TYPE) 


Positive drive with no slippage, even under the heaviest loads. Shanks have wrench flats 
to facilitate dis-assembly. Tapered centering drill fits all core sizes and is easily removed 
using the drift pin. The carbide teeth are stagger spaced to achieve maximum penetration 


MODEL 


CUTTER DIA. 


11204/11209 


DESCRIPTION 


adapter shank 


drift pin 


CENTERING DRILL 


~ BIT DIA. 


LENGTH 


PART NO. 


ft 
“As 


ADAPTER SHANKS FOR CORE BITS (TAPER ASSEMBLY TYPE) 


4%" 


1 618 596 029 


DESCRIPTION LENGTH PART NO. a] 
6%" 1 618 598 067 

adapter shank 
15%" 1 618 598 068 


ejector key 


1 601 030 009 


CROSS-CORE DRILLS (NOT FOR USE WITH MODEL 11209) 


New concept in concrete drilling. Carbide tips bite into concrete for fast, smooth, efficient 
results. Lightweight—great for overhead drilling-replaces large diameter drill bits or hollow 
core bits. One piece construction—no assembly or dis-assembly. 


CHUCK HEADS 


ACCESSORIES FOR SETTING SELF-DRILLING ANCHORS 


[| CUTTER DIA. USABLE DRILLING LENGTH | — PARTNO. _ | 
1%" Q" T 1890 
ee 14" T 1891 
1%" Q" a T 1892 
Lu 14" T 1893 
a Q" | T 1894 
0 14" - T 1895 
2%" sell 9" T 1896 
2%" 14" T 1897 


MODEL 


SELF DRILLING ANCHOR SIZE 


PART NO. 


yn 


T 1844 


5h" 


T 1845 


¥%"" 


T 1846 


T 1847 


11209 


T 1848 


T 1849 


11202, 11203, 11204 


CHUCK SHANK 


T 1850 


DESCRIPTION 


for use with Phillips self-drilling anchor chucks 


DESCRIPTION 


eS 
> WN = 


1 618 598 074 


PART NO. 


. DUST SHIELD FOR OVERHEAD DRILLING T1851 
. EJECTOR KEY FOR REMOVING SELF DRILLING ANCHORS T1852 
. DRIFT PIN FOR REMOVING CHUCK HEADS T 1853 
. BLOW OUT BULB T 1854 


Rotary Hammer Accessories 
ee eee 


Models—11202, 11203, 11204, 11205, 11209, 
and 11306 Demolition Hammer 


: ne 12" T1811 
1 flat chisel 1"x 18" T 1812 
: 72” T 1813 
2 bull point 18" T1814 
2 3 seam tool 14" x 15" T 1820 
N 
< a en | 5 ae z Se 
ie) 
N 
a 4 slotting tool 136" % 15" T 1821 
en ers eee fh ee 
5 wood chisel 2" x14" T 1815 
; 1 2" T 1819 
6 bushing head 41%" x 1%" T1524 
EE = — — __f ————S—— al 
shank for " 
7 bushing head 2 Te 
8 scaling chisel 1A"x 12" Tae 
g 2" x 12" T 1817 
9 clay spade 4%" x 18" T 1822 
10 tamper plate 5" T 1823 
11 shank for 16" T 1825 
tamper plate 
ground rod 4" &%" 
12 driver rods Tse 


THE BRUTE™ BREAKER HAMMER, MODEL 11304 

The plug-in-anywhere hammer that doesn’t need a 

compressor. 

®@ Total Portability—The BRUTE™ breaker hammer 
operates on 115V AC 15 AMP outlet or 2500 
watt portable alternator. 

® Service-Minder® brush system shuts The BRUTE ™ off 
when brush replacement, lubrication and preventive 
maintenance is needed. 

@ Grease packed gear box and hammer mechanism 
eliminates uncertainty of job site lubrication. 

® Shock mounted handles absorb vibration to reduce 
operator fatigue. 

®@ Two-way tool retainer accepts standard, 1%" hex, air tool 
steel with retaining collar or Bosch internal locking, 
combo steel. 


Specifications Model 11304 


OEM icccc a # @ sad besa ww aaa de 

Body Depth 

Weight. eee ee ee re 

[GJ Double Insulated, UL Listed, complies to OSHA 


2-WAY 


Prt 


UP FOR DOWN FOR 
COMBO STEEL _AIR TOOL STEEL 


HAMMER HAULER, #171657 

@ 8" dia. semi-pneumatic, ball bearing wheels—easy rolling 
over rough job sites. 

® Rugged 1" dia. all welded steel frame w/baked enamel 
finish. Heavy-duty rubber tie-down. 

®@ 4 sockets hold any 1%" hex insert tools. 

@ Holds and transports any air or electric breaker with 1%" 
hex tool holder. 

@ 464" high x 14" wide. 26 Ibs. 
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Breaker Hammer Accessories 
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Combo steel—1-1/8" hex shank with internal lock for Bosch hammer, external collar for air hammers. 


OVERALL PART 
DESCRIPTION LENGTH NO. 

1. Moil Point 20%" T2161 
2. Narrow Chisel 20%" T 2163 
3. 3" Chisel 20%" T 2164 
4. Superkut Chisel 20%" 7 T 2166 
5. 5" Asphalt Cutter | 17%" T 2167 
6. 3" Digging Chisel | 22%" | T 2168 
7. 5%" Clay Spade 20" | T 2169 
8. Frost Wedge 24%," T2170 
9. Spike/Pin Driver 14%" T2171 


10. Ground Rod Driver 15%" T 2172 
6"x 6" T2124 

A, Plat 
enn ee 8" x 8" T2125 
12. Tamper Shank 15%" T 2173 


Recommended Extension Cord Sizes & Lengths 


Bosch Power Tools are designed to operate efficiently within a voltage 

range of 110 to 120 volts. 

Improper selection of extension cords can reduce the voltage below 

this range. Low voltage results in loss of power and speed, overheating, 

and possible damage to the tool. Bosch heavy-duty extension cords, with moisture 
To assure the proper selection of extension cords, determine the resistant molded connectors, are designed for cold 
ampere rating which is shown on the tool nameplate. Apply this value weather applications. 

to the following chart to determine the proper size and length of AWG STWA 2 conductor with ground 15 Amps. 
extension cord. Always use U.L. listed, 3-wire extension cord. 125 Volts, 1875 Watts, UL listed. 


AMPERE RATING 0 2.1- 
(On Nameplate) 2.0 3.4 


ones 
om 


Demolition Hammers 


we \ DEMOLITION HAMMER, MODEL 11305 


: ‘ @ The long-life champion of demolition hammers. 

4 Ruggedly built for efficient, dependable chipping, 

. chiseling, gouging, digging, tamping, form vibrating, 
ground rod driving and star drilling up to 2" diameter. 
@ Grease-packed gear box and hammer mechanism eliminate uncertainty 

of job site lubrication. 
® Service-Minder® brush system shuts hammer off when brush replacement 
and re-greasing is necessary. 


@ Air-cushion impact system isolates hammering load from drive components. 


®@ Shakeproof, cam-action, tool retainer cannot accidentally come loose 
during hammering. 


Specifications Model 11305 


Standard Equipment: 12" Bull Point #T 1515, 
Hex Wrench #1 907 950 007, Metal Case #1 615 438017. 


DEMOLITION HAMMER, MODEL 11306 


®@ Lightweight and compact size give comfortable, well balanced 
performance for chipping, chiseling and breaking. 

@ The 11306 has the highest efficiency and power-to-weighNt ratio in its 
class. Electro-pneumatic impact system gives vibration free operation 
and constant impact force. Watt-Watcher™ high performance motor 
produces more work with lower current draw. 


Specifications Model 11306 


[G] Double Insulated, UL Listed, complies to OSHA 


Standard Equipment: Metal Case #1 615 438 037, 
Auxiliary 360° Side Handle #1 615 025 020, 
5-Dust Shields #1 610 508 001. 1-Bull Point T 1813. 


Optional Equipment: Rotary Hammer Insert Tools. See chart page 9. 


‘ Hy a ad CHIPPING HAMMER, MODEL 11307 

iIppi ng ammer Super lightweight, compact size for efficient chipping, chiseling and scaling 
in masonry or wood. Included: Side Handle #1 612025 020, Case 

#1 615 438 011 


Specifications Model 11307 


Rating 
Watts In 


a eras emesis See Standard Equipment: 

1. 16" Bull Point #1 618 630 009 

5) Optional Equipment 

. %'x 16" Flat Chisel #1 618 630 010 

. Kx 10" Cranked Gouge #1 618 630 011 


| 
nN 


3 
11307 [rte 416" Wood Chisel #1 618 631 003 
5 


- 1"x 11" Seam Tool #T 1833 (not shown) 


Demolition Hammer Accessories 
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Models—11302, 11303 & 11305 


INSERT TOOLS DESCRIPTION SIZE PART NO. 
12" T 1515 
i EE bull point 
slid [ 20" T1516 
1"x 12" T1517 | 
===> flat chisel 
dairies 1"x 20" T1518 
ate ocean 1 cape chisel ¥%"x 12" T 1501 | 
——=— wood chisel | a6 12" T 1502 
fi 
| ——_ = scaling chisel 3"x 12" T 1503 
i ——_— cranked gouge ate io" 1618631 100 
Cadi [ 
{ S eeeaaEEEal clay spade 4%" x 16" T 1504 
sisal | 
—_———— pointed spade 4%" x17" 1618 632 000 
= | 
= form vibrator 1%"x 12" 1 618 633 300 
mM rubber mallet attachment a 1610557 000 
tamper plate 4y%"x 5" 1618 633 101 
6"x6" 1618 633 102 
a, 20> tamper shank 8" 1618 639 001 
—, 1 ground rod driver %" & %" rods T1524 
; | 
1%" x2" T 1819 
bushing head 7 
sata 1KK1K | T1521 | 
bushing shank g" T 1508 
one piece bushing tool 1%" x 1%" x 9" | T 1520 
asphalt cutter 12" T 1506 
11300 Breaker Hammer Accessories 
| No. DESCRIPTION | Size PART NO. 
1. 14" T 1600 
2. 1 bull point 18" T 1601 
24" T 1602 
si 1"x 14" T 1608 
2 flat chisel 1"x 18" T 1603 
4. 1" x 24" T 1604 
3 clay spade 16" T 1605 
5. 4 asphalt cutter Or T 1606 
5 frost wedge 12s T 1607 
6. 6 tamping plate — T1615 
7 shank for tamping plate 8Y" T1616 
| 54!" & %" rods T 1609 
8 ground rod driver 
8. 1%" rods T1610 
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Alternators, Portable 
SE OO 


Bosch alternators offer 
more standard features: 


@ Manual Reset Circuit Breakers—protect receptacles, cords 
and electrical accessories from overloads. 


@ Full Power Switch—allows full alternator output, through 
the 120V receptacles, for simultaneous use of several tools. 
When the toggle switch is in the 120V position, the 240V 
twistlock receptacle is bypassed. When the toggle switch 
is in the 240V position, all receptacles have a divided 
alternator current output. Available on models G3750, 
G5000 and G6500. 

@ Double Spring Grip Receptacles—hospital grade, nylon 
face, duplex and twistlock receptacles give constant contact. 

@ Protective Carrying Frame—rugged tubular steel for easy 
two-man lifting. 

@ Double Rail Mounting—two rail, formed steel frame has 
vibration isolators to minimize vibration under all load 
conditions. 

@ 100% Copper Windings—gives maximum conductivity. 

® Solid State Voltage Regulation—eliminates overheating 
of electric motors. 

®@ One Year Warranty—a full one year parts and labor warranty 
on all models. Engines are covered under Briggs and 
Stratton warranty. 


A new family of long-life engines. 


Briggs and Stratton Industrial/Commercial I/C 

engines are standard on models G3750, G5000 

and G6500. Features include: 

e Dual element air cleaners minimize service requirements 

and give twice the protection of standard filters. 

Special Stellite valves with rotators extend engine 

valve life. 

¢ Ball bearing construction for maximum thrust loads. 

e All models feature mounted fuel tank, low tone spark 
arrestor muffler and adjustable mechanical governor. 

e Pull start models have automatic recoil rope starter. 

¢ Electrical start model has 12V gear drive starter, emergency 
rope starter, battery rack and self-charging circuit—O.5amp. 
fixed rate. 


OPTIONAL ACCESSORIES (user installed) ALL MODELS 


¢ Portable Dolly Kit—tubular steel clamp-on handle has 8" 
semi-pneumatic rubber wheels attach to frame for easy 
one-man maneuverability. Part No. T2030. 


OPTIONAL ACCESSORIES (user installed) MODELS 
G3750, G5000 and G6500: 


e Battery Charging—a fused, self tapering (8 amp. to 3 amp.) 
circuit allows battery charging capability. The system 
includes a six foot battery charging cable assembly 
Part No. T2032. 


Specifications 


CSA approved 


G2250 2,250 120 187 60 1 2 STD 5 3QT  2-120V 15A Duplex 2-15A _ Frame 23%" 21" 29" — 80 Ibs. 
G3750 3,750 120/ 31.2/ 60 1 3 /C 8 6 QT = 1-120V 15A Duplex 2-15A STD Frame = 24%" 21" 335" _—- 125 Ibs. 
240 15.6 1-120V 30A Twistlock  2-20A 
1-240V 20A Twistlock 1-30A- 


STD—Standard 
14 
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Alternators, Portable 
PS eae ee ee 


How to select 
the right size Bosch portable alternator 


List the total wattage of ail light bulbs, appliances and tools 
that must be operated at the same time. For standby-emergency 
service include only the essential equipment that must be 

kept in operation. The wattage figure can usually be found on 
the light bulb or appliance nameplate. If not, multiply the listed 
amperage by voltage to obtain wattage (volts x amps = watts). 


In estimating your total wattage requirements, remember that 
electric motors usually require more power when starting than 
running. The chart below indicates approximate motor starting 
and running requirements. The starting watts figure is the one 
that must be used, not the nameplate or running watts figure 
when figuring the load to be powered by the alternator. Note: 
If more than one motor is to be started, determine the require- 
ments of your largest motor, and to this figure add the running 
wattages of all other motors to get your total requirements. 


You should seriously consider ordering an alternator 15% to 20% 
larger than your total requirements to allow for future needs. 


Typical Motor Wattage 

For motor-driven electric appliances and equipment such as 
refrigerators, air conditioners, pumps, furnace blowers, barn 
cleaners, sump pumps, check the typical motor wattage 
requirements listed in the chart below. 


Typical Wattage Draw 


(00 

1/4 500 850 1050 1700 
1/3 6 975 1350 1950 
1/2 750 1300 1800 2600 
3/4 1000 1900 2600 x 

1 1250 2300 3000 

1-1/2 1750 3200 4200 x 

2 2350 3900 5100 X 

3 x 6200 6800 x 


Construction Industrial Uses 


LIGHTING 
FINISHING SANDER 360 
%" DRILL 350 
JIG SAW 400 | 
93%" DRILL 450 
¥%" IMPACT WRENCH 575 
¥" IMPACT WRENCH 700. «| 
Yo" DRILL 700 

[_ 1%" ROTARY HAMMER 1050 
7%" CIRCULAR SAW 1500 
¥% H.P. COMPRESSOR 2000 ~—«Y 

Home Uses 

HOUSE LIGHTING 300 
TELEVISION 300 
SUMP PUMP 400 
REFRIGERATOR 400 | 
DEEP FREEZE 400 
% HP. FURNACE FAN 800 

[_ ELECTRIC RANGE (ONE ELEMENT) 1500 


Specifications 


CSA approved 


20V 15A Duplex  2-15A STD ‘Frame ~ 35" 152 Ibs. 
“J20V 308 Twistlock 2-208 
2 


1 
1 
-240V 20A Twistlock 1-30A 
1 
1 
2 


1 
1 
1 
G6500 6500 120/ 54.2/ 60 1 3 \/C 16 6 QT = 1-120V 15A Duplex 2-15A STD Frame 24%" 23%" 35" 238 Ibs. 
ae 240 27.1 Uy 20V 30A Twistlock 2-20A 

tart 


-240V 30A Twistlock 1-30A 
STD—Standard 1/C—Briggs Industrial/Commercial Engine 


hos “. ‘ ts : 
G5000 5,000 ay 41.6/ 60 1 3 /C 10 6 QT 24y" 


240 20.8 
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Hammer Drills 


5/16" HAMMER DRILL, MODEL 3241 

®@ Economical—our lowest priced hammer drill. 

® Selector button on gear case for quick change from drilling to hammer drilling. 
@ %" geared chuck #1 608 571 020 with key on %'-24NF spindle. 


Specifications Model 3241 


Rating....... ee ee ‘ Sag a ewe 115V AC 
Watts In s ¥ S455 satan 350 
Capacities : , : Concrete %", Steel %6', Wood %" 
No Load RPM ; PBS arenes 


BPM 


Length 
Weight. as sytem ep alates 2 3. oe RET 25 
[@) Fully Insulated, UL Listed, complies to OSHA 


Optional Equipment: 

Metal Case #2 605 438 002 
Side Handle #2 602 025 032 
Depth Gauge. .#2 607 010 026 


—s 
3/8" HAMMER DRILL, “HORNET” MODEL SB 4502 SEY 


Se. “ape 
®@ The hole drilling champion!! SS 


@ 2-speed gear box. Maximum usable torque for any hole size. 


@ Selector collar changes from drilling to hammer drilling. 
@ %" heavy-duty geared chuck #1 608 571 005 with key on /'-20NF spindle. 


Specifications Model SB 4502 


Rating. : P SH e eeu mare & Wen wD 
Watts In... i cues ; mysate ia tale 4 .. .450 
Capacities ......Concrete 4", Steel %", Wood 1" 
No Load RPM ‘ ....Low Gear 1,500—High Gear 4,500 


BPM : - Low Gear 31,500—High Gear 94,500 


te" 


Length oR ax 
. 8.75: |bs; 


Standard Equipment: SB 4502 


Side Handle #2 602 025 032 
Depth Gauge. . #2 607 010 026 
Optional Equipment: 
Metal Case... .#T2295 


“HORNET” HAMMER DRILL KIT, MODEL SB 4502K 

@ Includes hammer drill described above plus Metal Case #72295 and four 
Percussion Carbide Hammer Drill Bits: %6" x 14"—#T2401, 4"x 2%4"—#T24002, 
He" x 2 %o"—#T2405, %"x 216"—#T2407. 
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Hammer Drills 
OO I ee 


1/2" HAMMER DRILLS, MODELS 1180 & 1180 VS _ 

@ Both models designed for continuous, heavy-duty applications MY 

@ 2-speed gear box gives full torque output at low and high gear. >. 

@ Contoured in-line grip and long handle give direct, comfortable 
control in any position. 


@ 4" heavy-duty hammer drill chuck #1 608 571 045 with key on 
Yy'-2ONF spindle. 


Specifications Models 1180/1180 VS 


Saayeue & 5 ROR Sw CERRY nsw a van 22, ang Re ee 
115V AC 
600 


Terre ase 1,100 RPM—17,600 BPM 
4g Pe We Ve eR ....0-1,100 RPM—O-17,600 BPM 

High Gear 
PTT yn G8 o erases ss Ses Mees .3,200 RPM—51,200 BPM 
#1180 VS..... ; -0-3,200 RPM—O-51,200 BPM 
ae pe a Mild Steel Yo, Concrete %", Wood/Plastic 1%" 
Length. pack as ’ : 13%" 


Weight. et ; . 5.5 Ibs 1180 


iO} Fully. Insulated, UL Listed, complies to OSHA 
1180 VS 


Standard Equipment: 
360° Adjustable Side Handle. . #2 602 025 038 
Depth Gauge................#2607010026 


Optional Bauipceny: 
Metal Case......... ....... #2605 438 026 


5/8" HAMMER DRILL, MODEL 1174 


@ 2-speed gear box—maximum usable torque for any bit size or 
material. 


@ Selector lever controls both speed selection and hammering/ 
drilling action. 


@ %" heavy-duty chuck #1 608 571 016 with key on %"-16F spindle 


Specifications Model 1174 


115V AC 

ie ’ : 625 

Capacities is ; Concrete 1%", Steel %" 
No Load RPM. hw ae “Low Gear 600—High Gear 1,250 


Low Gear 13,200— ee Gear 27,500 


[al Double Insulated, UL Listed, complies to OSHA 


1174 


Standard Equipment: 
Auxiliary Handle. . #1 602 025 022 
Depth Gauge.... . #1 608 132 003 
Gauge Holder... .#1 608040 089 
Optional Equipment: 
Metal Case..... . #1 605 438 007 


CARBIDE TIPPED PERCUSSION HAMMER DRILL BITS 


“USABLE ~ SHANK = PART ee USABLE [ SHANK PART 
LENGTH DIA. NO. DIA. LENGTH DIA. ~ NO. 

1%" Ye" | T 2400 he" 4" %" T 2409 
1%" Ke" T 2401 || %" 4" - %" T 2410 
2%" ”" | T 2402 TI Ye" | ta? %" T 2419 
4" %" T 2403 Ae" 4" y," T 2411 
2y%" | %o" T 2404 | 9%" 4" | Yo ~ 72412 
2)" Ke | T 2405 i Ye" | 4" ver | T2413 
4" [ He" T2006 || %" 4" yy T2414 
27" %" | T 2407 %" 4" [ %" | T 2415 
4" %" T 2408 i 4" 5%" T 2416 

1" %" T 2418 1%" 4" | 5" | 12417 | 
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Drills & Screwdrive 


Watt-Watcher™ —High-torque 
motor designs produce more work 
with lower current draw. Super- 
duty ratings. 


® Ball & Roller Bearings—For free- 
running, high output, long life 
operation. 


® In-Line Grip—Contoured design puts 
the operator's hand directly in line 
with the drill bit, resulting in less wrist 
fatigue, better directional control and 
less bit breakage. 


(Model 1157VSR is shown.) 


Drills 


1/4" RIGHT ANGLE DRILL, MODEL 1116 

® Designed for hard-to-get-at applications. 

®@ Quality alloy steel bevel gearing, heat treated for continuous, 
heavy-duty use. 

@ %" geared chuck #1 608 571 020 with key on %"-24NF spindle thread 


Specifications Model 1116 


Rating 

Watts In. 
Capacities 
No Load RPM 


[5] Double Insulated, complies to OSHA 


Optional Equipment: Metal Case #T2290 


1/4" DRILL, MODEL 1161 VSR 

@ Variable speed switch with adjusting knob allows pre-setting to desired 
speed. 

@ Reversing feature for full versatility including screwdriver applications. 

®@ Contoured in-line grip and long handle for comfortable, positive control 

@ Geared chuck #1 608 571 020 with key on %'-24NF spindle 


Specifications Model 1161 VSR 


.115V AC 
— 
Capacities 
No Load RPM ‘ - .O-1, 900 
10%" 
. -3.25 Ibs. 
oh Fully Insulated, UL Listed, complies to OSHA 


Optional Equipment: Side Handle #2 602 025 032, 
Drill Stand #0 603 040 201, Metal Case #2 605 438 002 


3/8" DRILL, MODEL 1122 
@ Our lowest priced %" drill. Outstanding economy and performance. 
® Comfortable housing design combines long handle with contoured in-line 


grip styling. 
@ %" geared chuck #1 608 571 020 with key on %"-24NF spindle. 
Specifications Model 1122 


Rating z »a lI SVAC 
Watts In .310 


Capacities : ; 
No Load RPM caus — 
bear hs 


oh Fully Insulated, UL Listed, counties to OSHA 


1122 


Optional Equipment: Side Handle #2 602 025 032, 
Drill Stand #0 603 040 201, Metal Case #2 605 438 002 


3/8" DRILL, MODEL 1158 VSR 

@ Outstanding economy and performance for standard duty, variable speed 
and reversing applications. 

® Contoured in-line grip and long handle give direct, comfortable control 
in any position. 

@ Geared chuck #1 608 571 023 with key on %'-24NF spindle 


Specifications Model 1158 VSR 


Saving Bs .115V AC 

Watts In........ 280 
Capacities Wood/Plastic 1" Aluminum ys", Steel %" 
No Load RPM suea5 5 a ore 22,100 
VAST eIO” 

.3.25 Ibs. 


oh Fully itagtated, UL Listed, Goingtine to OSHA 


1158 VSR 


Optional Equipment: Side Handle #2 602 025 032, 
Drill Stand #0 603 040 201, Metal Case #2 605 438 002 
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Drills 


3/8" 2-SPEED REVERSING DRILL, MODEL 1157 VSR 

® Variable speed switch with adjusting knob allows pre-setting of desired 
speed. 

®@ Convenient reversing switch. 

® Contoured in-line grip and long handle for comfortable, positive control. 

® Geared chuck #1 608 571 020 with key on %'-24NF spindle. 


Specifications Model 1157 VSR 


..Wood %", Aluminum )4", Steel %" 
0-1,400/0-2,400 


[BJ Fully Insulated, UL Listed, complies to OSHA 


1157 VSR 


Optional Equipment: Side Handle #2 602 025 032, 
Drill Stand #0 603 040 201, Metal Case #2 605 438 002 


3/8" DRILL, MODEL 1153 VSR 

® Variable speed, reversible, for screwdriver applications, removing stubborn 
drill bits, auger bits. 

@ Independently mounted heavy-duty reversing switch designed for 
industrial needs. 


® Ideal drill for electricians, plumbers, carpenters, sheet metal work—full 
versatility for all drilling jobs. 


@ %" geared chuck #1 608 571 030 with key on 14"-20NF spindle. 
Specifications Model 1153 VSR 


Capacities........ 
No Load RPM 


[B] Fully Insulated, UL Listed, complies to OSHA 


1153 VSR 


Optional Equipment: Metal Case #2 605 438 002, 
Side Handle #2 602 025 032, Drill Stand #0 603 040 201 


3/8" 2-SPEED DRILL, MODEL 1113 VS 

® Combines 2-speed gearbox with the added versatility of variable speed 
trigger control. 

® Full torque at either speed. 

@ %" geared chuck #1 608 571 005 with key on 1%4"-20NF spindle. 


Specifications Model 1113 VS 


Capacities 
No Load RPM..... 


[] Fully Insulated, UL Listed, complies to OSHA 


1113 VS 


Optional Equipment: Meta! Case #2 605 438 002, 
Side Handle #2 602 025 032, Drill Stand #0 603 040 201 


3/8" AIR DRILL, MODEL 7160 501 

@ Heavy duty—perfect for use in maintenance departments, body shops, 
service stations, etc. 

® Standard spindle-size accepts backing pads for sanding. 

@ Light and fast for easy drilling. 

®@ Throttle trigger switch gives variable speed feature. 


Specifications Model 7160 501 


Air Supply 
Air Consumption 
Capacities 


No Load RPM 0-2,800 
3/8" x 24NF 


Standard Equipment: Chuck & Key #1 608 571 020 
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Drills 


3/8" MIGHTY-MIDGET’ DRILL, #91064 

All-purpose drill with variable speed and reversing for screwdriver 
applications. 

@ High-torque motor. 

@ Finger-tip reversing lever. 

@ Built-in circuit breaker prevents overloading and burnout. 

@ %' geared chuck #23-28156.00 on %"-24NF spindle. 


Specifications #91064 


Capacities , 
No Load RPM .......-0-1,000 reversible 
; BAL Ene’ a aie 
cee 3.25 Ibs. 
fo) Double Insulated, UL Listed, complies to OSHA 


#91064 


Standard Equipment: Chuck Key with holder #23-14554.00 


1/2" DRILL, MODEL 1154R 


@ Independently mounted heavy-duty reversing switch designed for 
industrial needs. 


@ %" geared chuck #1 608 571 031 with key on 4"-20NF spindle 
Specifications Model 1154R 


Rating : 115V AC 
. .400 

Capacities . 

No Load RPM 


4.25 Ibs. 
[J Fully Insulated, UL Listed, complies to OSHA 


Optional Equipment: Metal Case #2 605 438 002, 
Side Handle #2 602 025 032, Drill Stand #0 603 040 201 


1/2" 2-SPEED DRILL, MODEL 1117 VS 

@ Two-speed transmission. Maximum torque output with either speed 
selected. 

@ Variable speed trigger allows smooth starting with no bit wander. 

@ 4" geared chuck #1 608 571 022 with key on ¥2'-20NF spindle 


Specifications Model 1117 VS 


115V AC 

Watts In..... Site ni ikp 400 
Capacities .......Wood 1%", Aluminum %", Steel %" 
No Load RPM. -1,800 
sgnken 


| Fully Insulated, UL Listed, complies to OSHA 


1117 VS 


Optional Equipment: Metal Case #2 605 438 002, 
Side Handle #2 602 025 032, Drill Stand #0 603 040 201. 


1/2" DRILL, MODEL 1119 

@ Hi-Torque for continuous, heavy-duty applications. 

® Saw grip handle with locking trigger switch plus removable auxiliary handle. 
@ %" geared chuck #1 608 571 022 with key on 4"-20NF spindle. 


Specifications Model 1119 


Watts In 
Capacities 


No Load RPM 


Double Insulated, UL Listed, complies to OSHA 
fo lou sulate: p 1119 


Standard Equipment: Screw-in auxiliary handle #1 602 025 022. 
Optional Equipment: Metal Case #1 605 438 007, 
360° adjustable side handle #1 612 025 020. Drill Stand #1 608 180 004. 


Drills 
Cancer ECT ENENETRE RL os 


1/2" MIGHTY-MIDGET* DRILL, #91066 


Compact size with high-torque motor. Ideal for the builder and 
installer trades 


@ Variable speed with reversing 

® Built-in circuit breaker prevents overloading and burnout 
®@ %" geared chuck #23-14820.00 on 4"-20NF Spindle. 

® Side handle for greater control 


Specifications #91066 


Rating...... : ; oes ...120V AC 
Watts In.. ReZrs rani 2.5 3448380 
Capacities Wood 1%", Aluminum %", Steel 4" 


No Load RPM : : . .0-650 Reversible 
Length..... er ia -2u ence xe 
Weight : nehens ere 2+ tS Ibs: 
[O] Double insulated, UL Listed, complies to OSHA 


Standard Equipment: Chuck key with holder #23-14816.00 


5/8" 2-SPEED DRILL, MODEL 1120 


@ Two-speed gearbox gives full torque at either speed. Convenient, 
top mounted speed selector lever. 

® Auxiliary handle gives maximum control under heavy drilling 
loads. Screw-in mount 


@ %" geared chuck #1 608 571 001 with key has B-16 tapered mount. 
Specifications Model 1120 


...115V AC 

: ; P a6 : i. 625 

Capacities ...e.......Wood 2", Aluminum 1", Steel %" 
No Load RPM are Low Gear 700, High Gear 1,600 
; xe Duduieinne om ..18%" 

. .9.5 Ibs. 


Length.. 
Weight. Caw s nigra We te panies ircm aT a oes 
[G] Double Insulated, UL Listed, complies to OSHA 


Standard Equipment: Screw-in Auxiliary Handle #1 602 025 022 


Optional Equipment: Metal Case #1 605 438 007, 
360° Adjustable Side Handle #1 612 025 020, 
Drill Stand #1 608 180 004 


3/4" 2-SPEED REVERSING DRILL, MODEL 1103 R 

@ Two-speed gearbox gives high torque output at either speed setting. 
@ Full length cross handle allows safe control at full, stalled torque. 

®@ Convenient reversing switch for freeing stubborn auger bits 


® Drill has #2 MORSE taper socket and will accept drill bits with #2 
taper shank directly without need of a chuck. 


Specifications Model 1103 R 


Rating. Bac ; F suet eeravamn eR AE 
Watts IN. 6 one cee pd AK Sb pede he Se eee a ee a OO. 
Capacities. . . . Wood 27", Aluminum 1%", Steel %" 
No Load RPM........ . Low Gear—400, High Gear 850 


Length as 22%" 
Weight... : 


[G] Double Insulat 


Optional Equipment: 


———=— Morse #2 to Morse #3 
Adapter Shank. . .#T2601 


a 
%" Capacity Chuck & Key 
- (Morse #3 taper). . .#T2600 
cr ee Morse #2 to Morse #1 Reducing 
een Sleeve. . . #1608 598 028 


Chuck Key only. . .#T2602 
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Drill Accessories 


GEARED DRILL CHUCK 


| 


CHUCK KEY 


KEYLESS DRILL CHUCK 


HEAVY-DUTY GEARED CHUCKS 
FOR DRILLS AND HAMMER DRILLS 


= 


SPINDLE | CHUCKW/KEY | KEY ONLY 
_ PARTNO. | — PART NO. 
3" —24NF 1 608 571 020 1 607 950 027 
%" %'—20NF 1 608 571 005 | 1 607 950 027 
%" Rev. Y""—20NF 1 608 571 030 1 607 950 027 
L 
%"* l Ya''—20NF 1 608 571 045 1 607 950 039 
%" | Ye""—20NF 1 608 571 022 1 607 950 027 
Yo"' Rev. Y"'—20NF 1 608 571 031 1 607 950 027 
[ 5g" %""—16NF 1 608 571 016 1 607 950 026 
%" y B-16 (Taper) 1 608 571 001 1 607 950 026 
| %" #3 Morse (Taper) T2600 T2602 


*Heavy-duty hammer drill applications 


HE X-ADAPTORS — Quick-change Hex-Adaptors 
convert any air drill into a stall-torque screwdriver. 


| PART NO. 


_ SPINDLE THREAD © 
%"—24NF T1900 
%"—24NF 


T1901 


Yo"'"—20NF T1902 


Yo''"—20NF 1 608 572 007 


Yo" —20NF 


1 608 572 009 


B-16 (Taper) 1 608 572 006 


DRILL STANDS 


——_—--——_- 


Height 

Radial a 2s ae / 

Clearance 3%" 6y" 

stromesté‘(iYS:*é‘<‘é‘éakR!SCO!OCT 

Base Size | 6%" x 6" a ar % 3" 7 
: 0603 040 201 a | 1 608 1 80 004 : 
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Screwdrivers 
ba ee eee 


Drywall Screwdrivers DRYWALL SCREWDRIVERS, MODELS 1412 & 1413 


®@ Direct %" hex drive for insert bits. No bit holder is needed. Bit 
wobble and wear of depth locator is eliminated. 


@ Long magnetic depth locator—exhaust ports prevent dust clogging 
of bit drive spindle. Positive click-stop depth adjustment. 

®@ Contoured in-line grip plus long handle—provides operator control 
in any position. 


®@ Reversing switch top mounted for easy viewing and recessed to 
prevent accidental switching or damage. 


® Multi-sealed spindle prevents dust penetration into drive 
mechanism. 


Specifications Models 1412 & 1413 


if=]} Fully Insulated, UL Listed, complies to OSHA 


Standard Equipment: 


1" Phillips Bit, type 2—standard clearance. .#T 2433 
Long Magnetic Depth Locator.............#2600 460014 


Optional Equipment: 

1" Phillips Bit, type 2—limited clearance... .#T 2432 

1" Phillips Bit, type 1—standard clearance. .#T 2431 

1" Phillips Bit, type 1—limited clearance... .#T 2430 

#T 2430 #7172431 #12432 #7T 2433 Long Non-magnetic Depth Locator........ #2 600 460 009 


Wood Screwdriver 


1/4’ REVERSIBLE SCREWDRIVER, MODEL 1402 
@ Heavy-duty, for industrial applications. 

@ In-line design for easy one hand use. 

®@ Smooth, adjustable ball clutch. 

@ %" Hex drive accepts all standard bits. 


@ Recessed reversing switch cannot be accidentally switched 
or damaged. 


Model 1402 


INGORE RM side cs ea. Aoearreane nn. n9 @ Ae Smgeutadune am = axe 1,000 
Capachys inc cicmavocrassascoeaavnaseess #12 wood screw 
Weight. «s+ 5255 swameny sae asseeasemoses Os esos awomins 
[=I] Double Insulated, UL Listed, complies to OSHA 
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Screwdrivers 
Ee eS ee ee ee eee 


Tapper 


PHILLIPS HEAD POWER BIT 


Mighty-Midget® Positive Clutch Screwdriver 


MIGHTY-MIDGET® POSITIVE CLUTCH SCREWDRIVER, 


#90536 


®@ Compact, lightweight with high-torque permanent magnet motor. 


®@ Variable speed with reversing. 
®@ Quick change, universal chuck. 


@ Built-in circuit breaker prevents overloading and burnout. 


Specifications 


Capacities: 
Wood Screws........... 
Self Tapping............ 


[G] Double Insulated, UL Listed, complies to OSHA 


Optional Equipment: 
Phillips Head Power Bits, 4" hex drive: 
Point Size Length Part No. 


1 1'%e" 96320 
2 1'%e" 96321 


#90536 


3/8" TAPPER, MODEL 1461 


@ “PUSH" into work for forward rotation (clockwise). 
“PULL” away from work for reverse rotation 
(counterclockwise). 


®@ Full 3/8" tap capacity. 


® Self-aligning chuck coupling allows tap to straighten 


out if started crooked. 


Specifications 


fa Double Insulated, UL Listed, complies to OSHA 


1,300 Reverse 
3/8" tap in mild steel 


Standard Equipment: 


Fig. 


Chuck. F.i.! 


#1 608 573 000 


Model 1461 


4 


Chuck Key. . 


#1 607 950 002 


Optional Equipment: 


Fig. 
3. 


Slip clutch for blind holes . . . . #1 606 407 001 


“Quick-Change” Hex Chuck. . .#1 608 572 503 


Side Handle 


#2 602 025 032 | 
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Grinders/ Sanders/ Polishers 


hat oc Pe 


® Long Life Gear Head—Large, air cooled, fully sealed grease reservoir; 
Gleason-cut spiral bevel gears; ball and roller bearings; replaceable 
pinion gear on most models. 


Industrial Duty Armatures—High temperature resin impregnated 
windings. Dynamically balanced for high-speed operation. High volume 
acoustically engineered fan for maximum cooling and less noise. 


Reverse Air-Flow Cooling—Fresh air intake at rear of grinder away 
from dirty work surface results in less contamination in the grinder, 
keeping the bearings and internal motor parts free running. Air exhausts 
through ports in the gear head, cooling the gear and bearing area for 
longer lubricant life and less wear. Forward exhaust also blows dust 
away from the operator and helps clean the work surface. 


(Model 1323 is shown.) 


“Mini’ Grinders 
£ LALA AR LE AS OAS ENTE SITIES 


4 “Minimax” Grinders 
e “Mini”’-Size —“Max”-Power to handle the tightest, toughest grinding, 


. sanding and wire brush applications. 

Electric Model Features: g wi 

e Ball and needle bearings e Thumb controlled switch e Reversible side handle for 
throughout. with “lock-on” feature. left- or right-handers. 


4-1/2" “MINI” GRINDER, MODEL 3255 

® Our smallest, lightest electric grinder. 

® High speed for fast stock removal. 
Specifications Model 3255 


Standard Equipment: 
4%" Guard........#2605510002 
Side Handle. .....#2602025006 
2 Wheel Flanges. . #1 603340009 
1 Spanner Wrench. #2 607 950 002 
[OJ Double Insulated, UL Listed, complies toOSHA} 1 Allen Wrench. . . #1 907950007 
1%" Thick Wheel for Steel 


No Load RPM.......11,000 = 12,960 SFPM 
with 4%" Wheel 


4-1/2" “MINI” GRINDER, MODEL 1337 
5" “MINI” GRINDER, MODEL 1338 


®@ Your choice of either 44" or 5" capacity grinder. 
® Larger, more efficient motor for heavier, continuous work loads. 


Specifications Models 1337 & 1338 


Rating teeaccetss TIEVAC/DC 
Standard Equipment: 

No Load RPM.......11,000 = 12,960 SFPM 4%" Guard........#1605510118 

with 44" wheel 

11,000 = 14,400 SFPM 

with 5" wheel 


or 
5"Guard......... #1605510117 
Side Handle...... #1 602025022 
2 Wheel Flanges. . #1 603340009 
1 Spanner Wrench. #2 607 950 002 
[B) Double Insulated, UL Listed, complies to OSHA | 1 Open End Wrench #1 607 950 508 
1%" Thick Wheel for Steel 


4-1/2" AIR MINI GRINDER, MODEL 7351 103 

@ Our smallest mini grinder—only 7%" long, only 3.25 Ibs! 

® Safety lock throttle lever prevents accidental startup. 

® Compressed air gives cool operation under long, heavy loads. 


Specifications Model 7351 103 


Max. Grinding Disc Diameter. .........4%" 

No Load RRM bis. os sic crrecane a ve 

Air Supply 

Air Consumption .No Load 19 CFM Standard Equipment: 

Full Load 27.5 CFM 4%" Guard........ #2605 510002 
ay 2 Wheel Flanges. .#1 603340009 
Spanner Wrench. .#2 607 950002 


7351 103 


Spindle Thread 
Air Connector Thread........... 


Allen Wrench..... #1 907 950007 
Silencer..........#3607000001 
Optional Equipment —Air & Electric Models 
Optional Equipment—All Models: Optional Equipment— ABRASIVE SANDING ACCESSORIES 
© Soft bristle wire cup brush . . #2 608 614 000 Electric Models Only: | DESCRIPTION Ee iy eae ae 
yu fe nt jabs = = Aperbaee 
@ 4"x M14 Knot Wire Wheel . . #11731 @ 2%" x M14 Knot Wire Rubber Backing Pad 


Cup Brush #T 1730 


@ Carry Case 13%"x 74"x 5". . #2 605 438 009 w/Mounting Nut 2 608 601 005 608 601 033 


, 
24 Grit Disc 2 608 604 009 1 608 604 176 

hed ete GRINDING Sa 30 Grit Disc 2 608 604 010 1 608 604 181 
a 40 Grit Disc 2 608 604 011 1 608 604 177 

4" Thk. Dep. Center for Steel 50 Grit Disc 2 608 604 012 1 608 604 182 
4" Thk. Dep. Center for Steel (economy) 60 Grit Disc 2 608 604 013 1 608 604 178 
%"Thk. Dep. Center for Aluminum 2 608 600 006 80 Grit Disc 2 608 604 014 1 608 604 179 
%" Thk. Cut-off for Steel 2 608 600 005 100 Grit Disc 2 608 604 015 1 608 604 180 
Y%" Thk. Cut-off for Stone 120 Grit Disc 2 608 604 016 1 608 604 183 
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Angle Sanders/Grinders 
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7' SANDER/GRINDER*, MODEL 1331 


@ High speed fast stock removal with flared cup wheel, sanding discs 
or grinding wheels.* 


® High efficiency 15 amp motor develops 2.4 working horsepower at 
the spindle. Performance unequaled by any other grinder. 


® Spindle lock—recessed, finger operated lock permits changing 
wheels or accessories without the need of a spindle wrench. 


Specifications Model 1331 


Rating. 

Watts In. ; 
No Load RPM. . 
Spindle Thread 


Capacities: 
Flared Cup Wheels* re eeake ern 
Sanding Discs. Sas anietas rey ae 
Grinding Wheels*. eee i 
fa Double Insulated, UL Listed, oneheax to OSHA 


1331 


Standard Equipment: Side Handle #1 602 025 022, 
Rubber Tool Rest. 


9" SANDER/GRINDER,* MODEL 1332 

@ The super heavy-duty companion to the 1331 

®@ Choose this unit where slower speed and 9" wheel capacity is 
required 

@ All features are the same as the 1331. 

®@ Spindle lock—recessed, finger-operated lock permits changing 

* wheels or accessories without the need of a spindle wrench. 


Specifications Model 1332 


Rating. . ov panier eae .115V AC/DC 
WAGES TA ena oie ce cesarar es : .2,200 
No Load RPM......... 6, 500 = = 15,315 SFPM with 9" wheel 
Spindle Thread 


Capacities: 
Flared Cup Wheels*............ 
Sanding Discs. 
Grinding Wheels* 
) Double Insulated, UL Listed, euraplies to OSHA 


Standard Equipment: Side Handle #1 602 025 022, 
Rubber Tool Rest. 
REAR ALI AE TRO ERS LLL LI SE ES RID PL ELLE IIL ET AMPLE EET I TE IT EY LEE SITS OLE © LER RTT DS TOE LST TRL A A I NE 


7' SANDER/GRINDER*, MODEL 1321 

@ High-speed for fast stock removal with flared cup wheels, sanding 
discs and grinding wheels”. 

@ Watt-Watcher™ motor for long, dependable life on production 
applications. 

@ Service-Minder”™ brush system automatically disconnects when 
brush change is required. 

® Spindle lock—recessed, finger-operated lock permits changing 
wheels or accessories without the need of a spindle wrench. 


Specifications Model 1321 


Spindle Thread... 
Length. 
Weight. . . 


Capacities: 
Flared Cup Wheels*... 
Sanding Discs 
Grinding Wheels* 
[G] Double Insulated, UL Listed, complies to OSHA 
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Standard Eaulpinents Side Handle #1 602 025 022, 
Rubber Tool Rest. 


28 *NOTE: Angle Sanders can be converted to Angle Grinders by using proper wheel guard. See chart pages 32-33. 


Angle Sanders/Grinders/ Polishers 
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9" SANDER/GRINDER*, MODELS 1322 & 1323 


® Two heavy-duty units to choose from for use with flared cup wheels, 
sanding discs or grinding wheels.* 


® High-efficiency Watt-Watcher™ motor draws only 13 amps yet 
develops 1.4 horsepower at the spindle where you need it 


@ Lightweight allows high production with less operator fatigue. 


@ Spindle lock—recessed, finger operated lock permits changing 
wheels without the need of a spindle wrench. 


Specifications Models 1322 & 1323 


No Load RPM... .1322—6,500 = 15,315 SFPM with 9" wheel 
1323—5,000 = 11.781 SFPM with 9" wheel 


Spindle Thread 
Length. 


Weight... 
Capacities: 
Flared Cup Wheels* 
Sanding Discs. 
Grinding Wheels* 
[GO] Double sania ‘UL Liste, complies to OSHA 


Standard Equipment: Side Handle #1 602 025 022, 
Rubber Tool Rest 


7" or 9" SANDER/GRINDER*, MODEL 300 

® Heavy-duty for use with flared cup wheels, sanding discs and 
grinding wheels.* 

®@ Ideal speed for general maintenance and service trades 
applications. 

® High-efficiency, heavy-duty motor delivers one full horsepower at 
the spindle. 


Specifications Model 300 


-115V AC/DC 
amet -1,150 
5,000 = 9,163 SFPM with 7" wheel 
11,781 SFPM with 9" wheel 
Spindle Thread........ 
Length st 
Weight....... 
Capacities: 
Flared Cup Wheels*. 
Sanding Discs. 
Grinding Wheels*. 
fo) Double Insulated, UL Listed, complies to OSHA 


Standard Equipment: Side Handle #1 602 025 022, 
%" Spindle Wrench #T 3030, Rubber Tool Rest. 


7' SANDER/POLISHER, MODEL 1328 

® Excellent for all purpose polishing and sanding. 

@ Lightweight and compact for continuous operation and less 
operator fatigue. 

@ All the quality, features and durability you have come to expect 
from Bosch. 


Specifications Model 1328 
Watts in. 


No Load RPM. 
Spindle Thread. eee es 


Capacities: 
Polishing Bonnet 
Sanding Disc. 
o Double Insulated, UL Listed, complies to OSHA 
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Stentard Equipment: Side Handle #1 602 025 022, 
%" Spindle Wrench #T 3030, Rubber Tool Rest. 


*NOTE: Angle Sanders can be converted to Angle Grinders by using proper wheel guard. See chart pages 32-33. 29 


Air Grinders 
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3" AIR ANGLE GRINDER, MODEL 7351 100 
@ High-speed for fast stock removal. 

® Lightweight for one or two—hand operations. 

@ Compact to get into tight places. 


Specifications Model 7351 100 


Air Supply... . 
Air Consumption. . 


No Load RPM 
Weight. . : 
Capacities. ..Grinding Wheels 


Standard Equipment: 

Allen Key 

Locking Wrench 

3" Guard £n4 #1 609 310 046 
Mounting Flange. . #1609 310 091 


Optional Equipment: 
3"x %e" Grinding Wheel. .#1 608 600 035 


7351 100 


” 9" VERTICAL AIR GRINDER, MODEL 7355 103 
®@ Two handles 90° apart for full control in any position 
® Governor controlled—built in safety valve regulates maximum RPM 
® On-off switch in the right handle has safety “Lock-Off". 


Specifications Model 7355 103 
Air Supply 


Air Consumption. .27.5 
No Load RPM 


Spindle Thread 
Weight 
Capacities. . 


Standard Equipment: 

Wheel Guard 9".... .#1 605510 082 
Adapter Flange Kit. . #1 607 000 625 
Open End Wrench. . #1 607 950 523 


7355 103 ) 


AIR DESCALER, MODEL 7550 181 
® In-line design gets into tight corners. 
®@ 19 individual rods for fast removal of rust, paint scale, etc. 
®@ Lightweight for !ess operator fatigue. 


Specifications Model 7550 181 


Air Supply. . 
Air Consumption 


Strokes/Min 
Weight 


7550 181 


Replacement rods 19 pc. set. . #1 607 000 027 
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Die/Straight Grinders 
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UTILITY GRINDER, MODEL 1204 Standard Equipment: 
® High-speed utility grinder for fast stock removal. Dressing stone, wrench and 
@ Lightweight and compact—easy to get into tight, lock pin, 4" collet. . 
confined areas. #2 608 570 066 
® Barrel grip for one-hand operation. Optional Equipment: 
Specifications Model 1204 "Collet... . #2608570 068 


Side Handle. . #2 602 025 032 


No Load RPM 
Collet Capacity 


Capacities... Mt'd Points 
Polishing Heads 
Polishing Wheels 
[®] Fully Insulated, UL Listed, complies to OSHA 


DIE GRINDER, MODEL 1205 Standard Equipment: 
@ Heavy-duty, precision die grinder for maintenance Wrenches and 

and die shops. %" Collet. .#2 608 570 085 
e i i i i ’ A 

oo bearings maintain spindle Optional Equipment: 

d yn 
® Long spindle for interior die grinding. ’s" Collet. . #2 608 570 083 
@ Easily ad lath indi Tool post clamps— 
asily adapts to lathe grinding. Stationary. .#1 608 040 047 

Specifications Model 1205 = adjustable. . #1 608040054 


Rating. 


No Load RPM 
Collet Capacity........ Ye" or %" 
13" 


Capacities... Mt'd Points 24 
Polishing Heads........... 
Polishing Wheels asic 
[G] Double Insulated, UL Listed, complies to OSHA 


DIE GRINDER, MODEL 1209 Standard Equipment: 
@ |deal grinder for use with flap wheels. hh" Wrench. . . #1 607 950 505 
@ Trigger bar safety switch—locks off for safety. he" Wrench. .#1 607 950511 


@ Well balanced with small diameter nose to get ’" Collet. . . .#1 608570042 


into tight places. 


Specifications Model 1209 


No Load RPM: «eccmees canes 
Collet Capacity 
Length...... 
Weight... 2.2.0.0... 0.2000 eee 
Capacities...Flap Wheels.... 
Mt'd Points ior 
[B) Double Insulated, UL Listed, complies to OSHA 


5" STRAIGHT GRINDER, MODEL 1207 Standard Equipment: 
@ Heavy-duty grinder for use with solid wheels or Rubber Tool Rest, 5" 

abrasive flap wheels. Guard. .....#T 3003 
@ Ideal for wire brushing jobs. Allen Key. .... #1 907 950 007 
® Small diameter nose gets into tight places. Outer Flange. .#1 605 703 063 
Specifications Model 1207 '—11 Nut. . . .#1 603 300 012 


1207 


ee ee * : Optional Equipment: 

' ; 5"x 1" aluminum oxide wheel 
for metal. . #T 1757 

5"x 1" silicon carbide wheel 
for masonry. .#T 1758 


Capacities... Flap Wheels.............. 
Solid Wheels.............5" 
[G] Double Insulated, UL Listed, complies to OSHA 
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Grinders/Sanders/ Polishers Accessories 
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illustrated Below are Attachments 
Necessary for using Bosch 
Bare-Spindle Units as Sanders, 
Grinders or Polishers. 


1. When used as a grinder, appropriate guards must be used. 
2. Safety goggles are required; gloves are recommended. 


3. NEVER use attachments that are rated for use at an RPM 
LOWER than the nameplate speed of the tool. 


4. One soft iron washer can be used to allow easier 
removal of accessories 


WASHER—> « 


GUARDS FOR GRINDING WHEELS 


For 7" wheel #1 605 510 083 
For 9" wheel #1 605 510 082 
" GUARD 
ADAPTER FLANGE #73033 
ADAPTER ADAPTER KIT #1 607 000 025 includes nut, flange and wrench—#T3036 
FLANGE HUBLESS ALUMINUM OXIDE WHEELS FOR METAL 
Type 27 depressed center, %" arbor hole 
HUBLESS 7" x %" thk. 8750 RPM Max. #71734 
TYPE 27 7" x %" thk. 8750 RPM Max. #71735 
WHEEL 9" x %"' thk. 6500 RPM Max. #71736 
9" x 4" thk. 6500 RPM Max. #71737 
Wheels must not be used on grinders which have speeds in excess of maximum safe 
wheel speed shown. 
HUBLESS SILICON CARBIDE WHEELS FOR STONE OR CONCRETE 
Type 27 depressed center, 4" arbor hole 
7" x %" thk. 8750 RPM Max. #71740 
9" x 4" thk. 6500 RPM Max. #71741 
OR Wheels must not be used on grinders which have speeds in excess of maximum safe 
wheel speed shown. 
ADAPTER NUT #73034 
GUARD 
GUARDS FOR GRINDING WHEELS 
For 7" wheel #1 605 510 083 
For 9" wheel #1 605 510 082 
SPIN-ON 
TYPE 27 SPIN-ON ALUMINUM OXIDE WHEELS FOR METAL 
WHEEL Type 27 depressed center, %'—11 thread 
7" x %" thk. 8750 RPM Max. #71738 
7" x %" thk. 8750 RPM Max. #71739 
9" x %" thk. 6500 RPM Max. #71743 
9" x 4" thk. 6500 RPM Max. #71744 
Wheels must not be used on grinders which have speeds in excess of maximum safe 
OR wheel speed shown. 
SPIN-ON SILICON CARBIDE WHEELS FOR STONE OR CONCRETE 
Type 27 depressed center, %'"'—11 thread 
7 KM AK, 8750 RPM Max. #71747 
9" x 4" thk. 6500 RPM Max. #71748 
Wheels must not be used on grinders which have speeds in excess of maximum safe 
WIRE CUP wheel speed shown. 
BRUSH 


WIRE CUP BRUSH WITH SUPPORTING RING 
4" x %'""—11 thread 8500 RPM Max. #71750 
5" x %"—11 thread 6500 RPM Max. #71751 
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Grinders/Sanders/Polishers Accessories 
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Reinforced Grinding Wheels 


Medium hardness for fast stock removal and 
long wheel life. Fiberglass reinforced for 
maximum safety. Aluminum Oxide for heavy 
metal removal, structural steel and general 
ferrous metal removal. Silicon Carbide for 
hard or soft stone, concrete, brick, masonry 
as well as non-ferrous metals. 


Flared Cup Grinding Wheels 

Bonded wheels of Aluminum Oxide or Silicon 
Carbide for surface grinding on a wide variety 
of materials. Wheels have %"—11 threaded 
mounting and fit directly onto %"—11 spindles. 


ia. 


Wire Cup Brush 


Heavy gauge crimped wire with removable 
supporting ring to insure maximum brush life. 
For removing paint, heavy rust and scale from 
structural steel and castings. Also for smoothing 
concrete spills and exposing aggregate. 


Abrasive Sanding Discs 

Industrial grade Aluminum Oxide grit, resin- 
bonded to long life fibre backing. Can be 
cleaned with detergent or a suitable solvent. 
Use with a rubber backing pad for sanding flat 
or contoured metal surfaces. Wide variety of 
grits available for any finish desired. 


GUARDS FOR FLARED CUP WHEELS 
For 4" flared cup wheels #T3004 
GUARD For 5" flared cup wheels #T3005 
For 6" flared cup wheels #T3006 
i FLARED CUP WHEELS 
4" x %"—11 thread 9000 RPM Max. Steel, Iron #71745 
FLARED CUP 4" x %"—11 thread 9000 RPM Max. Stone #71746 
WHEEL 5" x %"—11 thread 7250 RPM Max. Steel, Iron #11753 
5" x %"—11 thread 7250 RPM Max. Stone #71754 
6" x %"—11 thread 6600 RPM Max. Steel, Iron #T1761 
6" x %"—11 thread 6600 RPM Max. Stone #71762 
Wheels must not be used on grinders which have speeds in excéss of maximum safe 
wheel speed shown. 
ADDITIONAL 
GRINDER ACCESSORIES 
BACKING 
PAD 
RUBBER BACKING PAD ASSEMBLY 
7" diameter pad with nut #1 608 601 008 
Pad nut wrench #1 607 950 005 
PAD NUT 
WOOL BONNET 
7" diameter 2000 RPM Max. #1 608610000 
WOOL 
BONNET atte 
a 
4 RUBBER BACKING PAD ASSEMBLY METAL CARRYING CASE 
i 7" diameter pad with nut #1 605 438 006 
‘ 8500 RPM Max. #1 608 601 008 
9" diameter pad with nut ‘-- Q 
OR 6500 RPM Max. #1 608 601 009 
Pad nut wrench #1 607 950 005 SIDE HANDLE ANGLE ADAPTER 
Replacement Pad nut #1 603 345 005 #1 603 527 017 
; 
— ABRASIVE SANDING DISCS 
9" DIA.-6,500 RPM 
) “Trani | Pant no 
1 608 604 163 — 
SANDING 1 608 604 156 1 608 604 164 SPADE HANDLE 
DISC 1 608 604 157 1 608 604 165 #1 602 025 010 
1 608 604 158 1 608 604 166 
1 608 604 159 1 608 604 167 
1 608 604 160 1 608 604 168 SCREWS & LOCK WASHERS 
PAD NUT 1 608 604 161 1 608 604 169 


FOR SPADE HANDLE 
#1 603 450 002 


1 608 604 170 


1 608 604 162 
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Cut-off Machine 


The Genuine 


Chop 


SAW 


12" Portable Cut-off Machine 


Model 1333 

@ High efficiency, Watt Watcher™ motor operates on any 15 amp 
circuit. 

® Compact, lightweight with unique wrap-around top handle allows 
total operator control in confined areas. 

@ Forward wheel rotation carries sparks, dust and debris away from 
the operator. 

®@ Service-Minder" brush system disengages when preventive 
maintenance is required. 

@ Spindle lock—recessed, finger-operated lock permits changing 
wheels without the need of a spindle wrench 


Specifications Model 1333 


Rating... ‘ ; LAWN R TONS Woe ew oo MM CLOG 
ECD |) aneoaiirs Lee BS vis ea SEED 
No Load RPM... ote RRLA A RE t RAE A akaDKALI Ae 6 ee DUO 
Spindle Thread.......... ‘ wee Kl"AWNC 


LONGths weve sscaaees gee BES SEROUS Pers | = 
Weight..... 2555 3 .. .24 Ibs. 
Capacity... ; Depth of Cut 34" 
[G] Double Insulat OSHA 


Standard Equipment: 
Wrap Around Side Handle. . #1 600 793 004 


Wheel Guard...... .......#1605 510 116 

Adj. Foot Plate............#1608 190 002 

Inside Flange. . . ......#1 605 703 067 

Outside Flange............ #1 605 703 068 ‘ 

%" Locking Nut........ ... #1603 340 012 2 

3%" Allen Wrench...... #73036 Cutting Concrete 
6mm Allen Wrench. . ....4#1 907 950 007 


Optional Equipment: 
1" Locking Nut............#1603 340011 
20mm Locking Nut. . ....#1 603 340 013 


Extension Cord Recommendations: 
25 ft. long-14 gauge wire. .#T2060 
50 ft. long-12 gauge wire. .#T2064 


12" CHOP SAW KIT, MODEL 1333K 
Kit Includes: 


Chop Saw. 2928 dP oS 

Metal Case.............#T2296 
Masonry Cutting Wheel. . #1 608 600 273 
Metal Cutting Wheel..... #1 608 600 272 
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Shears & Nibblers 


Wide Selection—12 models to choose from. Each unit covers a 
wide range of material thicknesses. Cut edges are clean, smooth 
and burr-free—secondary finishing operations are eliminated. 


Versatile—air and electric models cut all types of metals, plastics 
and synthetics—flat stock, tubular stock, even corrugated! 


Watt-Watcher™ —high-torque motors produce more work with 
lower current draw. 


(Model 1500 is shown.) 


Nibblers 
OR LN EY EOE PAE 


Common Features: 

@ Planetary drive system results in a small gear head enabling the 
cutter to maneuver into very confined areas. 

@ Absolutely no adjustment required when changing from one thickness 
material to another. Worn cutters can be changed in less than five 
minutes using only an adjustable wrench. 


®@ Optional die swivels 360° or may be locked to a fixed direction. 
Excellent for heating installers. Swivel head allows cutting of duct- 
work between floor joists without turning the tool. 


® Can efficiently cut flat stock, trapezoidal, corrugated or full square 
corrugated siding with a simple change of cutters. (See selection below). 


18 GAUGE NIBBLER, MODEL 1529 FOR CORRUGATED 

MATERIALS 

@ Unique cutting head is specially designed to cut all styles of 
corrugated siding—even the new square shape. 

Specifications 


Model 1529 


Minimum Turn Cutting Radius 
No Load Strokes/Min 


Continuous 
20 (.0359) 


Capacity, Gauge Intermittent 
Mild)Steel:< 2 iaiss ed. aae ted O18 ORTS) 
Most Stainless.............. 20 (.0875) 22 (.0312) 
Most Aluminum............. 18 (.0403) 18 (.0403) 
[GJ Double Insulated, UL Listed, complies to OSHA 


16 GAUGE PNEUMATIC NIBBLER, MODEL 7551 102 

®@ Lever throttle control provides variable speed for controlled cutting. 
®@ Air operated motor—cool running and explosion proof. 

®@ Free-floating head swivels 360° or can be locked in a fixed position. 


Specifications Model 7551 102 


PUSSIES tte a ior wee oid utah ln BAA ae eaworteus 90 PSI 
Air Consumption ....No Load 20.1 CFM, Full Load 27.5 CFM 
Minimum Turn Cutting Radius...................... 1%." 


No- Load Strokee/ MIN. «66sec ds Fis seaeks ca scans 


Continuous 


Mil St@Gl...... ccke ences ates 16 (.0598) 18 (.0478) 
Most Stainless.............. 18 (.0500) 20 (.0375) 
Most Aluminum............. 16 (.0508) 16 (.0508) 


14 GAUGE NIBBLER, MODEL 1530 

@ Small gear head enables cutting in very confined areas. 

® No adjustments needed when going from one type of stock to 
another. Burr-free edges—no finishing. 

Specifications Model 1530 

Rating 


Minimum Turn Cutting Radius 
No: Load Strokee/ WIN. « sass: «ccs se areses ene eae a eectune 


Continuous 
16 (.0598) 
18 (.0500) 
14 (.0640) 

[B) Double Insulated, UL Listed, complies to OSHA 


...... Intermittent 
14 (.0747) 
16 (.0625) 
14 (.0640) 


Nibbler Punch & Die Selections: 


Model 1529 Model 7551 102 Model 1530 
Standard Equipment: Standard Equipment: Standard Equipment: 
Punch..................000. #2 608 639 022 Punch............... #2 608 639 013 PunGhas...<< 2s). Poco. #2 608 639 013 


Corrugated Four Position Die. .#2 608 639 903 
Optional Equipment: 

Cutting Flat Stock 

Punch......#2608 639013 

Swivel Die. . #2 608 639 900 

Cutting Corrugated Stock 

Punch......#2 608639 022 

Swivel Die. . #2 608 639 021 

Punch (#2 608 639 022) & Swivel Die 

(# 2 608 639 021) Set. . #2 608 639 902 
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Flat Stock Swivel Die. . #2 608 689 900 
Optional Equipment: 
Punch....:............ #2 608 639 013 
Trapezoidal Swivel Die. .#2 608 639 901 


Trapezoidal Four Position Die. .#2 608 639 904 
Optional Equipment: 

Cutting Flat Stock 

Punch... ...#2608639013 

Swivel Die. .#2 608 639 900 

Cutting Trapezoidal Stock 

Punch...... #2 608 639 013 

Swivel Die. .#2 608 639 901 


ee 


Nibblers 
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12 GAUGE NIBBLER, MODEL 1531 
® Round punch and die—self aligning, no adjustments needed. 
® Top handle for full control with one or two hands. 


@ Small die head— planetary gear system allow you to get into tight 
corners. 


@ Versatile—head may be positioned for forward or sideways cutting. 
®@ Fast—for high production with clean finished edges. 


Specifications Model 1531 


Ratings savcicans os % ; 115V AC 
Watteiicces cian sexes : . 625 
Minimum Turn Cutting Radius ; 1%." 
No Load Strokes/Min. 1,700 


Length.ictencaax ; 1 digs hecgene Bel = 11%" 
Weight....... ee eeeaees .8 Ibs. 
Capacity, Gauge:.... ... Intermittent Continuous 
Mild Steel...... ae .. 12 (.1046) 14 (.0747) 
Most Stainless yak oe ‘ 14 (.0781) 16 (.0625) 
Most Aluminum... ‘ 12 (.0808) 12 (.0808) 
@ Double Insulated, UL Listed, complies to OSHA 


Standard Equipment: 
Punch.........#3 608 639 001 
4-Position Die. . #3 608 639 005 
Optional Equipment: 

Swivel Die. . #3 608 639 002 


10 GAUGE NIBBLER, MODEL 1532 


® Designed for continuous production applications, the 1532 
produces fast, burr-free cuts with no distortion of the work piece. 


@ Self-aligning, round punch and die require no changes or 
adjustments when changing work piece material or gauge. 


@ Indicators on punch guide allow accurate pattern cutting. Four 
position die can be changed for forward or sideways cutting. 


Model 1532 


Specifications 


RATING: cosmos ae eacuades et in thes & GMeworeivanrate 
Watts HD so cm ccsic.e is 3 arivexenncd: § o.v.6 guns epeveniant aye aia a easter te 1,010 
Minimum Turn Cutting Radius , 
No Load Strokes/Min........ ¢pecee a bingy RRR EE 


Weight. 2.50565 0. Seep SAE . bis Gdirenes WE OS. 


Capacity, Gauge:........... .. . Intermittent Continuous 
Mild Steel...n..k es caceccee as vis OCS) 12 (.1046) 
Most Stainless............... 12 (.1094) 14 (.0781) 
Most Aluminum... . 05. wee 10 (.1018) 10 (.1018) 


i Double Insulated, UL Listed, complies to OSHA 


Standard Equipment: 

Punch. . #3 608 639 004 

Didexcaz #3 607 031 129 

Set #1 607 000 128 contains: 
Side Handle. . .#1 602 025 022 


Wrench...... .#1607950519 
Wrench........ #1 607 950 544 
Grease Pump... #1615437 507 
Grease........#5 700052 005 
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Shears 


18 GAUGE SWIVEL HEAD SHEAR, MODEL 1520 


Super compact size, light weight and 360° swivel head for quick and 
accurate round, square and regular cutting applications. 


® Contoured in-line grip and long handle for comfort and control. 
@ All roller bearing construction. 
@ Watt-Watcher™ high torque motor. 


Specifications Model 1520 


Cutting Radius... ............. ccc cccececcceeeeeee 
CURING VIG). aca cue cok caaren ann ncsc seem eats bast 1%," 
Capacities: 


[G] Double Insulated, UL Listed, complies to OSHA 


16 GAUGE SHEAR, MODEL 1500 


® Outstanding value—the smallest, lightest, fastest cutting 16 ga. 
shear on the market. 


@ Versatile—this tool should be in every sheet metal installer's 
tool box. 


®@ Lightweight and perfectly balanced for less operator fatigue. 


@ Visible blade allows precise pattern cutting. May even be held 
upsidedown for unobstructed visibility. 


Specifications Model 1500 


Rating. . 
Watts In 
Minimum Radius. . 


Capacity, Gauge: Trim Cut Inside Cut 
Mild Steel. .. ‘ 16 (.0598) 18 (.0478) 
Most Stainless 18 (.0500) 20 (.0375) 
Most Aluminum 14 (.0640) 16 (.0508) 
[BO] Double Insulated, UL Listed, complies to OSHA 


Standard Equipment: 
Blade Set. #2 607 010028 
Includes blades, screws, washers and instructions. 


14 GAUGE PNEUMATIC SHEAR, MODEL 7551 101 

®@ Outstanding performance where air operation is preferred. 

@ Explosion-Proof—can be safely used in an explosive atmosphere. 

® Compressed air provides cool operation, even under long, heavy 
loads. 

@ Lever throttle valve provides variable speed for controlled cutting. 

® Slide guard deflects scrap curl to protect left-handed operators. 

Guard is removable. 


7551 101 


Specifications Model 7551 101 


Air Supply 
Air Consumption 
Minimum Radius 


Weight 

Capacity, Gauge: Trim Cut Inside Cut 
Mild Steel 14 (.0747) 16 (.0598) 
Most Stainless 16 (.0625) 18 (.0500) 
Most Aluminum 12 (.0808) 14 (.0640) 


Replacement Blade Kit. . #2 607 010 025 
Includes blades, screws, washers and instructions 
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Shears 


14 GAUGE SHEAR, MODEL 1506 
@ Planetary gear drive—more power per pound. 
®@ Excellent visibility for accurate pattern cutting. 


@ Upper blade is double-edged: When first edge is worn, simply 
reverse blade and continue work. 


® Mushroom" top handle for extra control under heavy cutting 
loads—easily removed for cutting in confined areas. 


® Side guard deflects scrap curl to protect left-handed operators. 
Guard is easily removed by loosening two screws. 


Specifications Model 1506 


Trim Cut Inside Cut 


Capacity, Gauge: 


MildiSteels, +25 2004 weacetinees 90d 14 (.0747) 16 (.0598) 
Most Stainless. ¢ : 44 cscse se ehans 16 (.0625) 18 (.0500) 
Most Aluminum... . wid tva es 12 (0808) 14 (.0640) 


if} Double Insulated, UL Listed, complies to OSHA 


12 GAUGE UNISHEAR”’ SHEAR, #90214 

® Designed for general shop maintenance applications. 

@ Precision worm gear drive delivers maximum torque under load. 

® Flat-side gear housing for easy line sighting. 

® Top-handle design for operator comfort and control. 

®@ All ball and roller bearing construction. 

Specifications #90214 


Watts In... . P 
Minimum Radius 
No Load Strokes/Min 


Capacities, Gauge: Trim Cut Inside Cut 
Mild Steel 12 (.1046) 14 (.0747) 
Most Stainless......... 14 (.0781) 16 (.0625) 
Most Aluminum 10 (.1018) 12 (.0808) 
3-wire grounded, UL Listed, complies to OSHA 


Standard Equipment: Blades (Pair) #93801, three yoke shims, set 
of clearance gauges, blade wrench. 
*For 220V, order #902140V 


10 GAUGE SHEAR, MODEL 1507 
® Two-handed control for heavy cutting jobs. 


®@ Perfect for industrial maintenance departments and light structural 
fabrication shops. 


®@ Unobstructed view of cutter blades for easy pattern following. Cuts 
smoothly through angles and curves 


@ Large switch can be operated with either hand. 
Specifications Model 1507 


Capacity, Gauge: Trim Cut Inside Cut 
Mild Steels wi. ce scary we deere ore 10 (.1345) 12 (.1046) 
Most Stainless: «acmdaaccacsw ig 12 (.1094) 14 (.0781) 
Most Aluminum................ 8(.1284) 10 (.1018) 
[O] Double Insulated, UL Listed, complies to OSHA 


Replacement Equipment: Upper Blade #3 608 635 000, 

Upper Blade Washer #2 916 011 014, 

Upper Blade Lock Washer #2 916 680 007, 

Upper Blade Screw #2 910 145 196, Lower Blade #3 608 635 001, 
Lower Blade Screw #2 919 375 193, Adjusting Screw #2 912 031 193. 
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Replacement Blade Kit 
#2607 010025 

Includes blades, screws, 
washers and instructions. 


Shears 


10 GAUGE UNISHEAR’ SHEAR, #90212 

@ A must for steel rolling mills and fabrication shops. 

® Precision worm gear drive delivers maximum torque under load. 
@ Flat-side gear housing for easy line sighting. 

@ Top-handle design for operator comfort and control. 

@ All ball and roller bearing construction. 


Specifications #90212 
.. .115V or 220V* AC 
‘ teseEege aca. BOO 
Minimum Radius....................L.H. 2%", R.H. 2%" 


Length....... 
Weight...... 


Capacity Gauge................ Trim Cut Inside Cut 
Mild Steel....... vac%we IT OELTS4S) 12 (.1046) 
Most Stainless.................12(.1094) 14 (.0781) 
Most Aluminum.... - .. 8(.1284) 10 (.1018) 
3-wire grounded, UL Listed, complies to OSHA 


Standard Equipment: 


Blades (Pair) #93802, six yoke shims, set of clearance gauges, 
blade wrench. 


*For 220V, order #902120V. 


8 GAUGE SHEAR, MODEL 1508 

@ The workhorse of the Bosch shear team. Ideal tool for structural 
fabrication shops as well as storage tank and rolling stock 
manufacturers. 

®@ Very little vibration—reduces operator fatigue. 

@ Top handle with large rocker switch. Auxiliary handle mounts on 
either side for right- or left-handers 

®@ Service Minder” brushes take the guesswork out of 
maintenance scheduling. 


Specifications Model 1508 


Rating... ..115V AC 
Td 1 a 

No Load Strokes/Min 

Minimum Radius 


Capacity Gauge Trim Cut Inside Cut 
Mild Steel.......... 8 (.1644) 10 (.1345) 
Most Stainless 10 (.1406) 12 (.1094) 
Most Aluminum 6 (.1620) 8 (.1284) 
fal Double Insulated, UL Listed, complies to OSHA 


Replacement Parts: 


Upper Blade....... #3608635 000 
Lower Blade....... #3 608 635 002 
Aux. Handle....... #1 602 025 022 
Allen Wrench... ...#1 907950006 
Allen Wrench......#1 907950004 
Open End Wrench. . #1 907 950 504 
Fitting Pittsse2c<e5¢ #1607 990001 
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Foam Rubber Cutter 
ee ha he Ove ene ee ee 


FOAM RUBBER CUTTER, MODEL 1575 
@ Heavy-duty for fast, production cutting of all densities of foam 
rubber and flexible plastic foams. 
| @ Versatile—will cut all types of carpeting including shag and foam- 
backed. 
®@ Quick blade change—no tools required 
) @ Slim motor housing fits even the smallest hand. 


Specifications Model 1575 


Pratinge ont. es 
Wattstnics s. 35. ie 
No Load Strokes/Min....... 


Capacities: 
Available Blade Lengths: 3", 5", 8", or 12" 
| [EB] Double Insulated, UL Listed, complies to OSHA 


Standard Equipment: 
MOTOR ONLY—ORDER BLADES, GUIDE & FOOTPLATE 
SEPARATELY. 


a 


; 3" blade pair 2607 018013 
3" guide ee 135 023 
a 5" blade pair 2607 018010 
| 4 5" guide 2 608 135 020 
B 8" blade pair 2607 018011 
8" guide 2 608 135 021 
: blade pair [2607 018012 

12" guide 2608 135 022 | 
2 ie: Blade sharpener w/Whetstone ie 608 133 000 
[3 Footplate 2 608 000 010 

a 


@ All models are heavy-duty rated for their application. All feature ball 
bearing construction and automatic shut-off brushes. 


®@ All collet tapers are integral with the armature shaft for minimal bit 
run-out. 


® Bosch offers the widest range of router attachments, accessories and 
router bits. 


(#90099 is shown.) 


Production Routers 


2 
i MMi | 
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3-1/4 H.P. PRODUCTION ROUTER, #90300 

The 90300 is designed for heavy woodworking operations: dadoing, 

groove forming, edge forming, slotting, sink cutouts: 

@ For templet routing, collet can be lowered below sub-base to 
reduce runout and chatter. 

®@ Micromatic ring allows fast, accurate depth setting. 

@ Squared-off side for close quarter routing and straight line guiding. 

@ Large 74" diameter base for maximum stability. 

@ Large contoured handles positioned for absolute control. 


Specifications#90300 (90300M Motor in 90300B Base) 


Rating...... awa e go esos xe coer 1 AS 


Watts In. ‘ agen oe 
H.P. (Max Motor Output) oer ee eer ee: 3% 


No Load RPM at Ble gs, eee =i ,0O0' 
Collet Capacity........... hee enna MR" 
Motor Diameter......... 4%" 
Weight........ apienies, av an LOS 
3-wire grounded. UL Listed, complies to OSHA 


Standard Equipment: 
%" Collet. . #92976 
Wrench. . .#22-15433.00 
Wrench. . .#22-15377.00 


3-1/4 H.P. PLUNGE ROUTER, #90303 

Designed for production routing in thick materials, the 90303 is the 

most powerful plunge base router on the market. 

®@ Motor plunges flush to the base for smooth cuts and less runout 
even when using thick templets. 

® Motor inserts into base with no adjustments required 

@ Base automatically locks in down position. 

@ Bits plunge and retract vertically for safe, efficient templet routing. 

@ Squared-off side for close quarter routing and straight line guiding. 

@ Instant depth setting changes up to 2". 

@ Large 7" diameter base for solid support. 


Specifications#90303 (90303M Motor in 90305B Base) 


-120V AC 


H.-P. (Max. Motor Output)... 
No Load RPM 

Collet Capacity 

Motor Diameter... 


3-wire grounded, UL Listed, complies to OSHA 


Standard Equipment: 
¥" Collet. .#92976 
Wrench. . .#22-15337.00 
Wrench. . .#22-15433.00 
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Production Routers 


2-1/4 H.P. PRODUCTION ROUTER, #90100 

The 90100 is the most powerful D-handle router available. 

® D-handle with locking trigger gives safe, functional performance for 
cutout operations. 

®@ Two auxiliary handles give excellent control for heavy edge forming 
applications. 

® Plug and receptacle connection between handle and motor allows 
easy separation of motor and base. 

@ Large 7" diameter base for better control and stability. 


Specifications#90100 (90100M Motor in 90100B Base) 


H.P. (Max. Motor Output) 

NoLoadRPM........ 

Collet Capacity nw", %"", Yl" 

Motor Diameter 4%" 
11.75 Ibs. 


[BJ Double Insulated, UL Listed, complies to OSHA 


Standard Equipment: 
Ye" Collet. . #92976 
Wrench. . .#22-15490.00 
Wrench. . .#22-15491.00 


2-1/4 H.P. PLUNGE BASE PRODUCTION ROUTER, #90105 
The 90105 is designed for cutout applications using templets. 

® Base automatically locks in down postion. 

@ Bits plunge and retract vertically for safe and efficient cutouts. 

® Instant depth setting changes up to 1%". 

® Trigger switch allows on/off while holding both handles. 

® Large 7" diameter base for excellent control and stability. 


Specifications #90105 


HP (Max. Motor Out). oc cs 6 ca gos ine eiiwnce cic eee 
NoLoadlIRPM |: « sx 55 saa weremmee c O8 bat dah Sincunmrerostns 


[G] Double Insulated, UL Listed, complies to OSHA 


Standard Equipment: 
Yo" Collet. . . . #92976 
2 Wrenches. .#22-33538.01 


Shop Routers 


aE EERE SRI anata een OE Ea 


1-2/3 H.P. SHOP ROUTER, #90150 

A versatile router for all applications including heavy cutting and 
laminate trimming. 

@ Lightweight and compact size allow easy operation. 

@ Micrometer depth adjustments as fine as 4 of %4" (.004). 


@ Two collets included. No additional collets needed for most router 
bits. 


Specifications #90150 (90150M Motor in 82902 Base) 


H.P. (Max. Motor Output) 
No Load RPM 

Collet Capacity 

Motor Diameter 


3-wire grounded, UL Listed, complies to OSHA 


Standard Equipment: 
%" Collet. .92974 

Ys" Collet. . #92976 
Wrench. . .#22-15490.00 
Wrench. . .#22-15491.00 


#91296-5 


1-2/3 H.P. ROUTER KIT, #91296-5 


Kit Includes: 

ROUTE: «es seaes . 2... . #90150 
Router Guide.......... #82907 

%" Collet..............#92974 

¥%" Collet.....:........¥92076 
Wrench...............#22-15490.00 
WF6ACH. 2: sins tse ascae #22-15491.00 


Heavy-duty Metal Case. . #83050 


#91298-5 


1-2/3 H.P. BUILDERS KIT, #91298-5 


Kit Includes: 
Router #90150, Heavy-duty Metal Case #83059 and all accessories 
needed for hanging doors on wood jambs: 


Router Guide........ #82907 
Plane Attachment. . . . #82930 
Arbor............... #92897 
Plane Cutter. ........#85401 
Router Bit.......... . #85159 
Templet Guide. ...... #82864 
Door and Jamb Butt. . #83002 
CONGE 2.2 53:82 one FRO #92974 
GCONCE «xc. 5.< 405.165 se recarwae #92976 
WrenGh « <-0.6 5 sacs #22-15490.00 
Wrenchicss sss scuniens #22-15491.00 


re 
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Shop Routers 


#90140 


1% H.P. SHOP ROUTER, #90140 


Power and performance in a small package. The 90140 is designed 
to handle the most demanding general routing and trimming 
applications 


®@ Minimum size and weight for easy one-hand operation 
® Micrometer depth adjustment for precise cut settings. 
@ Permanently sealed bearings eliminate premature contamination. 


@ Pre-loaded bearing system eliminates axial play for smooth chatter- 
free cutting. 


®@ Recessed toggle switch eliminates accidental starting. 
Specifications #90140 (90140M Motor in 82901 Base) 


1G. i re a .120V AC 
Watts In , Pi aR Ae S OOH SE a etra Sy 995 
H.P. (Max Motor Output) P ; 4 vas ira nw we 
No Load RPM. . ’ ; : «wmoneatiee « POTIOOO. 


Collet Capacity erry a %"", %" 
Motor Diameter. . . ; iosteun 3%6" 
Weight. re 6.75 Ibs. 


3-wire grounded, UL Listed, complies to OSHA 


Standard Equipment: 


%" Chuck... .#82889 
2-Wrenches. . #22-30666.02 
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1H.P. SHOP ROUTER, #90099 

Excellent power to weight ratio for heavy-duty, general routing and 

trimming applications. 

@ Captive templet guide for quick, easy seating. No special screws 
or lock rings needed to attach guides to base 

® Spiral depth adjustment has 2" index marks for fast, accurate set up. 

® Raised index pointer gives better visibility for easy adjustments. 

®@ Large sub-base center opening allows use of most large diameter 
bits without need to cut or shim sub-base. 

@ External brush caps for easy brush inspection and replacement 

@ Removable side handles for comfortable, one-hand routing 
applications. 


Specifications #90099 (90099M Motor in 90099B Base) 


115V AC 
Watts In. i ppetie.a cen aa sw 
H.P. (Max Motor Output)... . 
No Load RPM...... 


Collet Capacity............ 
Motor Diameter 
Weight. 


Standard Equipment: 


%" Collet. .#92825 
Wrench. . .#22-30666.01 
Wrench. . .#22-11260.00 


) 


Trimming Routers 


— #90085 


3/4H.P. TRIM ROUTER, #90085 

Compact, lightweight design takes fatigue out of laminate trimming 

and light routing operations. 

@ Low center of gravity gives excellent stability. 

@ Spiral depth adjustment has 1/32" index marks for fast, accurate 
set-up. 

@ Small 3" base allows close quarter routing. 


Specifications #90085 (90084 Motor in 82979 Base) 


Rating... Ee eee Tere errr Te sate T2OV AC 
Watts In AARAR Mie Wee CRRA BRAS 0 wad E a8 550 
H.P. (Max Motor Output). ‘ nage : . 3/4 
NoLoadRPM......... ee anaanad , . 30,000 


Collet Capacity... . 2. -n..sce54e% 5 od haath ¢ +5 ss igntion > eke 
Motor Diameter...........--520555005 2.2%" 
Weight.......- 3 Ibs. 
3-wire grounded, UL Listed, ‘eoniplies: to OSHA 


Standard Equipment: 
2-Wrenches. . #22-11260.00 


#90086 


3/4H.P. LAMINATE TRIMMER, #90086 

High-speed trimmer for fast, clean laminate cutting. Lightweight, 

compact size reduces fatigue and allows better control and stability. 

@ Spiral depth adjustment for fast, accurate setup of cutting depth. 

@ Edge guide has micro-fine adjusting knob with separate positive 
locking knob. 

@ Non-rolling pilot guide resists glue buildup. 

@ Combination flush and bevel trimmer bit #85288 included. Nothing 
extra to buy. 

@ Close clearance between pilot guide and bit gives excellent 
cutting accuracy. 


Specifications #90086 
(90084 Motor in 82978 Base with Guide 82980) 


RAG. «up .cdodese neers ewinywas kemaouirs .120V AC 
Watts In..... 6 ts enn H ae ARS S 

H.P. (Max Motor Output). ert ee : 

No Load RPM. Liman avarenee Bete REhiadaek w 


Collet Capacity. . de a a toa a xa2286 Lup vague’ 
Motor Diameter..........----- we ane aos 

WIGHE... 0.655 Sea SGE A Ee hose eno aime 

3-wire ereuinted, UL Listed, complies to OSHA 


Standard Equipment: 
Laminate Trim Bit. .#85288 
2-Wrenches. ..... .#22-11260.00 


Optional Equipment: 
To convert non-rolling pilot guide to rolling guide use Ball Bearing 
#25-20576.00 and Trimming Bit #85261. 
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Trimming Routers 


#91263 


3/4H.P.. TILT BASE LAMINATE TRIMMER, #91263 


Designed for cutting obtuse and acute angles, trimming to backsplash, trimming 
backsplash top strip and continuous production trimming at feed rates in excess of 
30 feet per minute. 


®@ Exclusive base swivels 45° left and right for odd angle cuts and trimming in 
corners. It totally eliminates hand filing. 


® Depth adjusting knob moves projecting arm 1/32" per turn for precise setup. 
® Non-rolling pilot guide resists glue buildup. 
® Combination flush and bevel trimmer bit #85288 included. Nothing extra to buy. 


#91263 
(91263M Motor in 91263B Base with Guide 82970) 


Specifications 


Rating............ 
Watts In... 2.2.0.0... 
FP: (Max/Motor Outpul)); sis oa8 eistseece aos o's o6ie ee aueccace 
No Load RPM........ 


CollOt Gapacht is «52 x43.6. gussserrouasn w 6 sia:d aiatvenrgtaiteche Bevo uy <4 ée-aubemmve nae h, 
Weight... ... 
3-wire ground 


Standard Equipment: Laminate Trim Bit #85288, Wrench #22-30666.01 


Optional Equipment: 

@ To covert non-rolling pilot guide to rolling guide use Ball Bearing #25-20576.00 
and Trimming Bit #85261. 

®@ Wall Follower Bracket #0050527.02. Exclusive scribing feature fits top to 
irregular wall in one operation. 

® Ledge Guide #82948. Use for trimming plastic laminate veneer glued to 3/4" 
plywood that is mounted vertically against wall. Use ledge guide with Trimming 
Bit #85219. 

® Broad Base #90262B use with 91263M Motor for general routing applications. 


Laminate Trimmer Accessories 


“J ROLLER, #015 
1%" Dia. x 3"W x 14"L 


near walls or backsplashes. 


GUIDE #82948 


Plywood mounted in a vertical 


carbide tipped bit. 


Designed especially for use by laminate plastic 
installers. The aluminum handle is designed to 
place the necessary pressure over the roller, 
with minimum effort. The solid, non-marking 
roller is recessed on the end to permit rolling 


LAMINATE TRIMMER LEDGE 


An attachment for use with 91263M 
motor when used in 90262B base. 
Used to trim plastic lamination veneer, 
which is glued to the edge of 3/4" 


position against a wall. Perfect for 
backsplash trimming. Use with 85219 


3/4H.P. LAMINATE TRIMMER INSTALLERS KIT, #91263-5 


Kit includes: Tilt Base Laminate Trimmer; Broad Tilt Base for general routing, 
Metal Case and all accessories needed for laminate finishing: 


Laminate Trimmer... .. .#91263 
Broad Tilt Base. . #90262B 
Laminate Trim Bit..... .#85288 
“V" Grooving Bit....... #85219 
Ledge Guide.......... #82948 


Wall Follower Bracket. . #00-50527.02 
Wrench...............#22-30666.01 
Metal Case... . .#62-13918.00 


LAMINATE FILES 

Specially designed and sharpened for high-pressure laminate. Tooth 
design allows fast, smooth finishing and less clogging without sacrificing 
file life. 


3%" x yy" 
c| Sol" x y" 
1%" x %o!" 


11%o" x He" 


Planers 
Fe ee 


PLANER, MODEL 1591 

Perfectly balanced for one-hand planing, bevel planing, rabbeting, 

jointing and chamfering. 

@ Calibration scales for quick, accurate depth of cut adjustment. 

®@ Sub-zero depth setting allows motor to run on without damage 
to work surface or planing blades. 

@ Forward planing action with v-groove for better control in 
chamfering. 

@ Shavings ejected left or right. 


Specifications 1591 


Rating 

Watts In. 

No Load RPM 

Planing Depth 

Rabbeting Depth 

Planing Width 

No Load Cutting Rate............ 


[J Double Insulated, complies to OSHA 


Standard Equipment: 
Reversible Carbide Planing Blades. . #1 609 200 978 


45° Swivel Width Gauge........... #1 609 200 054 
7 Rabbeting Depth Gauge........... #1 609 200 058 
RUN IKE. sad « fh 2 a5 coe eeelgws a a4 #1 907 950 006 


Optional Equipment: 
Reversible carbide planing blades with beveled edges #1 609 200 979 


1-2/3 H.P. PLANER, #91283 
#91283 is designed with the powerful #90150M Router Motor inserted 
in #82930 Plane Attachment. 


@ Lever clamping device secures motor to attachment and allows 
quick motor change to #82932 Grinder Attachment and #82902 
Router Base. 

@ Adjustable apron allows accurate bevel cuts. 

@ Cutters slide on arbor for quick changing. 


Specifications #91283 
(90150M Motor in 82930 Plane Attachment 


) 
) 
| 


Rating. 2a sees. geet Gz sh ix hs. fastarnnpinay ahaa ....120V AC 
Watts. LS. oo a cerns Se ae inet hate ee ; 1,050 
H.P. (Max Motor Output)......... ‘ er essnel VES 
No Load RPM). .. . . nse cees + aves ' . . .26,000 
Shoe LSU: 5 ccs wnera a oie 42'e telewrws pie hegeme ss S 
Cutting Width....... eer satin ws Oe Boats enciba .. 2M" 
Cuming Degtis .sss00<6 6 Fac%cas Siar Said ee Sai oA .O-%2" 
WeIGNE: . 6 ala ks cogs cane F cease 10,5: 1b8. 


3-wire grounded, UL Listed, complies to OSHA 


Standard Equipment: 
1-Spiral Cutter. . #85401 
1-Arbor........ #92897 
1-Wrench..... .#22-15490.00 
1-Wrench...... #22-15491.00 


Optional Equipment: 
#91283 Carbide Tipped Straight Cutter. . #85523 


Router Accessories 
ee 


#83037 DELUXE HINGE TEMPLET 

@ For metal or wood jambs. 

®@ Weighs only 5% pounds. 

® Centered connecting rails give good working balance. 
@ All adjustments easily accessible. 

@ Large tough nails resist breaking. 


@ Transfers directly from jamb to door (or vice-versa) with 
hinges on either side of door. No turning templet end over end. 


® No straight edges, measuring tools, or calculations required. 
@ Works with or without jambs installed. 


@ Disassembles without changing hinge size or door thickness 
adjustments. 


Includes one 83037 Hinge Butt Templet, one regular and one 
extra long top gauge assembly. 


#83038 DELUXE HINGE TEMPLET KIT 


Includes the 83037 Deluxe Hinge Templet, metal carry 
case, one regular and one extra long top gauge assembly. 


#83002 HINGE TEMPLET 


Includes the features of the 83037 but will not work with metal 
jambs. Use for wood doors and jambs. Includes extra 83008 nails. 


#83003 HINGE TEMPLET KIT 


t sh 
eae Includes 83002 Hinge Templet and metal case. 
ae a_i ea #83004 EXTRA LONG LINK RAILS 
Special link rails for use with 83002 and 83037 Hinge Templets 
hhh = when mortising 3-hinge, 8' door. 


#83039 4-HINGE CONVERSION KIT 


(not shown) Used with 83002 or 83037 when mortising for four hinges on 
7'-9' doors. Includes three link rails for 7'-8' doors, three link 
rails for 8'-9' doors and one extra frame section. 


METAL JAMB GAUGE BLOCKS 

Must be used when transferring hinge location from metal 
jambs to wood doors. Used with 83037 Deluxe Hinge Templet. 
Order three of a size for 3-hinge doors and four of a size for 
4-hinge doors. 


HINGE SIZE HINGE SIZE HINGE SIZE 
2%"—83043 4" —83046 5%"—83049 

3" —83044 4%"—83047 

3%"—83045 5" —83048 

EXTRA TEMPLET NAILS 

HINGE TEMPLET NO. NAIL PART NO. 
(not shown) 
83000, 83001, 83002 83008 (twelve per package) 
83037 83018 (one per package) 
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DOVETAIL FIXTURES DOVETAIL KIT #82912 

Used with high-speed router and router bits. Makes high quality Everything needed for dovetailing. Includes: 82913 Dovetail 
dovetail joints with precision accuracy for an exact fit. Routes Attachment, 82855 Templet Guide, 82865 Templet Guide, 
both sides of the joint simultaneously. 85133 Router Bit. 

Includes 32915 Finger Templet. For use with Routers 90088, 90098, 90099, 90140 and 90150. 


82913—12" Dovetail Fixture 
92870—16" Dovetail Fixture 


5/16" to 5/8" Up to 12" 
85133 
7/16" to 1" Up to 12" or 82855 82865 
85240 
85133 
7/16" to 1" Up to 16" 29-23160.00 or 82855 82865 
85240 


7/16" to 1" Up to 12" 82913 82916 or 82855 82865 
85240 
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82979 


90084 


22-1126.00 
(2) 


22-1126.00 
(2) 


90084 


fares oes 
90008 90099M 


82904 


22-30666.01 


BASE 
SUB-BASE 


MOTOR BRACKET 


90140M 


82978 82901 90099B 82901 


29-33365.01 


29-15479.00 82904 


22-11260.00 
22-30666.01 


92825 


22-30666.02 
(2) 


82889 


COLLET %" 


— 


T 


82890 


73-32818.01 


y,'" 
CHUCK 
NUT 
ROUTER 
GUIDE 


EDGE GUIDE ATTACHMENT 


PLANE ATTACHMENT 


PLANE 
ATTACHMENT 


MOTOR ( 
BRACKET 

EDGE GUIDE 

ATTACHMENT 82917 


| 


TRAMMEL POINT 


TRAMMEL 
POINT 


NUMBER 
OF DOOR 
HINGES | THICKNESS 


FOR WOOD 
JAMBS ONLY 


FOR WOOD 
OR METAL* 
JAMBS 


EXTRA LINK 
RAILS 


2or3 


83002 
or 
83037 


83002 


CONVERSION 
KIT 


83002 
or 
83037 


*Metal jamb gauge blocks are required when working with metal jambs. 


83002 
or 
83037 


Router Accessories 


90300M 90303M 


90110 91263M 


92936 91263B 
or 
91262B 


MOTOR 90150M 90100M 
a 82002 901008 
SUB-BASE 29-22797.00 
22-33538.01 22-15491.00. 22-33538.01 
(2) 22-15490.00 (2) 


90300B 


29-13870.00 
or 
29-26860.00 


22-30666.01 


92985 


73-24540.00 73-32022.01 


29-12918.00 29-12918.00 29-15479.00 


29-14838.00 29-14838.00 


22-32956.01 
22-14939.00 


22-15433.00 
22-15377.00 


22-15433.00 
22-15377.00 


MOTOR 

BRACKET 

EDGE GUIDE 
ATTACHMENT | 82918 
PLANE 
ATTACHMENT | 82930 


TEMPLET GUIDES AND ROUTER BITS NEEDED 
| 


ORDER 82864 or 
ORDER 82869 85130 or 92839 4%" Shank 
or 
92840 %" Shank 


Router Accessories 


BONDED ABRASIVE 
b WHEELS AND POINTS 
aa ® Use in router motors to grind 
83025 83022 83023 = and sharpen router bits and 
83024 shaper cutters. All shanks 4". 


PLANE CUTTER GRINDING ATTACHMENTS, #82932 & 
' #82931 

Includes bevel cup grinding wheel 

#83025, guide finger, cutter 

spindle, wrench, mounting bracket 

and screws. 

#82932—Use with 90150M motor 
to sharpen plane cutters 
#85401 

#8293 1—Use with 90008 and 
90098M motor to 
sharpen plane cutters 
#85400 and #85401. 


“a 
= TEMPLET GUIDES 


DOOR HOLDER, 
#93005 


® For cutting, planing and routing doors, sashs and panels up 
to 2" thick. 


®@ Foot pedal clamps door quickly in place. 
@ Heavy-duty jaws and spring for years of trouble-free use. 
® Weight: 6 Ibs. 


Bea USE WITH ROUTER 


All Other 
Routers 


A=Distance templet guide tip 
ae from bottom of 
ase. 


General 


General 


*Use 85213 Bit **Not for 90085 
54 


B=Outside diameter templet 
guide tip. 
C=Inside diameter templet 
guide tip. 
Bottom © Mounting screws included. 
of Sub-Base 


e 
s 
PS Rest RIS 
RX 
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Router Accessories 
aaa ees Oe eae eee 


Cabinet Door Templet System 


Eliminates costly setup and change-over time and gives total door 
design flexibility. 


Router not included) 


#93910 is the basic machine that puts you in the 
cabinet door business. It accepts routers up to 1% H.P. 


and makes wide or narrow cuts and deep or shallow 
cuts. Router rides on door surface for uniform depth 
of cut and excellent control regardless of door 
thickness. 


Fast and Easy to Use 


Change from one door size to another using only 

two levers. 

@ Margin Stop—only four required to quickly set 
margins. Door edge-to-cut dimensions can be varied 
on all four sides or set at the same distance. 

® Door Clamp—locks doors in place and allows easy 
door insertion and removal. Three door-clamp grooves 
will handle a variety of door sizes. 

@ Corner Templets—only two knob adjustments are 
needed to change templets. Each templet gives a 
different corner design. 

® Doors Stops—automatically align doors. Anti-slip 
surfaces hold doors securely. Stops are spaced away 
from base for sawdust clearance. 

© Carriage —wear resistant sliding surfaces and ball 
bearing construction give accurate alignment and 
smooth operation. 

® Base—made of dense fibre-board with reinforced bar 
for long-life durability. 


SPECIFICATIONS: #93910 


Door Capacity: Length Width Thickness 
Standard Setup 4"-42" 4¥%,"-24"* Up to 2" 


With Vertical Stop 
Up to 2" 
Up to 1% H.P. 


*Door width sizes will vary with some accessories. 


Standard Equipment: 

Provincial Corner Templet Set.......... #93915 
Reverse Provincial Corner Templet Set. . #93916 
(See page 56 for specifications) 
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Corner Design Templet Sets for #93910, offer a wide range of door and 
matching drawer front designs. 


e Each templet gives a different corner e All Templets are made of tough wear- 
design and most templets are reversible resistant phenolic for long-life accuracy. 
for routing drawer fronts. 


Mea i et 
#93913 #93914 #93915 
Door Capacity: Door Capacity: Door Capacity: 
Width. ..5%"-24" Width. ..8"-24" Width. . .4%"-24" 
Length. .4"-unlimited Length. .8"-unlimited Length. .4"-unlimited 


ik 
{ “ & 5p 


; Kea | 
Penennren ne 


aaa 7 


#93916 #93934 #93935 
Door Capacity: Door Capacity: Door Capacity: 
Width. . .4%"-24" Width. . .3"-24" Width. . .3"-24" 
Length. .4"-unlimited Length. .3"-unlimited Length. .3"-unlimited 


#93936 #93937 #93938 
Door Capacity: Door Capacity: Door Capacity: 
Width. ..4%"-24" Width. ..5"-24" Width. . .6%"-24" 
Length. .3"-unlimited Length. .3"-unlimited Length. . 10"-unlimited 


RAISED PANEL ATTACHMENT #93911 

@ Use with 85463M and 85480M Router Bits. 

@ Attachment features 42" offset spacing for routing simulated 
raised paneled doors. 

® Two motor depth locking rings, for quick motor change, are 
included. 
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) Cathedral Design System for #93910 


For uniform routing of cathedral and traditional designs in both top and 
bottom doors. Margins and design shoulder heights remain constant 
regardless of door width. 


#93926 CATHEDERAL ATTACHMENT #93929 BOTTOM MARGIN STOP 
Includes: Holds templet for routing bottom of door. 
Top margin stop, main follower bracket and templet selector 

slide chart. 


#93927 and #93928 
Three-piece templet sets each give three different arc sizes to 
handle a complete range of doors: 


Door Capacity Length Width 


Standard Setup to 42" 10" to 24" 


#93927 #93928 ; 
- With #93910 Vertical 
Stop removed Unlimited 10" to 24" 


FOR 
THESE 
DOOR 
DESIGNS 


USE THESE 1—#93926 1—#93926 1—#93926 1—#93926 
ATTACHMENTS 1—#93927 1—#93928 2—#93927 2—#93928 
& TEMPLETS 1—#93929 1—#93929 
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#93917 Varable Arc Attachment for #93910 


For easy routing of the difficult arc design in doors 10" to 24" wide. 
#93917 maintains constant top margin and shoulder height, regardless 
of door width. 


RADIUS 
fT e@ 
Dual moveable pivots—allow arc radius to be varied and Slide chart—determines proper radius to use for each door 
center the arc in both horizontal and vertical axes of door. size and shows where to move the settings. 


Top margin stop—centers arc in vertical axis on door. Centering setting—centers arc in horizontal axis on door. 
SPECIFICATIONS 93917 
#93924 raised panel adapter mounts to $93917 for routing : 
simulated raised panel doors. Use with #85463M and Door Capacity: : 
#85480M Router Bits. Standard Set up 10" to 24" 


With 93910 Vertical 


Stop Removed 10" to 24" 
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#93918 High-speed Grooving Indexer for #93910 


ee Ee a 


For straight line grooving of symmet- 
rically spaced patterns, random 
grooving with cross planking. 


@ Trip arms—allow automatic index to next groove 
for continuous routing. 


@ Locking device—allows one-motion, pattern setting 
for different size doors. 


Symmetrical Patterns ® Maximum door capacity: 42"L x 24"W. Minimum 
groove spacing: 3/4". 


Maha ehhh heh we 


#93918 Indexer Includes: 


Trip Arm Assemblies 
Bridge with Trip Lever 

Dust Covers 

Centering Scale 

Threaded Rod with Holders 
10-#93925 Groove Stops 


#93922 PLANKING STOP 

1-Needed for cross planking. 

2-Needed for vertical patterns with 
horizontal boarders. 


#93925 GROOVE STOP 

Order for wide doors with intricate 
patterns where more than 10 grooves 
are required. 


Router Bits 


Bosch Router Bits are Designed for 
Longer Router Life, Long Bit Life, Faster 


Feed Rates and Smoother Cuts. 


Extra thick carbide 
inserts with heavy steel 
backing for greater shock 
resistance, less chipping 
and more resharpenings. 


Steep shear angle 
geometry for extra smooth 
chatter-free cuts and fast 
chip clearance. 


Precision ground shanks 


Extra-thick carbide inserts 


S 


\j 


~ Deep throated gullets, 
Shielded ball bearing precise hook angles, and 


pilot guide won't mar ——— ball bearing pilots give 
or burn work at any | |) il faster chip clearance and 
feed rate. high feed rates. 


Mirror finish cutting edges 


Deep-gullet chip pocket for 
high feed rates 


Strong webbing and heavy 
cutter backing—ground for 
balance and accuracy 


CONVENTIONAL GROUND EDGE SUPER-SHARP EDGE 


Router bit cutting edges magnified 100 times. They show the contrast between Setee ‘ — 
the rough, conventional, ground edge and the smooth, mirror finish edge of 
the super-sharp bit. Critical factors such as hook 
angle and radial relief are 
carefully computed. 
High-speed Steel Bits 


They are machined from the same high-speed, tool steel used in lathe bits and milling cutters. 
All are contour milled, heat treated and finish ground. 


Carbide Tipped Bits 


Only the very best grades of tungsten carbide are used. They are carefully selected for high- 
impact resistance and long life and bonded to alloy steel bodies at precise cutting angles. 


Super-sharp, Carbide Tipped Bits 


They are diamond honed with special microfine abrasives. The result is a mirror-finish edge 
with razor-like sharpness. They will out perform all other bits. The mirror finish is so smooth, 
it often eliminates sanding! 
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Production Edge Forming Bits 


RABBETING BIT 
TWO FLUTES 
CARBIDE TIPPED 

For fast, smooth rabbeting cuts without 
use of router guide. 


ms 
A B Cc D E F 

Rabbet Overall Flute Shank Shank Brng. Overall 

BitNo. Width Dia. Lgth. Dia. Lgth. Dia. Lgth. 
(ss)85218M  % 1% Ye M 1% % 2% 
(ss)85590M % 1% Ye Ve % Nw  2h%e 


To increase width of rabbet to %e' order 
%" dia. bearing 25-14201.00 and dust shield 73-3371.01. 


COVE BITS I 
TWO FLUTES 4 
CARBIDE TIPPED 


For decorative edging and period 
furniture. 


A B Cc D E F G 
Flute Shank Shank Brng. Overall Overall 
BitNo. Radius Lgth. Dia. Lgth. Dia. Dia.  Lgth. 
(ss)85205M % % 7) 1% Ya 1 2%e 
(ss)85206M  % eo A) 1% NY 1% 2%e 
(ss)85207M % Ne 1% NY 1% 2% 
(ss)85589M  % % Ye 1% NY 1% 2% 


ROMAN OGEE BITS 
TWO FLUTES 

CARBIDE TIPPED 

For decorative edging and period 
furniture. 


A B Cc D E F G 

Flute Shank Shank Brng. Overall Overall 

BitNo. Radius Lgth. Dia. Lgth. Dia. Dia.  Lgth. 
(ss)85270M = %2 "ho % 1% % 1% 2% 
(ss) 85591M  %2 Sho % 1% NY, 1% 2% 
(ss)85271M  % ho % 1% Ya 1% 2% 
(ss)85592M % 2542 % 1% % 1% 2'%e 


CHAMFER BITS 


TWO FLUTES 
CARBIDE TIPPED 


For beveling and decorative edging. 


A B c D E F 
Overall Flute Shank Shank Brng. Overall 
‘ BitNo. Bevel Dia. Lgth. Dia. Lgth. Dia. Lgth. 


(ss)85298M 45° 1% % % 1% hk 2% 
(ss)85597M 45° 1% % Ya 1% hk dhe 


CLASSICAL BITS 
CARBIDE TIPPED 
BALL BEARING PILOT 
Adds classic beauty to your 
product with beautiful 
decorative edging. =p 
A B Cc D E 
Overall Flute Shank Brng. Overall 
Bit No. Dia. Loth. Dia. Dia. Loth. 
(ss) 85579M 1% he NM % 2% 
(Ss) 85580M 1% Ya NY NY, 2%6 
(ss) 85581M 1% % % Ye 2% 
(ss) 85582M 1% % Ya Ya 21%6 
+c | 
D 
-F . c 
BEADING BITS : Hi 
TWO FLUTES fa 
CARBIDE TIPPED 
BALL BEARING PILOT 
Used wherever attractive, 


decorative edging is needed. 


A B Cc D E F G 

Flute Shank Shank Brng. Overall Overall 

Bit No. Radius Lgth. Dia. Lgth. Dia. Dia.  Lgth. 
(ss)85493M  %e 3% % 1% % h 2% 
(ss)85494M  % 3% % 1% % 1 2% 
(Ss)85495M %e sq % 1% % 1% 2% 
(ss) 85598M  %e 3%a % 1% % 1% 2% 
(ss)85496M  _% §%a “ 1% % 1% 2% 
(ss)85599M % "Sa Ye 1% % 1% 2% 
(ss)85497M% 5% % 1% % 1% 2% 
(ss)85600M % 5% YN 1% % 1% 2% 


ROUNDING OVER BITS 


TWO FLUTES 

CARBIDE TIPPED 

For smooth, uniformly rounded 
edges. Lower depth setting 
produces rounded corner with 
decorative bead. 


A B Cc D E F G 

Flute Shank Shank Brng. Overall Overall 

BitNo. Radius Lgth. Dia. Lgth. Dia. Dia. Lgth. 
(ss)85293M %e 3% ON 1% Ya % 2% 
(ss)85294M 1% 3% 1% % 1 2%e 
(ss)85295M —_%e 3% % 1% % 1% 246 
(ss) 85593M Ke 3a NY 1% %, 1% 2%e 
(ss)85296M % 4%, 1% Y% 1% 2% 
(ss)85594M % 4%, oN 1% Ye 1% 2% 
(ss)85297M_% 5% OM 1% Ye 1% 2h%he 
(ss)85595M  % 5%, oN 1% N% 1% 2% 

(ss) 85596M  _% Ke % 1% YN 1% 3 
(ss)85434M % 


62 (ss) Indicates Super Sharp Bit. 
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Production Edge 


CARBIDE TIPPED 
BALL BEARING PILOT 
One bit produces 3 different cuts. 
Graceful lines of the Ogee cut can be 
attractively accented by one or two 
RAISED PANEL BITS filets iy iourering depth settled or 
CARBIDE TIPPED using %” diameter bearing 
BALL BEARING PILOT (No. 25-14201.00). 
Clean simple lines accentuate A B c D E 
an attractive surface. Overall Flute © Shank Brng. —_ Overall 
Pe: . B ae we fee 7 Bit No. Dia. Lgth. Dia. Dia. Lgth. 
erall lute ank g. era M 1 9 1 1 “OY 
BitNo. Dia. —Lgth. Dia. ~—sia.~—Lgth. elecae ° 4 os ¢ ane 
(ss) 85583M 1% he % NY 26 (ss) 85586M 1% Ne N% % 2'Ke 
Edge Forming Bits 
ROMAN OGEE BITS a bell 
an SEED SE HIGH SPEED STEEL 


For decorative period furniture. High 
speed steel pilot. 
A B Cc D E F G 
Flute Shank Shank Pilot Overall Overall 
BitNo. Radius Lgth. Dia. Lgth. Dia. Dia. Lgth. 
85161 Sho % % 1 Ke 1546 1% 
85162 M% 25 Ne 1 X%e «= 1K 2%e 


C—| #-— 
3 
G 


OGEE BITS ont 
HIGH SPEED STEEL Ae 
For decorative cuts. Use with le 
router-guide. 


A B C D E F G 
Flute Shank Shank Lower Overall Overall 

Bit No. Radius Lgth. Dia. Lgth. Dia. Dia.  Lgth. 
85163 %e % 1 Ke 1%6 1% 
85164 %2 =—?%e N% 1 Ke 1%. 1% 


CHAMFERING BITS 


TWO FLUTES 
HIGH SPEED STEEL 
For decorative edging and concealed be 
joints. High speed steel pilot. A 
A B Cc D E F 
Overall Flute Shank Shank Pilot Overall 
BitNo. Dia. Lgth. Dia. Lgth. Dia. Lgth. Bevel 


85131 Ke "he % 1 Ke 1% 45° 


7a 


Cc 


RABBETING BITS cL 
HIGH SPEED STEEL B 
Equipped with pilot for making 


rabbeting cuts without the use of a LE 
router guide. High speed steel pilot. 
A B Cc D E F 
Overall Flute Shank Shank Pilot Overall Rabbet 
BitNo. Dia. Lgth. Dia. Lgth. Dia. Lgth. Width 
85150 '%e Ke % 1 %e 1% % 
85151 Ke ’ % 1 H%e =—«1'%e % 


For decorative edging. High speed 
steel pilot. 


A B Cc D E F 
Flute Shank Shank Pilot Overall 
BitNo. Radius  Lgth. Dia. Lgth. Dia. Lgth. 


85126 Ke % % 1 He 1% 
85127 Ya % % 1 Ke 1% 
85128 % % MY 1 Ke 1% 
85129 Y, 25> M% 1 Ke 2 
cC—> D 
if 

ROUNDING OVER BITS HI 
TWO FLUTES a 
For decorative edging and drop leaf Al HE 
table joints. High speed steel pilot. 

A B C D E F 


Flute Shank Shank Pilot Overall 
Bit No. Radius  Lgth. Dia. Lgth. Dia. Lgth. 


85117 Xe % 

85118 % % 
85119 He % 

85120 % he 

85121 % 1 
BEADING BITS 

TWO FLUTES 

HIGH SPEED STEEL 


For decorative period furniture. High 
speed steel pilot. 


A B Cc D E F 
Flute Shank Shank Pilot Overall 
BitNo. Radius  Lgth. Dia. Lgth. Dia. Lgth. 


85122 Ke % % 1 Ke I% 
85123 % % Ya 1 Ke 1% 
85124 Ms Ya A 1 Ke 1% 
85125 % 29h2 NM 1 Ae 2%e 


(ss) Indicates Super Sharp Bit. 63 


Router Bits 


Production Groove 
Forming Bits 


ROUND NOSE (CORE BOX) 


Cuts rounded grooves used in a variety 
of applications ranging from doors to 


columns. 
A B Cc D E 
Overall Flute Shank Overall 
Bit No. Dia. Lgth. Dia. Radius Lgth. 
(ss) 85444M 7) % % % 2 
(ss) 85445M % Ke 7) Ke 1'%e 
(ss) 85446M Y % “a % 2 
(ss) 85447M % he % Ke 2%o 
(ss) 85448M % % % % 2% 
(ss) 85451M % Ye % % 2% 
mame 
Cc 
E 
RAISED PANEL BITS 
Wide, shallow cutting bit for raised 
panel effect in one pass. Also used Vy) m4 
in combination for closer raised acres 
panel simulation. ome 
A B Cc D E 
Overall Flute Shank Bevel Cut Overall 
Bit No. Dia. Loth. Dia. Depth Lgth. 
(ss) 85480M 1% As ’ Ke 216 


V-GROOVER AND 
SCORER BITS 
SINGLE FLUTE SOLID CARBIDE 


For grooving and scoring panel design in 
wood surfaces. Produces simulated 
paneling for walls, doors and furniture. 


A B Cc D 
Overall Flute Shank Overall 
Bit No. Dia. Lgth. Dia. Lgth. 
85284 % % “ 1%.6 


“V” GROOVING BITS 
TWO FLUTES 


Excellent for door front grooving, 
lettering and sign work. Shear angle 
cutter geometry for smooth efficient 


Cutting. 
HIGH SPEED STEEL 
A B Cc D E 
Bevel Overall Shank Flute Overall 
Bit No. Cut Dia. Dia. Lgth. Lgth. 
85089 % Ke % 1% 1% 
85090 %s 1% % % 1% 
CARBIDE TIPPED 

85219 % %e 7) "ho 1% 
85220 % 1% % 1% 11% 


OGEE BITS 

Add the graceful symmetrically 
balanced ogee cut to your 
product for eye pleasing appeal. 
Recommended for both grooving 
and edge forming cuts. 


A B Cc D E 
Overall Flute Shank Decorative Overall 
Bit No. Dia. Lgth. Dia. Cut Depth  Lgth. 
(ss) 85461M % Ke Me %a 11%6 
(ss) 85462M Y, % MN 2 2 
(ss) 85463M % Ke YM %e 2%e 
(ss) 85464M % Ae % %2 216 


TRADITIONAL BITS 
Especially attractive where a 
wide, shallow decorative cut is 
needed. Flat bottom gives a 


a 


raised effect to panels using ide 

this design. Also recommended = A 

for edge forming. A 

panel riots Sank fier ate jai 

Bit No. Dia. Loth. Dia. CutDepth  Lgth. 

(ss) 85474M NY, % % % 2 

(ss) 85475M % re M% Ke 2% 

(ss) 85476M % Ke Ya He 2% 

CLASSICAL BITS 


CARBIDE TIPPED 

For beautiful decorative 

grooving. Adds a real quality bs 
accent to any product. Also 

recommended for edge = “ 
forming. 


A B Cc D E 
Overall Flute Shank Decorative Overall 
Bit No. Dia. Loth. Dia. Cut Depth  Lgth. 
(ss) 85467M Ye % % Sho 2 
(ss) 85468M % Ye % 2 2% 
(ss) 85469M % Ye NY, S42 2% 
(ss) 85470M 1 % NY, % 2h 


BEADING BITS 


Used extensively for provincial 
design in doors. 


A B Cc D E 
Overall Flute Shank Bead Overall 
Bit No. Dia. Loth. Dia. Depth Lgth. 
(ss) 85478M % Ke % % '%e 


64 (ss) Indicates Super Sharp Bit. 


Router Bits 


Groove Forming Bits 


CORE BOX BITS 
TWO FLUTES HIGH SPEED STEEL 


For symmetrical round bottom 
decorative cuts. Especially effective 
in fluting flat surfaces. 


A B Cc D 
Overall Flute Shank Overall 

Bit No. Dia. Lgth. Dia. Lgth. 
85108 % M % 1% 
85109 Ke N% % 1% 
85110 % Ns M 1% 
85111 Ke Ae % 1% 
85112 Ye Ye % 1'% 
85114 % % % 1% 
85116 % 1% % 1'%2 


DOVETAIL BITS 
For making dovetail joints = 
HIGH SPEED STEEL 
A B Cc D E 
Overall Flute Shank Shank Overall 
Bit No. Dia. Loth. Dia. Lgth. Lgth. 
85132 %o % % 1% 1% 
85133* %e ho % 1% 1% 
CARBIDE TIPPED 

85240* "hp NY N% 1% 1% 


*85133 and 85240 make same cut but 85240 does not cut 
glue slot. 


HINGE MORTISING 
BITS 


Cuts mortise for hinge butts with 5%" 
corner radius. Will cut entire mortise in 3 
one pass. Purchase shank separately. * 


A B Maximum 
Overall Flute Depth 
Bit No. Dia. Lgth. of Cut Thread 
85130 1% ho %o He-24 
CARBIDE TIPPED 
85238 1% ho %o 6-24 
SHANKS FOR 85130 AND 85238 BITS 

Shank Shank Shank 

No. Dia. Lgth. Thread 
92839 N% 1% 6-24 
92840 Y 1% He-24 


PROVINCIAL DESIGN 
VEINER BITS 
SOLID CARBIDE FLUTE 


For recessed design veining in fine 
Cabinet surfaces. Used extensively for 
door front grooving. 


A B 
Cut Flute Shank Overall 
Bit No. Dia. Lgth. Dia. Lgth. 
85281 % Ke 
85282 Ke % 
85283 % % 
STAIR ROUTING BITS 
CARBIDE TIPPED 
Cuts Dovetail-like joint for locking 
stair treads and risers into stair 
stringers. | 
A B Cc D E 
Overall Flute Shank Shank Overall 
Bit No. Dia. Lgth. Dia. Loth. Loth. 
(ss) 85412M Ke % NY 1% 2M 
(ss) 85413M % % % 1% 1% 
VEINING BITS 
SINGLE FLUTE HIGH SPEED 
STEEL 
For decorative line work on any surface. 
A B 
Cut Flute Shank Overall 
Bit No. Dia. Lgth. Dia. Lgth. 
85105 % Ke % 1%6 
85106 Ke re % 1% 
85107 he As % 1% 
HINGE MORTISING BITS 


Fast cutting bit for making mortises 
when work is started at the edge. 
Smooth finish left makes this bit ideal 
for surfacing operations. Also used 
where good chip clearance is important 
in application such as gummy wood. 


HIGH SPEED STEEL 
A B Cc D E 
Overall Flute Shank Shank Overall 
Bit No. Dia. Lgth. Dia. Lgth. Lgth. 
85157 % As % 1% 1% 
85158 Ke % % 1% 1% 
85159 NY, 1% N% 1% 2% 
CARBIDE TIPPED 

85249 Ye Ke % 1% 2% 


SONS SOT TS RSS SR IE I DPS TEE I LEI EET LD LONE ELLE ELIA ELA TELE, 
(ss) Indicates Super Sharp Bit. 65 


Router Bits 


Straight Bits 
STRAIGHT BITS 
TWO FLUTES 
Designed to give excellent smoothness 
STRAIGHT BITS of cut and balanced cutting with 
SINGLE FLUTE minimal vibration. Positive hook 


Designed for roughing operations 
where high production feed rates 
are essential. Optimum chip 


angles for efficient cutting. Strong 
webbing and heavy cutter backing 
give superior bit life. 


cause HIGH SPEED STEEL 
A B Cc D E 
Cut Flute Shank Shank Overall 
Bit No. Dia. Lgth. Dia. Lgth. Lgth. 
HIGH SPEED STEEL 85096 % % % 1 1% 
A B Cc D 85180 % 1% % 1%. 2% 
Cut Flute Shank Shank Overall 85196 7) 1% % 1%. 2% 
Bit No. Dia. Lgth. Dia. Lgth. Lgth. 85097 Ke % % 1 1% 
85091 Ye Ke % 1 195%, 85181 Ke 1% % 1%. 2546 
85092 % Ke % 1 1%. 85098 % Ne % 1 1%. 
85152 % % Ya 1%6 13% 85194 % 1% % 1% 2% 
85093 2 % Ya 1 1% 85139 % 1% Y 1% 2%6 
85094 Ke Ke % 1 11%, 85099 Ke 6 NY 1 1%. 
85153 Ke % % 1%. 2% 85100 Ye % Y 1 1% 
85095 A Ae % 1 1% 85140 % 1% % l%6 2%e 
85154 Ya 1 Ya 1%. 2%e 85182 % 2 % 2 4 
85101 Ke % % 1 1% 
CARBIDE TIPPED 85102 %, % Y, 1 1% 
85279 %e % % 1 % 85103 1% % } ? 
1 1 3 1 16 8 Ya 1 1% 
(ss) 85410M % 1 % 1% 2% 85104 % 5 1 1 15 
(ss) 85411M Se % Y% 1% 2%, : “ . : 
‘ e542 1% Y, 1%e 2% 
(ss) 85275M % 1 % 1% 2% 13, 5 1 5 
; ; ; ) 85186 Ke % % 1 1% 
(ss) 85409M % 1% 2 1% 3% { 1 1 
; ; } Y 85145 1% % 16 2%e 
(Ss) 85425M Ay 1 A 1% 2% 
(ss) 85426M 1% Ye 2% 3'%. ED GAREWE TPS 
(ss) 85264M = % 2 Ye 2 4 85213 % % % Ke 1% 
85280 Y % % 1%. 1% CARBIDE TIPPED 
A B Cc D E 
Cut Flute Shank Shank Overall 
Bit No. Dia. Lgth. Dia. Lgth. Lgth. 
(ss) 85221M % % % 1%. 16 
; (ss) 85250M MY h % 1% 2% 
| (ss) 85289M N% h % 1%6 2%6 
(ss) 85459M* 7) % % 1h 2% 
Cc —! 
: (ss) 85460M* Y % NY 1% 2% 
D 
85223 % Yo % 1 17 
STAGGER TOOTH BITS | 8224 Xe OKT 
CARBIDE TIPPED 85225 % % % 1 1% 
The production bit for cutouts. (ss) 85276M—% “he % % 2% 
Staggered cutting flutes give 2 (ss) 85241M— % u %e ‘he 2%e 
flute balance of cut with single 85226 As % % 1 % 
flute speed of cut and excellent 85227 %e Ne % 1 1% 
chip clearance. (Ss) 85427M YN, 1 vA 1% 26 
(ss) 85242M ——% 1% Y, he "Ke 
1 1 
a. 2 5) 85200" OTe De 
Cut Flute Shank Shank Overall 95229 % % % { 15% 
Bit No. Dia. Lgth. Dia. Lgth. Lgth. 85230 % % ¥ 1 1% 
(ss) 85202M % 1% Ye 1% 3% (ss) 85454M % 1% % 1% 2%6 
(ss) 85278M NY 2% Ye 1% 46 85231 Ye % 1 1% 
85291M % 1% % Ke 2'he (ss) oe Ye 1% % 1% 2% 
852. % % “A 1 1% 
(ss) 85265M % 1% NY 1% 2% 
(ss) pty 2540 1% NY 1% 2% 
1% % Ys 1 1% 
(ss) 85457M 1% 1% % Ko 2%6 
(ss) 85458M % 1% VY l%6 2% 
(Ss) 85243M 1 1% % 1%6 2%6 
*Not guaranteed against breakage because of extreme length. 
RE ROMER ECS ERS PS OTST ERR HST NNT BEREAN TE ESE IS FI PES EL URS TENGE GRIESE es SATE GS ELEN CELE EEN SE IT EDT LATO D ELLE LED DELETE TIE ELSE LEE EEE IER EVE RIED. 
66 (ss) Indicates Super Sharp Bit. 


; Pilot Panel Bits 


Router Bits 


PILOT PANEL BITS WITH [ 


and paneling. Drill through pilot point for guiding on template or framing 


DOWN SPIRAL DRILL | 
THROUGH PILOT BITS DRILL THROUGH POINTS | | 
HIGH SPEED STEEL For windows and door cutouts in abrasive insulation materials, plywood | 


For cutting aluminum sheet, wall panels, plywood, chipboards, insulation 


after panel has been mounted. 


sheeting and other synthetic boards. 


~ Pushes chips down while cutting to eliminate chip build-up and clogging. ‘ Sree . , 
¢ Eliminates chipping and upward tearing of material. 
+ Eliminates vibration and extends bit life. <_ oc ua -_ “a ie | 
* Gives very smooth cut. ‘ . ‘ . . : 
85146 % % % 1% 2% | 
A B Cc D E 85147 % % % 1%6 3 
Cut Flute Shank Shank Overall 85188 % 1% % 1%. 3% | 
Bit No. Dia. Lgth. Dia. Lgth. Lgth. CARBIDE TIPPED } 
85183 % 1% % 1% 3% 1 3 \ 9 5 | 
ae % he 8 aM OCS | 
85185 % 1% Y, l%o 4% 85245 % % % 1%. 3 | 
85245M % % 1'%e 3 
85246 % 1% Y, 13% 3% 
85246M Y, 1% % 19%. 3% 
c- 85407 % 2 % 1% 4% 

High speed steel pilot panel bit without drill through point. 

E — 85156 % % % 1%2 2% 
B ry 
. 
7 


) PILOT PANEL BITS 


2 FLUTE 8 
Two flutes give smooth cuts and even feed rates without chatter, drill STAGGER-TOOTH PILOT | 
through point. PANEL BIT WITH DRILL 
HIGH SPEED STEEL ‘ ‘ THROUGH POINT 
A B Cc 
Cut ‘Flute © Shank © Shank —_Overall CARBIDE TIPPED mwa 
Bit No. Dia. _—_Lgth. Dia. Loth. Lgth. Staggered flutes give excellent chip clearance and high feed rates. Use 
i a for production cutting of window, door and other openings in abrasive 
854294 1 % 1% 3 materials. 
CARBIDE TIPPED 
y 3 \ A B Cc D E 
(ss) 85428M % % * a < Cut Flute Shank Shank Overall 
Bit No. Dia. Lgth. Dia. Lgth. Lgth. 
(ss) 85408M % 2% Ya lhe 4% 


Slotting Cutters 
~ ick, stormine 4 
KC + CUTTERS . 
8B 2 FLUTE 
THREE FLUTE CARBIDE TIPPED ST _ 
SLOTTING CUTTERS a Used to make slots for “T” molding and weather S 
CARBIDE TIPPED i stripping. CUTTER 12-32 THD. 
Used to make slots for “T” molding and weather A B c CARBIDE TIPPED 
stripping. 3 wings for extra strength and long life. Cutter Cutter Arbor Mount directly on spindle shaft of 91000 (LM1000) 
A B c D No. Dia. Kerf Hole Lock Mortiser. A 
Cutter Cutter Arbor Depth 85505 1%. Ys Ya 
No. Dia. Kerf Hole of Cut 85506 1% Ks Nn i No. oe Width 
J 1 5 1 85507 1% a Ya 54) AG 
so . sy a : 85508 1% %e % 85484 1 
95528 1% %o Ke Y% 85517 1% Ke Ae 85486 1% 
85529 1% % Ke ¥, 85518 1% %a Ke 
; 85519 1% %e Ke 
85520 1% Ns Ke 


(ss) Indicates Super Sharp Bit. 67 


ES 


Router Bits 


Laminate Trim Bits & Cutters 


2 FLUTE LAMINATE 
FLUSH TRIMMING © 
BITS 


CARBIDE TIPPED 
BALL BEARING 


For fast, smooth, 


accurate trim cuts. oe 
Shielded compact ball © A }- 
bearing pilot. 
A B Cc D 
Cut Flute Shank Overall 
Bit No. Dia. _Lgth. Dia. Lgth. 
85268 % 1 % 2'%e 
85269 % Ya Me 2% 
85277 Y, 1 % 2% 
85266 Ye 1 % 2% 
85267 Ya % % 2542 
(ss)85441M_% 1 NY 2% 
2 FLUTE 
ECONOMY 
LAMINATE 
TRIMMER cm 
ASSEMBLIES 
CARBIDE TIPPED 
BALL BEARING 


For fast accurate trim 
cuts. Economy priced 


3 FLUTE LAMINATE 
FLUSH TRIMMING 
BITS 

CARBIDE TIPPED 
BALL BEARING 
Gives chatter free 
production trimming 
with extra smooth flush 
trim cut. Compact ball * 
bearing assembly is 


equipped with glue shield. 
A B Cc D 
Cut Flute Shank Overall 
Bit No. Dia. Lgth. Dia. Lgth. 
85216 Ye 1 M% 2% 


Replacement bearing number 25-20555.00. 


FLUSH AND 
BEVEL 3 FLUTE 
LAMINATE 
TRIMMER 
ASSEMBLIES 


CARBIDE TIPPED 
BALL BEARING 


For extra smooth production trimming. Assembly 


4 FLUTE LAMINATE 
TRIMMER 
ASSEMBLIES 
For ultra-smooth finish 
trimming. Ball bearing 
is equipped with glue: 
Shield. Components are * 
individually replaceable. 


a4 


A B Cc 
Bearing Flute Shank Arbor Type 
BitNo. Dia. Lgth. Dia. Size Cut 
85414M % Ke % Ae Flush 
85415M  % % % %e— 15° Bevel 


D-Overall bit lengths—2% 


4 FLUTE 
DOUBLE 
FLUSH 
TRIMMER 
ASSEMBLIES 
CARBIDE TIPPED rer 


For flush trimming laminates on both sides of piece in 


replaceable cutter and includes arbor, replaceable 3 wing cutter and ball bearing. —_ single pass. Spacers adjust distance between cutters 
bearing. The favorite bit in high production shops for years. to give width of cut 4" to 1%". 4 Flutes give ultra- 
A B c A B Cc smooth finish. 
Overall Flute Shank Arbor Type 
Bearing Flute Shank Arbor Type A B Cc D 
BitNo. Dia. Lgth. Dia. Size Cut etliek Mie “s rn i ba Cut Flute Shank Overall Arbor Type 
85430 % % % Y% Flush () () 4 () u Bit No. Dia. Lgth. Dia. Loth. Size Cut 
85431 % «86% =O? Bevel 88420 % KR Reve 85416M % He % «Be He Flush 
D-Overall bit lengths — 1°34. e422 HHH KH 10? Bevel 
85423 1 % N % 45° Bevel 
D-Overall bit lengths —1'%. 
85424 h % Ya Ae Flush 
D-Overall bit length—3 4 FLUTE _ 
— REPLACEMENT <—_ 
2 FLUTE + CUTTERS 
REPLACEMENT B CARBIDE TIPPED az 
CUTTERS a Extra thick carbide inserts with ; 
pete TIPPED 3 FLUTE / strong steel backing for long 
: - REPLACEMENT  (@% lige 
Flush Trim Replacement for 85430. ‘© 
CUTTERS Cutter Flute Arbor Type Replacement 
A B Cc IDE TIPPED No. Loth. Hole. Cut Cutter for 
Overall Flute Arbor Type CARBIDE TIPPE ‘ 85417M  %s %6 ‘Flush = «85414 
Cutter No. Dia. Lgth. Hole Cut ‘For Above Listed Assemblies. & 
85435 % % ’% Flush Cut Flute Arbor = Type 85416M 
10° Bevel trim replacement cutter for 85431 BitNo. _ Dia. Loth. Hole Cut 85418M  % %e 15° Bevel 85415M 
A B C 85509 % % % Flush 
Overall Flute Arbor Type 895510 Ie % Ke Flush 
Cutter No. Dia. Lgth. Hole Cut 85516 % % % ce sre 
43 5 y \ 85511 % % % 10° Bevel 
alate 7 i ia aa % % 45° Bevel 
68 (ss) Indicates Super Sharp Bit. 


Router Bits 


Laminate Trim —— & Cutters 


COMBINATION 
OVERHANG 
CUT-OFF BITS REGEL nee 
sega TRIMMER BITS 
BALL BEARI —4 Bk SOLID CARBIDE TIP 


For rough sizing of plastic laminates, prior to gluing, 
without scribing or sawing. Leaves 3/16" overhang. 
Ideal for tops with irregular shapes. 


BEVEL 

TRIMMER 

SOLID CARBIDE 

Provides 712° 

bevel on trim edge 

of plastic laminate surfaces. 


Self-pilot = og ee, 


Can be used for 10° bevel or flush square trim edge 
cuts. Used with router guide assembly. 


as cane Shenk Type 
A B c D ne ‘ B P m. ‘. ‘ Bit No. _Lgth. Lgth. Dia. Cut 
Cut Bearing Shank Flute e = Overa an ype = =—_-g5286 ) 19 1 7%° Bevel 
BitNo. Dia. Dia. Overhang Dia. Lgth. BitNo. Lgth.  Lgth. Dia. Cut ‘ Pt - : 
e617 % Ke BABB eH aye 10° COMBINATION 
E-Overall length—2% FLUSH AND 
BEVEL 
TRIM BITS 
CARBIDE 
HOLE AND said 
FLUSH FLUSH CUT 
TRIMMER TRIMMER 
BITS 
0 RBI SOLID CARBIDE . Combines 22° bevel trim and flush trim cuts in one bit. 
SOLID CARBIDE Drills through surface lamination into precut opening, Used with router guide assembly. 
Makes flush trim edge cut. Self-pilot. and trims edge flush in one operation. A 5 c 
A B Cc A B c Flute Overall Shank Type 
Flute Overall Shank = Type Flute Overail Shank Type BitNo. Lgth.  Lgth. Dia. en 
Bit No. Lgth. Lgth. Dia. Cut Bit No. Lgth. Lgth. Dia. Cut 85261 2%, 12%, % Flush or 
85285 % 1% % Flush 85287 Na 1%. MN Flush Bevel 10° 


Plane Cutters 
PLANE CUTTERS 
SPIRAL FLUTES HIGH SPEED STEEL 
A B Cc For 
Cutter Cutter Cutter Arbor Plane 
No. Dia. Lgth. Hole No. 
85401 '%6 2%6  .315 91283, 80058 
82949, 82930 
85402 % 2% 315 J40 
85403 1% 23%_ 800 90050 
CARBIDE TIPPED 
85521 1% 23%4 300 90050 
PLANE CUTTERS 
STRAIGHT FLUTES CARBIDE TIPPED 
A B c For 
Cutter Cutter Cutter Arbor Plane 
No. Dia.  Lgth. Hole No. 
85523 '%5 2%e %_ 08, 91283 
J48, 80058 
85525 1% 23%,  .305 90050, J50 
SHAPER CUTTERS 
a HIGH or STEEL CONCAVE CUTTERS 
> B co 
DP ages hie Cutter Arbor Radius 


No. Dia. Width Hole of Cut 
85329 '%e 2% Ya Na 


For 90114 hand shaper. 85331 ‘%e ho % % 


Trim Saws 


FLUSH CUTTING TRIMMING SAW 


SOLID CARBIDE BLADE PERMANENTLY MOUNTED 
ON SHANK 


A B C 
Cutter Cutter Shank 
‘gs Bit No. Dia. Thickness Dia. 
= 82800 % he % 
FLUSH CUTTING TRIM SAW 


COMPLETE ASSEMBLY FOR FLUSH TRIMMING. 
REPLACEABLE BLADE. 


A B C 

Cutter Cutter Shank 
Bit No. Dia. Thickness Dia. 
92834 1% Ya % 


92832 Replacement Blade For Above Assembly. 
Note: 92834 can be converted to self piloting 
flush trim bit saw by replacing assembly 
spacer with 20525 or 82922 ball bearing. 


TRIM SAW 
BLADES 
A B Cc D 
Cutter Cutter Cutter Arbor No. of 
No. Dia. Thickness Hole Teeth Material 
82801 % Yao MN 18 Solid Carbide 
92837 2 ha Ke 24 High Speed Steel 
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Router Bit Accessories 


ROUTER BIT KIT CASE, T 2216 
Build your own router bit assortment with this heavy duty, 
long-life, plastic case. Molded inserts securely hold up to 24 
bits, 4%" diameter shank. Size 2"H x 7%". x 4"W. 


: cates nr ROUTER BIT KIT, #82949 
HIGH SPEED STEEL ROUTER girs Includes one each popular high-speed steel router bits: 85092, 


TEAL ENY ROU IRS 85096, 85098, 85105, 85108 and 85118. 


DOUBLE END BIT ADAPTERS 
Adapt %" and %." shank bits. For use in 4%" shanktrouters. 


ae cael 


SILICON CARBIDE HONE, #82925 
For honing carbide tipped and high speed steel bits and cutters. 


EXCLUSIVE RAISED PANEL SYSTEM 


83019 oo Closely simulates 
TEMPLET gy 82869 raised panel design 
GUIDE TEMPLET found on most 
85463M BIT sd i — expensive doors. 
OR 
85464M BIT PLUS EQUALS 
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Router Bit Component Parts 
eae ae EO 


85205M 
85206M 
85207M 
85216 

85218M 
85270M 
85271M 
85293M 
85294M 
85295M 
85296M 
85297M 
85298M 
85434M 
85579M 
85580M 
85581M 
85582M 
85583M 
85584M 
85585M 
85586M 
85589M 
85590M 
85591M 
85592M 
85593M 
85594M 
85595M 
85596M 
85597M 


25-20555.00 


22-14048.00 


24-14274.00 


24-10545.00 


24-14170.00 


85217 


25-20518.00 


L 


22-14049.00 


24-26882.00 


24-22994.00 


85266 
85267 
85277 
85441M 


25-20555.00 


22-14048.00 


24-14340.00 


85268 
85269 


25-10694.00 


73-33343.01 


24-10544.00 


85414M 
85215M 


25-20568.00 


22-14338.00 


24-14341 = | 


85421 
85422 
85423 


25-20524.01 


73-12887.00 


24-24654.00 


1 


85430 
85431 


25-20524.00 


22-14471.00 


} - 


24-24654.00 


85493M 
85494M 
85495M 
85496M 
85497M 
85598M 
85599M 
85600M 


25-14201.00 


73-33271.01 


24-14788.00 


24-10545.00 


ds 


24-14170.00 
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Router Bit Component Parts 


Cutters & Arbors 


ARBOR 
92812 82805 


Shank Diameter rare 


Length 


Arbor Diameter we y" 
1 xy" td 


Flush Trim Laminate Cutters 
Bevel Trim Laminate Cutters 


q 


85509 


Slotting Cutters 
oy 


3-Wing Cutters 


vT 


Trim Saws 82801 


a 


92837 


Shaper Cutters 


Ty 


Grinding Wheels 


83024 


3-Flute 


4-Flute 3-Flute 
85417M 85510 
4-Flute 
85418M 


Ball Bearing Assembly _ 


@ 
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Regular 
%" 0.0. 
20524 


Oversized 


82921 


Regular 
%" 0.D. 


1%.6" 0.D. 


20524 
Oversized 


82921 


1%." 0.D. 


Regular 
%" 0.0. 
20525 


Oversized 


82922 


1%." 0.D. 


Oversized 
1%6" 0.D. 
82922 


82813 
Precision 


4-Flute 
85417M 


Regular 
%" 0.0. 
25-20568.00 


Circular Saw 


7-1/4" CIRCULAR SAW, #90714 


Lightweight, well balanced and rated heavy-duty for the most 
demanding applications. 


@ All ball and needle bearings. 
@ Externally accessible brushes for quick inspection and replacement. 


® Sawdust ejector system carries debris away from operator and 
work piece. 


Specifications #90714 


RENO oe ORE AR ne eee eg eee whe, 
WME FINE «pico oe eee Acie eee be Se epee ane 
No oad FRM ser eno ok lee eg es eee le Oe eee 5,000 Standard Equipment: 


Blade DigMetet ioe es ee he eine ee se ee eee oe Beers og Combination blade and blade wrench 
Arbor Hole: ii Sen SORE et On oo Be bye Gils Fe ee Re 


Depth of Cut Optional Equipment: 
Pe i a ae ee Oe i Re ae a ee ee Rip guide #93421 | 
@ Front and rear locking points give positive parallel accuracy. 


[o) Double Insulated, UL Listed, complies to OSHA. @ Can be inverted and used as an outboard extension for specialty 


applications. 


Circular Saw Blades, 7-1/4" x 5/8" Arbor hole 


e High quality, chrome-nickel-alloy steel, precision sharpened for fast, clean cuts. 
e Removable bushing reduces %" hole for 2" arbors. 


Type 1, coarse tooth, Type 2, cross cut #15-056 Type 3, combination mitre Type 4, extra fine cutting, 
combination rip and #15-066 hollow ground for plywood 
cross cut #15-086 and chipboard #15-046 
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Jig Saws 


@ Bayonet Lock—Exclusive blade system maintains 
stability and blade control under all cutting conditions. 
BAYONET LOCK eliminates the set-screw mounting 
hole, which is the most common breaking point on 
Universal Mounting jig saw blades. 


® Smooth Running—Free-swinging internal weights 
dynamically balance the cutting mechanism for 
smooth, vibration-free operation at any speed. 


@ Versatile—Designed for vise mounting upside down 
with auxiliary saw table for stationary sabre saw 
applications. 
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@ Roller Guide Support—Hardened alloy steel roller 
gives maximum blade support behind cutting point. 


@ Adjustable Orbital Action—This control allows oe 
selection of blade action. It allows changing blade “ 
action from STRAIGHT LINE RECIPROCATING, for 
cutting heavy metal, ceramic tile, marble, glass or very 

hard wood, all the way to FULL ORBITAL for fastest 
cutting in medium and soft materials, scroll cutting, 
plunge cutting, etc. Intermediate settings can be used 
to custom tailor the blade cutting action. 


(Model 1578 is shown.) 


ee ee rT eT ee a 


Jig Saws 


a 


Blade Shank Style 


ORBITAL ACTION JIG SAWS, MODELS 1577 & 1 578 

@ Top of the line. 

® Top handle design puts your hand over the work for extra control 
under heavy loads. 

@ 1577 has a fixed speed primarily designed for cutting wood and 
light gauge metal. 

@ 1578 has solid state electronic speed control. It maintains full 
power output even at low speeds needed for very hard materials. 


1577 & 1578 


Specifications 


WIGTE Dix cco s cra vewees 1a bee ew ar ce cn cis RECN EES 
Stroke WONGthiay sce ccs ss 6 vais os epee peere oc ea eine mises TS 
No Load Strokes/Min: 


Plastics/FiberglaS............. 06sec cece eee eee teenies 

Aluminum & Non-ferrous Metals..........-.---++55+55 

RAT ASHGG |, secsvcerseciice nine oieuesere ns 2 HO SHH 4 MURCIA a OS 9.6 eereE la 

Stainless & Alloy Steel... 2.0.20... -. 06 eee ee eee eee 
[GD] Double Insulated, complies to OSHA 


Standard Equipment: 
Three Assorted Blades, Anti-splintering device. 
Blade Locking Screwdriver. . #2 607 959 000 


Four-Position Orbital Action. 


1—SMALLEST ORBIT 

Use for faster cutting on wood 
and hardboard. Self-cleaning 
action of blade allows very tight 
scroll cutting. Also for a more 
aggressive cut on metals. 


O—STRAIGHT RECIPROCATING 
In this position the blade travels 
in a straight-line motion. This 
action is best for thick metal, 
ceramic tile, glass, or very hard 
wood where an extremely fine 
finish is required. 


2—MEDIUM ORBIT 

Excellent for most plastics, since 
chips are quickly expelled with- 
out heat buildup—also fiberglass, 
asbestos and composition board. 
Light metals can be cut with 

no lubrication. 


3—LARGEST ORBIT 
Unbelievable cutting performance! 
The blade actually travels thru an 
orbit, moving into the work on 

the upstroke (cutting stroke) and 
away from the work on the down- 
stroke. This completely eliminates 
the bounce and chatter encoun- 
tered with other jig saws. Try 

this position for plunge cuts, 

blind pocket cuts and curve or 
scroll cuts in woods of all kinds, 
thin metal, plaster-board, counter- 
tops, synthetics of all types. 


Jig Saws 


Blade Shank Style 


ORBITAL ACTION JIG SAW, PNEUMATIC MODEL 7551-100 


® Explosion proof—air powered, can safely be used in explosive 
atmosphere. No electric motor sparking to ignite volatile fumes. 


® Non-fouling—no room air is drawn thru the unit, so an extremely 
long life is achieved when cutting abrasive materials: fiberglas, 
transite, masonite, asbestos board. 


® Compressed air provides very cool operations. 
® Speed control—lever control throttle valve provides variable speed. 


Specifications Model 7551-100 


Air Supply 

Air Consumption 
Stroke Length 

No Load Strokes/Min 


Plastics/Fiberglas 
Aluminum & Non-Ferrous Metal 
Mild Steel 


Standard Equipment: 
Three assorted blades, Anti-splintering device. 
Blade locking screwdriver . . #2 607 959 000 


Blade Shank Style 


ORBITAL ACTION JIG SAWS, MODELS 1580 & 1580 VS 

® industrial duty—same superb construction as model 1578. 

® Model 1580 VS—six-position speed control and four-position orbit 
control give the correct blade speed and action for all cutting 
applications. 

® Barrel grip and removable rotating handle allow precise pattern 
cutting. 


Specifications Models 1580 & 1580 VS 


Rating: 
1580 & 1580 VS 


Stroke Length 
No Load Strokes/Min. 


Plastics/Fiberglas 
Aluminum & Non-Ferrous Metal 
Mild Steel 
Stainless & Alloy Steel 
[6] Double Insulated, UL Listed, complies to OSHA 


Standard Equipment: 
Three assorted blades, Anti-splintering device. 
Blade locking screwdriver. . #2 607 959 000 
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Jig Saws 


Blade Shank Style 


SINGLE ACTION JIG SAW MODEL JS50O 


@ Outstanding economy and performance—designed for the service 
trades. 


@ Adjustable foot plate tilts left and right at 15°, 30° and 45° for 
bevel cutting applications. 


@ Exclusive blade locking system maintains stability and blade control. 


Specifications Model JS50 


SHOMG LGNGH: c.g e p4855 6 & ereenre e oe wee wit eee 
No Load Strokes/Min........... 0.00 c cece cece cece eee 3,000 


MUG SHOE]... 6.5 cece eee ce eee ce ee sneer ee ee es 
[GB] Double Insulated, UL Listed, complies to OSHA 


Standard Equipment: 

Three assorted blades, Anti-splintering device. 
Blade locking screwdriver. .# 607 959 000 
Allen Wrench 


Blade Shank Style 


SINGLE ACTION JIG SAW MODEL 575 

® Blade action is straight reciprocal. 

@ Roller guide supports blade for perfect alignment. 

@ Bayonet-lock blade system gives strongest blade mounting in the 
industry. 

@ Barrel grip puts your hand behind the blade for precise control. 


@ Tilting footplate has positive lock at 90° for vertical cut as well as 
15°, 30° and 45° for bevel cuts. 


@ May be vise mounted upside down for work on small intricate 
patterns. 


Specifications Model 575 


SHOKS LONG ios srccsrecernnis eae eo negra eh SOS TE REMOTE ¢ 
No-Load Strokes Mitic. 6. ccccs hic oe eens een e 


[B] Double Insulated, UL Listed, complies to OSHA 


Standard Equipment: 
Three assorted blades 
Blade locking screwdriver . . #2 607 959 000 
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Jig Saw Accessories 


78 


Saw Table 


575, 1577, 1578, 


1580, 1580 VS, 7551-100 


2 608 000 063 


Corrugated Cutting Guide 


1577, 1578, 


1580, 1580 VS, 7551-100 


2 608 135 046 


Blade Lubricator 


Auxiliary Handle 


Anti-Splintering Insert 


Circle Cutting Guide 


Rip Fence & Parallel Guide 


Holding Screw for (6) & (7) 


Screwdriver 


{——- 


Blade Locking Screw 


1580, 1580 VS. 7851-100 2 605 405 002 
575 2 602 025 003 

1580, 1580 VS 2 603 231 002 
1580, sesove veeion 2 607 010 043 
All Jig Saws 2 603 101 021 

All Jig Saws 2 603 101 020 
2910 511 152 

All Jig Saws 2 607 959 000 

All Jig Saws 2 603 400 000 


Jig Saw Blades 
a 


Fast, rough cuts. Hard 
and soft wood, plywood, 
etc. 


Premium blades. Fast 
cuts in wood, plywood, 
etc. 


Fit all Stanley Industrial Jig Saws 


All types of composition — 
boards 


All types of composition — 
boards 


Set teeth. 
High carbon steel. 


Taper ground teeth. 
High carbon steel. 


Deluxe blade. Clean cuts 
in hard and soft wood, 
plywood, etc. 


iz 


Plastics — all types of 
composition — boards. 


Hollow ground teeth. 
High-speed steel. 


83505 


Ning medium cuts. Hard 
and soft woods, plywood, 
etc. 


All types of composition — 
boards. 


Set teeth. 
High carbon steel. 


Premium blade. Medium 
finish wood, plywood, 
etc. 


Plastics — veneer, etc. 


Taper ground. 
High carbon steel. 


Deluxe blade for clean, 
smooth cuts in hard and 
soft wood, plywood, etc. 


Plastic laminates, veneers, 
plastics, etc. 


Hollow ground teeth. 
High-speed steel. 


Premium blade. For extra 
smooth cuts in wood, 
plywood, etc. 


1 


Mild steel 46" — %". 
Non-ferrous metal, 
aluminum and aluminum 
alloy %" to %" 


Plastic, veneer, 
laminates, etc. 


Plastics, fiberglas, 
veneers. 


Taper ground teeth. 
High carbon steel. 


Wavy set teeth. 
High-speed steel. 


Cutting Applications 


Mild steel 4" to 4". 
Non-ferrous metal, 
aluminum and aluminum 
alloy %e" to 4". 


Plastics, fiberglas, 
veneers. 


Wavy set teeth. 
High-speed steel. 


Mild steel up to 4". 
Non-ferrous metal, 
aluminum 6". 


Plastics, fiberglas, 
veneers. 


Wavy set teeth. 
High-speed steel. 
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Mild steel 4g" to 
345". Aluminum under 
%o". 


Plastics, fiberglas, 
veneers. 


Tungsten carbide cutting teeth mounted on steel backing give a long life blade that 
will outlast steel and combination metal blades many times over. For cutting highly 
abrasive materials such as fiberglas, plastics, particle board, composition board, 
plywood, etc. Particularly effective in cutting fiberglas in production situations such 
as boat manufacturing, etc. 


Wavy set teeth. 
High-speed steel. 


Set teeth. 
Carbide tipped. 


Set teeth. 
Carbide tipped. 


Down-cutting blade prevents chipping on top surface of plastic laminates, paneling, 
veneers, plastics, thin plywood, etc. 


Reverse tooth. 
High carbon steel 


*1 Blade per Card 


Flush cutting blade places teeth forward for cutting up against a vertical surface. 


Set teeth. 
High carbon steel. 
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Jig Saw Blades 
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Hard and soft wo d, plywood 


Blade Shank Style 


For models 1577, 1578, 1580, 1580 VS, 7351 100, JSSO° 


ccgiogid 


Metal Fiberglas Plastics 


Plastics ground 
Santen and hardboard up to 1%¢" 
very clean cut pecans clean cut 
T101D Hard and soft wood, plywood Plastics [te 24%" a 6 ground 
2608630032 | and hardboard up to 2%" 
very clean cut ll _| clean cut es 
T301D Scroll cutting Wood and thick 3%" 6 ground 
2608630576 | hard and soft wood 2%" laminate combination 
TIWC Hard and soft wood up to Aluminum 0 @ %_—%" Plastics 2%" 8 saw set 
2%" 
ik 608 630 033 rough cut 
Plywood and hardboard up Pressed materials, 1%" | 20 =a wavy set 
TII9A to %" laminated fabric A 
2608630036 Insulated material and 
Cardboard up to %_" | 
T119B Plywood and hardboard up Pressed materials, - 1%" 12 wavy set 
2608630037 | 1%" laminated fabric A 
___| Insulated material up to 9%" _ ise 
T119 BO. | Scroll cutting 1% 12 | waw set 
2608630310 for wood and plywood 
TE ain oir Ec, ed 
T144D Hard and soft wood up to = 2%" 6 saw set 
2%" and 
2608630040 | Coan cut a _| ground 
T244D Hard and soft wood up to 2%" 6 _ set 
2%" an 
2608 630058 Particularly for cutting curves ground 
TUBA Hard and soft wood up to Alloy steel C) Non-ferrous metal mi | Reinforced plastics 1%" 20 wavy set 
2608631013 | %e" Aluminum and aluminum alloy CO @ high-speed 
ai ae EN Catal Yel — %" steel 
Hard and soft wood up to | Mild stee| C1) up to 1" Non-ferrous | Pressed materials, lami- 1%" mi 2.~—« wav set | 
T218A Hel" metal (] A Aluminum and aluminum | nated fabric A Insulated high-speed 
2608 631032 | Particularly for cutting alloy (1) @ up to %" material up to %6". Partic- steel 
curves Particularly for cutting curves ularly for cutting curves 
T118B Mild steel O %"— 4" Non-ferrous Reinforced plastics 15%" 12 wavy set 
metal C) m@ Aluminum and aluminum high-speed 
2608631014 
alloy O @ %"~%" steel 
Mild steel i Non-ferrous metal C) mi | Reinforced plastics 1%" i 36 a wavy set 
ae T118G Aluminum and aluminum alloy 1 =| Manmade marble, high-speed 
Ce 2608631012 up to 46". Saw sheet metal under 19 | Fiberglas a steel 
gauge together with a wooden base 
=sih 
i Alloy steel C) Non-ferrous metal Cm | Reinforced plastics T 4%" 20 wavy set | 
T318 A Aluminum and aluminum alloy O @ high-speed 
2608631319 Ye" — %e". For hollow core metal steel 
doors, angle cuts, etc. =| 
T318B Metal hollow core | Laminated 4%" 14 saw set 
iow 2608631 404 or composite Fiberglas/wood high-speed 
filled doors _| boat transoms steel 
Non-ferrous metal O ii 2%" 12 ground 
TI01A Aluminum 2 @ up to %" high-speed 
2608631010 For hollow core metal doors steel 
very clean cut 
Mild steel 1) %6"—%"Non-ferrous | Plastics A up to 114" a saw set 
T1127 D metal C) @ Aluminum and aluminum | reinforced plastics up to high-speed 
2608 631017 alloy C) @ %o6" — %" Lead and tin %". Asbestos cement O Steel 
Hise up to %" up to %"', Fiberglas Jt 
Mild steel C) %6"— 4" Non-ferrous | Plastics A up to 114" 2%" 8 saw set 
T227D metal () Mf Aluminum and aluminum | reinforced plastics up to high-speed 
2608631 030 alloy C) @ %6" — 5%" Lead and tin %". Asbestos cement O steel 
up to 94" particularly forcutting curves | up to 34", Fiberglas 
Soft rubber O up to 1” 2%" knife 
TH13 A : 
Cloth, soft plastics ground 
i i la 608 635 045 Styroform | 
7129/1 | For woodworking 2%" «| | Half round 
2608609010 L | ae 
Stes 
is T130/I >*| For woodworking [7 2%" flat 
2608609011 rasp 
7131/1 *| For woodworking 25%" mt triangular 
2608 609012 ve 
T130 * Counter top materials, Plaster on metal lath. a Asbestos cement, | 1%" | Carbide 
2608630604 | Tempered hardboard, saab 5 ake ma 7 
Plywood, Plywood Laminated + pete Telteion (Coarse) 
T150 *| materials, Hardwood : Superalloy sheet metal, marble, Ceranie tile, 1h a | Carbide 
2608630605 | Veneers, wood with nails. Plaster on metal lath. Slate, Cast stone, Grit 
Clay, Brick. (Medium) 


*One Piece per Card 
For cooling sawblades Use lubricant container 2605 405 000 


Cooling with cutting oil or oil emulsion 


O Cooling with water 


@ Cooling with turpentine or a mixture 


of petroleum and turpentine 


A Cooling with silicone oil 


Jig Saw Blades 


For model 


ema Ee 


T1B 


Hard and soft wood, plywood 
and hardboard up to 1” 


s 575, 3230 and all other Bosch jigsaws with fixed blade action. 


Blade Shank Style 


Plastics 


ground 


us 2608 690 000") claan cit clean cut 
Hard and soft wood, plywood Plastics 2%" 12 ground 
T1BR H. 
2608630 291 and hardboard up to 1 
= clean cut clean cut — 
Pe Tic Hard and soft wood, plywood Plastics 2%" 8 ground 
and hardboard up to 2” 
ZOOS Spy 008 clean cut clean cut ia 
meer T1iD Hard and soft wood, plywood Plastics 2%" 6 | ground | 
and hardboard up to 2" 
2608 630 002 clean cut L sl 
ey THC Hard and soft wood up Aluminum CO @ %e"— %" Plastics 2%" 8 saw set 
2608630003 | ough cut | 
Hard and soft wood up Aluminum CO @ %"—%" Plastics 2%" 6 saw set 
S6OBe00.004 tough cut at and tin up to 4" acl x 
Hard and soft wood up to 2" 2%" 8 saw set 
ee e T44C Particularly for cutting and 
2608630 009 curves, outstandingly ground 
efficient Z 
Hard and soft wood up to 2” 2%" 6 saw set 
ae’ T44D Particularly for cutting and 
2608630010 curves, outstandingly ground 
efficient 
Plywood and hardboard up Pressed materials, 1%" 25 wavy set 
ie: | TI9A to %" laminated fabric A 
2608 630 006 Insulated material and 
Cardboard up to 4" 
Plywood and hardboard up Pressed materials, 1%" 12 wavy set 
ieee T19 B to 1%" laminated fabric A 
2608630 007 Insulated material up 
| to yr 
Scroll cutting 1%" 12 wavy set 
SAE 2 Rb sa a for wood and 
plywood 
TS7C Hard and soft wood up Plastics 2%" 8 saw set 
to 2" 
immer 2608630 061 tough cut — extremely 
efficient 
perry TIA Non-ferrous metal O @ 2%" 12 ground 
Aluminum 0 @ Yeo"— %eo" high-speed 
2608651000 very clean cut steel 
T27D Non-ferrous metal 2 m Aluminum Pressed materials, 2%" 6 saw set 
2608630 008 and aluminum alloy ) laminated fabric A high-speed 
4" — %" Asbestos cement O pes 
Extra long life in Mild steel 2 Non-ferrous metals ) 25 wavy set 
prongs TI8A Plywood and hardboard Aluminum and aluminum alloy high-speed 
2608631 002 up to %" up to %". Saw sheet metal under 19 steel 
gauge together with a wooden base 
T18B Extra long life in Non-ferrous metal  @ 1%" 12 wavy set 
Ao 2608631003 Plywood and hardboard Aluminum and aluminum alloy O @ high-speed 
up to 14" yl" — Hel" steel 
Mild steel CF) Non-ferrous metal C) 1%" 32 wavy set 
eee T18G and aluminum alloy O high-speed 
2608631 004 up to 6". Saw sheet metal under 19 
gauge together with wooden base 
* Soft rubber up to %" 2%" knife 
| T13 A w ‘ 
2608635015 ma pone plastics ground 
j yu 
SPT T29/2 %* | For woodworking 2% Zo found 
L ius lahalteaahacaa) 2608 609 000 
* | For woodworking 25%" flat 
Sere 4g — T30/2 
RSs 2608609001 fash 
31/2 For woodworking 2%" triangular 
: , 2608 609 002 ba 
pie EES tt ** | Wood with nails Plaster on metal lathe Asbestos cement, 14%" Carbide 
T30 Fiberglas, Polyester, Grit 
2608630 610 Epoxie, Malamines, (Coarse) 
Silicones. 
> | Counter top materials, Superalloy sheet metal. Asbestos cement, 14" Carbide 
- « Tempered hardboard, Fiberglas, Polyester, Grit 
T50 Plywood, Plywood Laminated Epoxie, Melamines, (Medium) 
2608630 611 materials, Hardwood Silicones, Imitation 
veneers. marble, Ceramic tile, Slate, 


Cast stone, Clay, Brick. 


*One Piece per Card 
For cooling sawblades use lubricant container 2605 405 000 
O Cooling with cutting oil or oil emulsion O Cooling with water 


®@ Cooling with turpentine or a mixture A Cooling with silicone oil 


of petroleum and turpentine 
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Reciprocating Saw Blades 


All 1/2" Shanks fit most Reciprocating Saw Brands 


po 


Wood Cutting Blade —High Carbon Steel, General Purpose Roughi 


Roughing-in Blades—Cuts Wood and Embedded Nails 


For general rough-in work in hard/soft woods, 
masonite, etc. Fast cutting blade design. 
Ground teeth. 


General wood cutting— Combination blade 
design with special ground teeth for fast 
aggressive cutting. 


1 608 862 430 


Nail embedded woods, plywood, wood shingles 


1608 862 420 and siding, opening boxes and crates, and 


some light non-ferrous metals, aluminum 
Siding, etc. 


1 608 862 440 


Plaster, plaster board, plaster with metal lath, 
etc.; Cuts in both directions for fast chip 
Clearance, plaster over wood, etc. 


Mild steel, cast iron, copper pipe to 4" dia. 
Also metal decking materials. 


1608 862 340 


Metals heavier than %" thick, bar and angle 


1 608 862 360 stock, fiberglas, transite, hard rubber, etc. 


Metals heavier than 3%," thick, mild steel, 


1608 862 350 conduit, pipe, channels, tubing, aluminum, etc. 


6" 5 Metals lighter than %a" thick, mild steel, trim, 
tubing, plastics, aluminum, etc. 


1 608 862 380 


Metals lighter than 14" thick. Primarily sheet 
metals, tubing, aluminum siding, etc. 


1608 862 370 


Bi-Metal—High-speed steel teeth welded to break-resistant flexible alloy steel backing give up to three times 
greater blade life and feed rates than conventional blades. 


For rapid cutting of ferrous metals 542" (9 ga.) 
" to %" thick, non-ferrous metals 46" (16 ga.) 
1608 862 400 S918BF ae. 13 6 5 to %o" (13 ga.) to %" thick, bar stock 


transite, fiberglas, hard rubber, etc. 


For rapid cutting of ferrous metals 4" (11 ga.) 
17 6" 5 to %2" thick, non-ferrous metals 45" (16 ga.) 
to %2" thick. 


1 608 862 410 S918EF 


Metal Scroll (Contour) Blade —High Speed Steel 
Contour Blades-—For cutting circles and contours in metal, plastic, Formica, and composition material. 


" Aluminum, brass, copper up to 1%" thick, 
1 608 862 390 $427D 9 signe GU, 8 4 5 mild steel up to 4" or thicker. 
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Professional Wet/ Dry Vacuums 


1700 


WET/DRY VACUUM, MODEL 1700 

® Designed for pickup of non-explosive liquids and debris such as wood chips, 
sawdust and concrete dust. 

®@ Two-stage bypass motor creates the powerful suction needed for tough 
cleanup applications. 


@ Automatic shutoff prevents overflowing. Suction is stopped when liquid 
capacity of the tank is reached. 


@ Rust-resistant interior coating assures long life of steel tank. 
Specifications 1700 


Rating. er us soexed 120V AC 
Drum Size.... 10 gallons 
Wet Capacity... .. . 6% gallons 
Dry Capacity........ oer: 8% gallons 
Suction Pressure..... a 80 inches of water 


Air Flow ere woe... ..102 CFM (2%" orifice) 
Fa. Pisce 1.7 (peak) 
Tank material 

Unit Dimensions 

Cord Length.... 

3-wire grounded, UL Listed, complies to OSHA 


Standard Equipment: 

@ 1%"x 12' crush proof hose T 1774 

@ 6" utility nozzle #T 1775 

@ Heavy-duty cart #T 1770 

®@ Double filtration system: Reusable full cloth filter for dry pickup #300-25 
Foam filter for wet/dry pickup #T 1777 


1706 


WET/DRY VACUUM, MODEL 1706 

@ Stainless steel tank for pick-up of corrosive liquids, mixtures and 
non-explosive liquids and debris. 

®@ Two-stage bypass motor creates a powerful suction needed for tough 
cleanup applications. 

@ Automatic shutoff prevents over flowing. Suction is stopped when liquid 
capacity of tank is reached. 


Specifications 1706 


120V AC 
Drum Size. . 54m 16 gallons 
Wet Capacity. . sas 3 14 gallons 
Dry Capacity 14 Ygallons 
Suction Pressure........ ; 80 inches of water 
Air PIOW spices « sc wlemettinle » ala ule oo sme unis ste dws Le CEM (2%6" orifice) 


HPs area 4 1.7 (peak) 
Tank material... 

Unit Dimensions... . 

Cord Length. . 

3-wire grounded, UL Listed, complies to OSHA 


Standard Equipment: 

@ 1%" x 12' crush proof hose T 1774 

@ 6" utility nozzle #T 1775 

@ Heavy-duty cart with wire tool caddy #T 1785 

@ Double filtration system: Reusable full cloth filter #300-26-00 
Foam filter sleeve #T 1777 


OPTIONAL EQUIPMENT; MODELS 1700 & 1706: 


1%" Wet/Dry Floor Care Kit contains six heavy-duty metal accessories designed 
for all industrial vacuums with 2%" orifice, #T 1771: 


@ 1%" x 40" Two-piece chrome plated wand for long reach access...... T1779 
@ 14" metal master nozzle for interchangeable 14" attachments. .....#T 1780 
@ 14" metal rug shoe for large area rugs and carpets................ #T 1782 
@ 15" metal crevice tool for narrow areas............ 5.60000. e eee #T 1784 
@ 14" metal brush shoe for dry concrete and linoleum............... #T 1783 
@ 14" metal squeegee shoe for wet pick-up and smooth surfaces..... #7 1781 


@ Heavy-duty metal accessories may be ordered separately. 


Sanders 


® Smooth Operation—Operator comfort is a prime consideration. 
Vibration-free drive systems are the result of component balancing 
and precision fit. 


@ Balance—Weight, size and power are balanced to give maximum 
performance. 


(Model 1288 934 is shown.) 
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Finishing Sanders 


DUSTLESS ORBITAL FINISHING SANDER, MODEL 1288 934 


® Powerful and efficient dust removal system prevents sandpaper 
clogging. Gives smoother finish and longer sandpaper life. 


® Counter balanced, vibration free for continuous production with 
less operator fatigue. 


® Bearings and drive mechanism completely sealed against dust 
contamination. 


® Lever-action, positive paper clamping system. 
® Compact design for close-quarter work. 


ORBITAL FINISHING SANDER, MODEL 1288 034 

Same features and specifications as the dustless sander above except 
for the absence of the vacuum dust removal system. Weight 5 Ibs. 
NOTE: The dust removal system cannot be added to this model. 


1288 934 
Specifications Models 1288 934 and 1288 034 


Orbits/Min 
Orbit Diameter 
Sheet Capacity 


[GB] Double Insulated, UL Listed, complies to OSHA. 


Standard Equipment: 
Auxiliary Handle. . #1 603 481 001 1288 034 
Assorted Sandpaper Sheets: 60, 80, 120, 180 and 240 Grit 

Dust Bag. . #2 605 411 900 Model 1288 934 only 


ORIBITAL FINISHING SANDER, MODEL 3254 

The economical choice for standard duty applications. 

® Direct-drive system is counter balanced for minimum vibration and 
less operator fatigue. 

® Push-button clamping system allows quick sandpaper change. 


® Bearings and drive system are completely sealed against dust and 
moisture. 


@ Rubber backing-pad resists wear. 


Specifications Model 3254 


Watts In 
Orbits/Min 
Orbit Diameter 


Sheet Capacity 


fl Double Insulated, UL Listed, complies to OSHA. 


Standard Equipment: 
Assorted Sandpaper Sheets: 80, 120, 180, 240 and 320 grit. 


OPTIONAL SANDPAPER SHEETS: 
CORUNDUM FOR WOOD AND METAL 


2607 018020 
2607 018021 
2607 018022 
2607 018023 
2607 018024 


*25 sheets per Part No. 
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Belt Sanders 


3" x 21" BELT SANDER, #90321 

® Rated heavy-duty for production work. 

@ Sands flush to vertical surface for close-quarter sanding. 
® Carbide-wear inserts protect housing from belt damage. 


Specifications #90321 


3-wire grounded, UL Listed, complies to OSHA 


3" x 24" BELT SANDER, #90031 

@ Rated heavy-duty for production work. 

@ Lever-action release for quick belt changing. 

® Carbide-wear inserts protect housing from belt damage. 


Specifications #90031 


3-wire grounded, UL Listed, complies to OSHA 


3" x 24" SANDING BELTS: 
ALUMINUM OXIDE FOR WOOD AND METAL 


36 Extra Coarse T1763 


40 Coarse T1764 
50 Medium Coarse T1765 
60 Medium T1766 
80 Medium Fine T1767 
100 Fine T1768 
120 Extra Fine T1769 


Belt Sanders 
es en Bo ee I I ee 


4' x 24" BELT SANDERS, #90496, #90497 AND MODEL 1270 
@ Rated super-duty for continuous production applications. 

@ Sands flush to vertical surface for close-quarter work. 

@ Heavy-duty tracking system with twist knob for easy belt adjusment. 
@ Lever-action release for quick belt changing. 

@ Wear-inserts protect housing from belt damage. 

@ 90497 and Model 1270 have built-in vacuum to minimize airborn dust. 


Specifications #90496 and #90497 


3-wire grounded, UL Listed, complies to OSHA 


Specifications Model 1270 


Rating... Sav syvetie Oo 4 Maia es Magione SRE fs. Chapaeetat aasee OR 


Watts In bee eNGHRNS Se Toe Go & URN RRa aS GANG AAAS Gee etepre EN attire, « ot 800 
2 Speed onisa as whee GY ket awe ¥ 1,300 SFPM and 1,450 SFPM 
BGIUSiZ6). oi. bic occa cage dwg 6 neem Sek ee Ee eles tomes 4"x 24" 
PBMAGEG mca x auc gos wo ldaseo antes  BahesSnsyl oth ace eens OTE ae can ee 14%" 
Weight...... ee TTS ee ee ee ee Pee ee eee 18 Ibs. 


[G] Double Insula 


Standard Equipment: (Model 1270) 
Dust Bag. .#1 609 254 000 
3 Sanding Belts: One ea. 60, 80, 100 Grit. 


Optional Equipment: (Model 1270) 
Bench Stand #1 609 280 012 


4" x 24" SANDING BELTS: 
ALUMINUM OXIDE FOR WOOD AND 


METAL 


zy 


36 Extra Coarse 
40 Coarse 
50 Medium Coarse 


60 Medium 

80 Medium Fine 
100 Fine 
120 Extra Fine 
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Durability— Designed and job-tested for the heaviest 
industrial work schedules. Bosch wrenches earn their 
keep with plenty to spare. 


Watt-Watcher™ motor designs produce more work 
with lower current draw. Super-duty rating. 


Ball & Roller Bearings—For free-running, high 
output, long-life operation. 


Applications—Range from routine service on small 
machinery to underwater assembly with Bosch air 
wrenches. Literally, anywhere a fastener has to be 
tightened, Bosch has an impact wrench to do the job. 


(Model 1432 is shown.) 


Impact Wrenches 


2) 1/2" IMPACT WRENCH, MODEL 1432 


@ Heavy-duty for tough, industrial jobs. Yet light enough to cut down on 
operator fatigue. 


®@ Reversing switch conveniently located right above trigger switch. 
® Special alloy steel components give long life. 

@ Rubber nose reduces housing wear. 

@ Industrial pin detent socket retainer for positive locking. 


) Specifications Model 1432 


Capacities Bolt Capacity: %" Maximum Torque: 130 FT/LBS* 
[G) Double Insulated, UL Listed, complies to OSHA 


1/2" IMPACT WRENCH KIT, MODEL 1432K 


Kit Includes: 

1/2" REVERSIBLE IMPACT WRENCH #1432 (Described above) 
1/2" Hex Socket #T 2202 

9/16" Hex Socket #T 2203 

5/8" Hex Socket #T 2204 

11/16" Hex Socket #T 2205 

3/4" Hex Socket #T 2206 

13/16" Hex Socket #T 2207 

Metal Case #T 2215 

Case and Sockets Only order. . .#T 2225 


3/4" IMPACT WRENCH MODEL 1430 


®@ Square drive has thru hole for industrial-type pin and O-ring socket 
retention. 


@ Large bolt capacity for those tough jobs. 
®@ Reversing switch protected to prevent accidental reversing. 
® Auxiliary handle for extra operator control. 


Specifications Model 1430 


Square Drive 
INO LOGGING tesla Se oie miriraceray ane 4 0a Bia eugeglerste ee Oba 1,200 


Capacities........ Bolt Capacity: %" Maximum Torque: 220 FT/LBS* 
(= Double Insulated, UL Listed, complies to OSHA 


Standard Equipment: Auxiliary Handle. . #1 602 025 022 
Optional Equipment: Metal Case. . #1 605 438 007 


1" IMPACT WRENCH, MODEL 1431 

® For super big jobs— Budd wheel nuts, spring u-bolts, etc. 

®@ Heavy-duty, yet light to reduce operator fatigue. 

@ Square drive has thru hole for industrial-type pin and O-Ring sockets. 
® Reverses with full torque 


Specifications Model 1431 


Square Drive 
No Load RPM 


Capacities Bolt Capacity: 1%" Maximum Torque: 590 FT/LBS* 
[G] Double Insulated, UL Listed, complies to OSHA 


Standard Equipment: Auxiliary Handle. . #1 610 763 003 


*In practice, the tightening torque on a fastener can be influenced by a variety of factors: ‘ 
Thread friction, friction between bolt head and washer, elasticity of fastener material, degree of 1431 
wear in tool or accessory, etc. Therefore, stated torque values are based on idea! conditions 
and should be considered approximate in actual use. 
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Air Impact Wrenches 


1/2" AIR IMPACT WRENCH, MODEL 7450 594 

@ Square drive has friction socket retainer for easy socket changing. 

@ Steel nose reduces wear. 

@ Four-step torque control. 

@ Reverses with full torque 

®@ Built-in oiler 

Specifications Model 7450 594 


Air Supply 

Air Consumption 
Square Drive 
No Load RPM 


Capacities............Bolt Capacity: %", Max. Torque: 190 FT/LBS* 


3/4' AIR IMPACT WRENCH, MODEL 7450 590 

@ Speed combined with power for industrial applications. 

@ Three-step torque control. 

®@ Reverses with full torque. 

@ Built-in oiler. 

@ Rugged, yet light to cut down on operator fatigue. 

Specifications Model 7450 590 


Air Supply 

Air Consumption 
Square Drive 
No Load RPM 


1" AIR IMPACT WRENCH, MODEL 7450 189 

@ Super heavy-duty for big jobs. 

®@ High-speed and impact for peak performance. 

@ Three-step torque control—reversible with full torque. 

@ Removable side handle for two-handed control. 

Specifications Model 7450 189 


Air Supply 
Air Consumption 
Square Drive 


No Load RPM 7450 189 
*In practice, the tightening torque on a fastener can be influenced by a 
Standard Equipment: Side Handle #1 609 301 116, Bolt #1 609 301 143, variety of factors: Thread friction, friction between bolt head and washer, 
Washer #1 609 301 144 elasticity of fastener material, degree of wear in tool or accessory, etc. 


Therefore, stated torque values are based on ideal conditions and should 
be considered approximate in actual use. 


IMPACT WRENCH ACCESSORIES 


%" Socket %" Socket #T2230 A? #T2260 
%48' Socket #72201 1%6' Socket #72231 1%e" #72261 
Ys" Socket #T2202 kh" Socket #T2232 1%" #T2262 
%é8' Socket #T2203 1%¢' Socket #T2233 1%" #T2263 
%" Socket #72204 1" Socket #712234 134" #12264 


1%e' Socket #72205 1 %e' Socket #72235 1%" #T2265 
%" Socket #T2206 1%" Socket #12236 1%" #T2266 
1% Socket #12207 1%! Socket #12237 176" #12267 
kh" Socket #T2208 1%" Socket #72238 1%" #12268 
1%@' Socket #T2209 1%é' Socket #T2239 1%" #T2269 


1" Socket #T2210 1%" Socket #T2240 1%" #72270 
1%6' Socket #72211 1 %6' Socket #72241 1'%e" #72271 
Universal Joint #T2220 1%" Socket #72242 1%" #T2272 
5" Extension #72221 Universal Joint #T2250 11%" #72273 
10" Extension #T2222 7" Extension #72251 1%" #712274 
3 Jawed 14" Extension #72252 2" Socket #T2275 
Jacobs Chuck #T1904 Retainer Pin #T2255 7" Extension #T2280 
Collet Chuck #T1905 O—Ring #T2256 Retainer Pin #72285 
O—Ring #T2286 


MODELS 1430 & 7450 590 
SM paive = 
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ELECTRIC TAMPER, MODEL 18902 

®@ Construction applications—compacting stone in tight quarters, form 
vibrating and tamping. 

@ Industrial applications—vibrating molds, compacting sand and 
furnace linings. 

® Explosion-proof motor allows operation in explosive atmospheres. 

®@ Anti-vibration handles for operator comfort. 


Specifications Model 18902 


Adjustable impact force 
Compaction Capacity 


Standard Equipment: 


3 sets of weights #1 610 148.004 
(44 ft./Ibs./set)—Total impact force 330 FT/LBS 


Optional Equipment: 
66 FT/LBS weight 
Set #1610 148002 


NOTE: Maximum combination of weight sets to produce 550 FT/LBS 
is 6 sets of 44 Ibs and 1 set of 66 Ibs. 


INSERT TOOLS: 


for MOLDS 


for COMPRESSING SAND 


2 21%" 4"x 3" 1 618 603 305 
21%" 4"x 1.6" 1 618 603 306 


for VIBRATING CONCRETE, STONE, etc. 


21%" 4"x3"' 1618603 302 
21%" 6"x6" 1 618 603 303 
21%" 7:8"x.424" 1 618 603 304 


Heat Gun 


650°-900° F HEAT GUN, #90900 


Designed for hundreds of continuous duty, industrial and commercial uses 
such as shrinking, drying, softening, forming, thawing and curing applications. 
It's the hottest, heavy-duty, UL listed heat gun with a standard 14.3 amp plug, 
on the market. 


®@ Unique, suspended heating element for long life operation. 

@ Air intake regulator allows variable temperature adjustment. 

®@ Double jacketed nozzle and shield maintains cool exterior temperatures. 
@ Adjustable stand can be positioned to any horizontal or vertical angle. 

@ Built-in circuit breaker protects tool and operator. 


Specifications #90900 


Temperature Range 
Air Volume 


3-wire grounded, UL Listed, complies to OSHA 
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Miscellaneous Accessories 


MAGNIFIER #93904 


@ Light switch mounted in frame 

@ Flourescent daylight lamp 

@ 2x lens, 5" diameter, focal length 13" 
© 4 watts, 115V AC 


FLUD-LITE EYESHIELDS 
@ Fit most bench grinders and useful on other machines. 
@ Adjust to operator's height. 


@ Includes plexiglas lens, mounting screws, bulb and 
switch. 115V 


#93901.01 uses two bulbs #30-22369.00 
#93901.02 uses one bulb #30-14637.00 


Metal Carry Cases 


@ For bench work, conveyor belts, machines, etc. 
®@ Base removable for permanent mounting. 


: re SAFETY EYESHIELD #93900 
eam e@ For motor or belt-driven grinders 

@ Mounts to wheel guard 

@ Large steel frame 3%" x 5%" 

@ Fitted with shatterproof plexiglas lens. 
@ Packaged in pairs with mounting bolts. 


~*~ 


GRASS TRIMMER REPLACEMENT BLADES, 
#83580 


@ Three blades per box 
@ Not recommended for speeds in excess of 6,000 RPM. 


Extra blades for grass trimmer models 90390 and 90392. 


@ Packaged in pairs: 6"...#93825 
12". ..#93827 


Grass Trimmer Extension Cords for 
Model 91199 only. 


50'.. . #83861 100’. . .#83862 150’... #83863 


@ Heavy gauge metal, all welded construction with secure handle and latches. 


@ Rust-resistant, baked enamel finish. 


@ Protect your tool investment from damage and keep all accessories in one place. 


Fits: 1122 Drill 1154 R Drill 


1161 VSR Drill 1205 Die Grinder 
1157 VSR Drill 1402 Screwdriver 
1158 VSR Drill 1461 Tapper 
1113 VS Drill 1506 Shear 

1117 VS Drill 7551 101 Shear 
91064 Drill 7551 102 Nibbler 
91066 Drill 1412 Screwdriver 
1153 VSR Drill 1413 Screwdriver 


3241 Hammer Drill 


Fits: 1116 Drill 1529 Nibbler 
1204 Grinder 1530 Nibbler 
1500 Shear 


. Vee 


Fits: 575 Jigsaw 1578 Jigsaw 
1506 Shear 1580 Jigsaw 
1530 Nibbler 3230 Jigsaw 
1577 Jigsaw 7551 100 Jigsaw 


Fits: Grinders 1327, 3255, 1337, 1338, 7351 103 


Fits: 11204 Rotary Hammer 11209 Rotary Hammer 


Fits: 11202, 11203 Rotary anton 


| SIZE 16"x 11%" 4%" PART. NO. 1605 
Fits: 11207 “TNT” Rotary Hammer 


Pits: 11205 otery Cainer 


Fits: 11305 Demolition Hammer 


Fits: 1174 Hammer Drill 1120 Drill 
1119 Drill 1430 Impact Wrench 


SIZE 12%" x 12" x 3%" 
Fits: 1432 Impact Wrench 
7450 594 Impact bids 


- SIZE 26" x 10%" x8" m4 
lca All dite Sanders/Grinders/Polishers 


Fits: SB4502 Hornet Hammer Drill 


Fits: 1180, 1180 VS Hammer Drills 
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Robert Bosch Power Tool Corporation 
Industrial Tools Warranty 


Applicable to the United States market. Supersedes any other 
warranty. Robert Bosch Power Tool Corporation (“BOSCH”) warrants 
Bosch and Stanley brand power tools to be free from defects in 
material and workmanship subject to the following: 


For six months after delivery to the first using purchaser BOSCH 
will refund the purchase price of, repair, or replace, at its option, any 
tool which under normal conditions of use and service proves to be 
defective in material or workmanship at no charge to the purchaser. 
No charge will be made for labor with respect to defects covered by 
this warranty, provided that the work is done by BOSCH or any of its 
authorized service facilities. However, this warranty does not cover 
expenses incurred in the removal and reinstallation of any product, 
whether or not proven defective. 


To obtain performance of this warranty, return the tool intact, 
freight prepaid, to the nearest authorized service facility along with 
the purchase receipt or other positive proof that the tool is within the 
warranty period. 


This warranty is limited to the first using purchaser and is not trans- 
ferable. Specifically excluded from this warranty are failures caused by 
misuse, neglect, abuse, improper operation, or unauthorized service 
or parts. This warranty sets out the purchaser’s exclusive remedies with 
respect to products covered by it, whether for negligence or otherwise. 
Neither BOSCH nor any of its affiliates will be liable for consequential 
or incidental damages or other losses or expenses incurred by reason 
of the use or sale of such products. THIS WARRANTY IS IN LIEU OF 
ALL OTHER WARRANTIES, EXPRESS OR IMPLIED, WHETHER FOR 
MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE 
OR OTHERWISE. No attempt to alter, amend or extend this warranty 
shall be effective unless authorized in writing by an officer of Robert 
Bosch Power Tool Corporation. 


Bosch Power Tool Service 


Bosch Authorized Service Centers (ASC) 


e@ Will perform warranty 
service 


To Obtain 

Warranty Service: 

Deliver or send complete tool, 
prepaid, to nearest ASC as listed 
in this catalog. State the following: 
1. The nature of failure. 


2. Name and address of distributor 
you purchased tool from. 


3. Application of tool unit when 
rendered defective. 


4. Date of purchase. 


e@ Will perform regular 
customer service. 


To Obtain Service: 


Deliver or send complete tool, 
prepaid, to nearest ASC as listed 


in this catalog. State the following: 


1. The nature of problem. 
2. If you want estimate of cost 


before proceeding with repairs. 


Maintaining a 
World-Wide Tradition: 


THE BOSCH POWER TOOL SERVICE 
SYSTEM is known the world over for 
prompt, fair and reliable service to the 
owners of Bosch Power Tool products. 
In North America the tradition and fine 
reputation of our system is maintained 
through our many fine, independent 
Authorized Service Centers throughout 
the land. 

The very latest equipment for testing, 
repairing and maintaining parts inven- 
tories for our Power Tool products is 
supplied to our service centers. Our 
mechanics and technical personnel are 
trained and kept abreast of the latest 
repair techniques through regularly 
scheduled visits to our Authorized 
Service Centers. 


® Stock and sell Bosch repair 
parts for the entire power 
tool line. 


To Obtain Individual 
Repair Parts: 

Contact your nearest ASC as listed 
in this catalog. State the following: 
1. Tool unit number. 

2. Position number of part. 

3. Description of part. 
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Authorized Service Centers 
eae eee eee eee eee ae 


ALABAMA 


Hydraulic Service Co. of 
Alabama, Inc. 
3000-4th Avenue, South 
P.O. Box 31062 
Birmingham, AL 35222 
Phone: (205) 322-8529 


Loftins Rent-All, Inc. 
1103 Montana Street 
Dothan, AL 36301 
Phone: (205) 793-1103 


ALASKA 


Senco Alaska, Inc. 
877 Dowling Road 
Anchorage, AK 99502 
Phone: (907) 349-1522 


ARIZONA 


Arizona Armature Service 
1728 E. Van Buren 
Pheonix, AZ 85006 
Phone: (602) 253-7149 


Electric Motor Co. 
1028 E. Broadway 
Tucson, AZ 85778 
Phone: (602) 622-8877 


Glenn's Tool Service 
4036 N. 13th Way 
Pheonix, AZ 85014 
Phone: (602) 264-6203 


ARKANSAS 


Henninger, Inc. 
1206 Main St. 
Little Rock, AR 72202 
Phone: (501) 375-6832 


CALIFORNIA 


Acme Electric Tool Repair 
742 Wilson St. 

Santa Rosa, CA 95401 
Phone: (707) 546-5862 


Arrow Electric Motor Serv., Inc. 
645 Broadway 

Fresno, CA 93721 

Phone: (209) 266-0104 


Best Impact Service 
P.O. Box 2321 

354 Walter Way 

El Cajon, CA 92021 
Phone: (714) 442-5591 


Bucknall Power Tool 
Service, Inc. 

11910 Vose Street 

N. Hollywood, CA 91605 

Phone: (213) 765-0228 


Craig & Green 

82-14th Street 

San Francisco, CA 94103 
Phone: (415) 863-6442 


CALIFORNIA (cont'd) 


Dalto Tool Co., Inc. 
17420 Mt. Herrmann St. 
Unit H 

Foutain Valley, CA 92708 
Phone: (714) 549-3731 


Electropower, Inc. 
3736 Gilmore Ave. 
Bakersfield, CA 93308 
Phone: (805) 322-1586 


Hunt’s Elect. Motor Service 
915 Merchant St. 

Redding, CA 96002 

Phone: (916) 246-9951 


|.P.M., Inc. 

10050-A 6th St. 
Cucamonga, CA 91730 
Phone: (714) 987-8958 


Minit Too! Company 
1020 East 7th Street 
Los Angeles, CA 90021 
Phone: (213) 627-1501 


Solenoid Coil Mfg. D/B/A 
THE MOTOR SHOP 
12345 E. Telegraph Rd. 
Santa Fe Springs, CA 90670 
Phone: (213) 941-3223 


One Source Rental & Service 
1075 North 10th Street 

San Jose, CA 95112 

Phone: (408) 297-7912 


Sacramento Industrial 
Electric, Inc. 

6325 Elvas Avenue 

Sacramento, CA 95819 

Phone: (916) 452-2828 


T-P Power Tools 
10308 E. 14th St. 
Oakland, CA 94603 
Phone: (415) 568-2441 


COLORADO 


Bartell Tool Ser., Inc. 
1339 W. Byers Place 
Denver, CO 80223 
Phone: (303) 777-5463 


Cross Elect. Motor Service 
1310 Ute Ave. 

Grand Junction, CO 81501 
Phone: (303) 245-3158 


Devers Tool Repair 

3101 North Hancock 
Colorado Springs, CO 80907 
Phone: (303) 473-8338 


CONNECTICUT 


New Haven Electric Machine 
190 Fulton Terrace 

New Haven, CT 06510 
Phone: (203) 469-1323 


Portable Power Tool 
Repair, Inc. 

447 Arch Street, Rear 

New Britain, CT 06051 

Phone: (203) 223-6850 


FLORIDA 


Electrical Repair Co. 

7802 North Florida Avenue 
Tampa, FL 33604 

Phone: (813) 238-1537 


Holland Repair, Inc. 
6410 Norwood Avenue 
Jacksonville, FL 32208 
Phone: (904) 764-0586 


National Brand Repair 
10478 SW 184 Terrace 
Miami, FL 33157 
Phone: (305) 233-1970 


Tech Devices, Inc., D/B/A 

Rock-Weld Equipment Corp. 
of Florida 

96 West 21st Street 

Hialeah, FL 33010 

Phone: (305) 887-8237 


GEORGIA 


BB J, Inc. 

5420 Floyd Road 
Mableton, GA 30059 
Phone: (404) 948-7618 


HAWAII 


D.C. Electric, Inc. 

649 A. Mapunapuna 
Honolulu, Hl 96819 
Phone: (808) 839-4505 


IDAHO 


Air Equipment Co. 
2350 S. Orchard St. 
Boise, ID 83705 
Phone: (208) 342-2464 


Rossiter Electric 

1501 S. Capital Ave. 
Idaho Falls, ID 83401 
Phone: (208) 529-3665 


ILLINOIS 


Electric Motor Repair Co. 
1106 E. Bell Street 
Bloomington, IL 61701 
Phone: (309) 827-4691 


Suburban Engine & 
Tool Repair 

4227 S. Joliet Ave. 

Lyons, IL 60534 

Phone: (312) 447-0201 


INDIANA 


CDS Tool Repair Div. 
1057 E. 54th Street 
Indianapolis, IN 46220 
Phone: (317) 251-8682 


C &L Electric Motor Repair 
1405 Chicago Avenue 

P.O. Box 521 

Goshen, IN 46526 

Phone: (219) 533-2643 


IOWA 


Electrical Engineering & 
Equipment Co. 

1808 Delaware 

Des Moines, 1A 50317 

Phone: (515) 282-0431 


Industrial Engineering Eqpt. 
1958 W. River Drive 
Davenport, 1A 52808 
Phone: (319) 323-9721 


KANSAS 


Richmond Electric Company 
911 Maple 

Wichita, KS 67213 

Phone: (316) 264-2344 


KENTUCKY 


Electric Tool Service Corp. 
757 Logan St. 

Louisville, KY 40204 
Phone: (502) 584-7626 


LOUISIANA 


Power Tool Repair 
2705 Florida Ave. 
Kenner, LA 70062 
Phone: (504) 467-2411 


MAINE 


Stultz Electric Works 
25 Bridge Street 
Westbrook, ME 04092 
Phone: (207) 854-2501 


MARYLAND 


Turner Electric Company 
201 Ethan Allen Avenue 
Takoma Park, MD 20012 
Phone: (30%) 270-6800 


MASSACHUSETTS 


Burns, Inc. 

165 Rodman Street 
Fall River, MA 02721 
Phone: (617) 675-0389 


Panda Electrical Service 
165 Main Street 
Everett, MA 02149 
Phone: (617) 389-1442 


The Saw Center 
472 Main Street 
Springfield, MA 01105 
Phone: (413) 734-2045 


Service Sales Corporation 
442 Cambridge Street 
Allston, MA 02134 
Phone: (617) 254-2444 


MICHIGAN 


Marsh Power Tool, Inc. 
20579 Middlebelt Road 
Livonia, MI 48152 

Phone: (313) 476-7744 


J.T. Hoeksema Company 
2499-28th Street, S.W. 
Grand Rapids, Mi 49509 
Phone: (616) 538-1870 


Re-Nu Electric Company 
20163 John Rd. 

Detroit, Ml 48203 
Phone: (313) FO 6-1570 


MINNESOTA 


Deko Factory Service 
1117 Washington Ave. S. 
Minneapolis, MN 55415 
Phone: (612) 370-0455 


J.D. Peterson Service Co. 
3825 East Lake Street 
Minneapolis, MN 55406 
Phone: (612) 724-4911 


MISSISSIPPI 


Flanigan Electric Co., Inc. 
1820 South West St. Ext. 
P.0. Box 8657 — 

Mart 51 Station 
Jackson, MS 39204 
Phone: (601) 354-2756 


MISSOURI 


Brock’s Appliance, Inc. 
11707 Natural Bridge 
Bridgeton, MO 63044 
Phone: (314) 731-6282 


Middle Earth Air & 
Electric 

1663 St. Louis 

Springfield, MO 65802 

Phone: (417) 831-0954 


P.M. Electric Company, Inc. 
5280 Fyler Avenue 

St. Louis, MO 63139 
Phone: (314) FL 1-4550 


Portable Tool Service, Inc. 
5500 East 31st Street 
Kansas City, MO 64128 
Phone: (816) 861-7999 


MONTANA 


Mosch Electric Motors 
326-3rd Avenue So. 
P.0. Box 8329 

Great Falls, MT 59401 
Phone: (406) 453-2481 


Ted's Electric Service 
133 Moore Lane 
Billings, MT 59101 
Phone: (406) 259-6418 
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Authorized Service Centers 
ee ee 


NEBRASKA 


Flohr Electric Service, Inc. 
2516 Cuming Street 
Omaha, NE 68131 

Phone: (402) 342-4314 


NEVADA 


Industrial Electric 

1275 Kleppe Lane, Unit 19 
Sparks, NV 89431 

Phone: (702) 331-1032 


Tool Service, Inc. 
3229 Industrial Rd. 
Las Vegas, NV 89109 
Phone: (702) 734-9161 


NEW HAMPSHIRE 


Hammar Services, Inc. 

179 Amherst St. 

P.O. Box 1209 

Nashua, NH 03061 

Phone (603) 882-5161 
Ext. 47 


NEW JERSEY 


Air & Electric Tool Service 
706 S. Michigan Ave. 
Kenilworth, NJ 07033 
Phone: (201) 241-9144 


Universal Electric Motor 
Service 

126 Essex Street 

Lodi, NJ 07644 

Phone: (201) 845-7820 


NEW YORK 


Albany Burner Control, Inc. 
20 Colvin Ave. 

Albany, NY 12206 

Phone: (518) 459-8856 


Beverly Electric Tool Corp. 
38-01 29th St. 

Long Island City, NY 11106 
Phone: (212) 361-1122 


Mohawk Valley Mach. 
Div. of Cesana Corp. 

6881 Greenway Rd. 

P.0. Box 816 

Verona, NY 13478 

Phone: (315) 337-4450 


Pelham Tool Company, Inc. 
22 Calvert Street 
Harrison, NY 10528 
Phone: (914) 835-0545 


S & S Electric Repair Shop 
2470 Seneca Street 
Buffalo, NY 14210 

Phone: (716) 823-1232 


0. G. Schwarz Co. 

430 Atlantic Avenue 
Rochester, NY 14609 
Phone: (716) 482-9282 


NEW YORK (cont'd) 


Anthony Testa, D/B/A 

A &T Tool & Equip. Service 
905 E. Jericho Turnpike 
Huntington Station, NY 11746 
Phone: (516) 271-2141 


White Tool Service 
30-47 Atlantic Avenue 
Brooklyn, NY 12208 
Phone: (212) 277-8844 


NORTH CAROLINA 


A-1 Rental, Inc. 

510 N. Elm Street 
Greensboro, NC 27401 
Phone: (919) 275-9789, 9788 


Portable Tool Service 

3209 Cullman Avenue 
Charlotte, NC 28206 

Phone: (704) 332-8337, 3578 


Specialty Tool Service, Inc. 
305 West Martin Street 
Raleigh, NC 27602 

Phone: (919) 833-5903 


NORTH DAKOTA 


Industrial Tool Service 
N.P. & University Drive 
P.O. Box 2048 

Fargo, ND 58107 
Phone: (701) 237-4228 


Structural Products 
1401 40th Street N.W. 
P.O. Box 2107 

Fargo, ND 58107 
Phone: (701) 282-7100 


OHIO 


Air & Electric Tool Repair Co. 
4597 Pearl Rd. 

Cleveland, OH 44109 

Phone: (216) 398-6120 


Cincinnati Electric Repair Co. 
2023 Elm Street 

Cincinnati, OH 45210 

Phone: (513) 621-2183 


Electric Tool Equip., Inc. 
3156 Upton Avenue 
Toledo, OH 43606 
Phone: (419) 474-7537 


Kay-Dee Electric Motor & 
Tool Repair 

3407 St. Clair Avenue 

Cleveland, OH 44114 

Phone: (216) 881-2565 


M &R Electric Motor Service 
1516 East Fifth Street 
Dayton, OH 45403 

Phone: (513) 222-6282 


OHIO (cont'd) 


Maxwell Ind. Sales & Service 
1239 Park Avenue East 

P.O. Box 396 

Mansfield, OH 44901 

Phone: (419) 589-7272 


Moff-Master Power Tools, Inc. 
5200 Market Street 
Youngstown, OH 44512 
Phone: (216) 783-2130 


Schulhoff Too! Rental, Inc. 
2709 Woodburn Avenue 
Cincinnati, OH 45206 
Phone: (513) 961-3399 


Vollmer Elect. Motor Service 
540 South Front Street 
Columbus, OH 43215 

Phone: (614) 228-5265, 5266 


OKLAHOMA 


American Too! Rental 
9300 Broken Arrow Exp. 
Tulsa, OK 74145 
Phone: (918) 665-3753 


Capitol Elect. Motor Repair 
2215 S.W. 11th St. 

Oklahoma City, OK 73108 
Phone: (405) 235-9638, 9639 


OREGON 


C.H. Day Co., Inc. 

602 S.E. 11th Ave. 
Portland, OR 97214 
Phone: (503) 232-1659 


Keith's Electric Motor & 
Tool Co. 
D/B/A Jim's Tool Service 
515 Wilson Street 
Eugene, OR 97402 
Phone: (503) 344-1513 (Office) 
344-1243 (Shop) 


PENNSYLVANIA 


Electric Motor & Power Tool 
Parts & Supply Company 
147 Geary Street 

New Cumberland, PA 17070 
Phone: (717) 774-3255 


Ideal Tool & Equipment Service 
140 North 10th Street 
Philadelphia, PA 19107 

Phone: (215) 925-0672 


Servisall Equipment Company 
7014B Beaver Dam Road 
P.O. Box 924 

Levittown, PA 19058 

Phone: (215) 547-2700 


Snyder Electric Company 
1500-02 Chateau Street 
Pittsburgh, PA 15233 
Phone: (412) 231-3100 


SOUTH CAROLINA 


Mann Electric Repair Co. 
3600 Main St. 
Columbia, SC 29203 
Phone: (803) 252-7777 


SOUTH DAKOTA 


Stan Houston Equip. Co., Inc. 
501 S. Marian Rd. 

P.O. Box 857 

Sioux Falls, SD 57106 
Phone: (605) 336-3727 


TENNESSEE 


Holston Gases, Inc. 
222 Council PI. 
Knoxville, TN 37917 
Phone: (615) 573-1917 


K & K Tools 

606 Demonbreun 
Nashville, TN 37203 
Phone: (615) 255-9541 


Southern Electric Co. 
812 Porter St. 

P.O. Box 4967 
Memphis, TN 38104 
Phone: (901) 774-4651 


TEXAS 


Air & Electric Tool Co. 
3312 South Jones 

Fort Worth, TX 76110 
Phone: (817) 921-0231 


Brandon & Clark Electric Co. 
3623 Avenue H 

Lubbock, TX 79404 

Phone: (806) 747-3861 


Forkliftco 

6055 Alameda Avenue 
El Paso, TX 79905 
Phone: (915) 779-5800 


Power Tool Center of Dallas 
1109 Quaker Street 

Dallas, TX 75207 

Phone: (214) 634-2880 


Power Tool Service 
1314 Milby 

Houston, TX 77003 
Phone: (713) 228-0100 


Tool Service & Supply Company 
737 Austin Street 

San Antonio, TX 78215 

Phone: (512) 225-4516 


UTAH 


Electric Motor & Supply Co. 
P.0. Box 30300 

2395 South 2570 West 
Salt Lake City, UT 84125 
Phone: (801) 937-2400 


VIRGINIA 


Bryan Electric Co. 

424 West 25th Street 
Norfolk, VA 23517 
Phone: (804) 625-0378 


Rent-Alls of Roanoke, Inc. 
604-11th Street, N.W. 
Roanoke, VA 24017 
Phone: (703) 345-0184 


Staley Co., Inc. 

2024 Chamberlayne Ave. 
Richmond, VA 23222 
Phone: (804) 321-6595 


WASHINGTON 


Cooper Electric Motor & 
Service Co. 

205 South 4th Avenue 

Yakima, WA 98901 

Phone: (509) 452-9550 


K & N Electric Motors, Inc. 
217 W. Cataldo 

P.O. Box 303 

Spokane, WA 99210 
Phone: (509) 328-3260 


Power Tool Service 
12005 N.E. 12th 
Bellevue, WA 98005 
Phone: (206) 453-8015 


Trace Electric Company 
1606 Dexter Avenue N. 
Seattle, WA 98109 

Phone: (206) 284-3250 


WEST VIRGINIA 


Lawter Electric Motor, Inc. 
202 Adams Ave. 

Huntington, WV 25701 
Phone: (304) 522-8297, 8298 


WISCONSIN 


AFI Direct Service, Inc. 
7515 South 10th Street 
Oak Creek, WI 53134 

Phone: (414) 764-1160 


Holt Electric Motor Co. 
P.O. Box 08384 

5225 West State 
Milwaukee, WI 53208 
Phone: (414) 771-6600 


Northern Contractors 
Supply, Inc. 

P.O. Box 705 

Highway 41 

Neenah, WI 54956 

Phone: (414) 739-4486 


Treml Sales & Service 
8411 West Becher Street 
West Allis, WI 53227 
Phone: (414) 545-5170 
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Robert Bosch Power Tool Corporation 
P.O. Box 2217, Highway 55 West, New Bern, NC 28560 


301101-182-200M 
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